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Public UL Cascode RIAA

10/10/02

R9
10r

•
V1 - 6922 Ultra-low Noise or Gold Grade.
Q1 - 2SK147 or 2SK10 GR or BL.

+250V  From  
Shunt Reg 2

+250V  From  
Shunt Reg 1

2/28/00 V1a

V1b
•

Q2

V2b

V2a

R33 
33r

R41
33rR37

XXr

R43
10KC5

5.0µF, 400V

R31
33r

R5 
33r

R15
33r

• • • •
•

•

•

•

• •
•

••••
•

•
• •

•

• • •
•

L1 
Ferrite

R3 
1K

R13 
33r

R7 
820r

R11
10K

R17 
90K

R19 
7.5K

R39 
5K

R29 
47K

R35 
390r

R21 
47K

R23 
1M

R27
150K

R25 
6.8K

•
•

C6
4.7µF, 400V

C3
.047µF,
250V

C4
.0022µF,
250V

C1
.015µF,
250V

C2
.0022µF,
250V

•

R45
100K

Zout = 11.5K

+54dB
    0dB @ 20Hz
–20dB @ 1kHz
– 40dB @ 20kHz

+24dB

•
Q1

Set R35
so that V2a's

anode sits
at 100VDC

To download a PDF explaining: 

•  the ins and outs of R11,
   R39 and Q2, click here.

•  a new inverse RIAA 
   circuit, click here.

•  a few things about shunt 
   regs, click here.

V2 - 5687 Ultra Low Noise
Q2 - 2SK147 or 2SK10 GR or BL.
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Fils.
4, 5.

Fils.
4+ 5, 8.


