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EDITOR'S INTRODUCTION 

High Fidelity-by which we mean the recording and reproduction 
of sound with maximum faithfulness /0 the original-has been in 
existence for only a decade or two. Yet in that time it has become 
an absorbing hobby for thousands of technical and musical emhusiasts. 
In countless homes it provides the key to unlimited musical enjoyment 
in the form of today's high quality gramophone records, tape records 
and the VHF/FM broadcasts. 

During the same period, high fidelity has risen in importance as a 
subject of study at Technical Colleges where it is variously listed under 
AudiO, Electronic, Broadcast and Telecommunication Engineering. 

The decision to produce this series of books on the Technique of 
Sound Reproduction in such a way as to make them add up to a 
comprehensive Manual of High Fidelity in six volumes arose from 
the fol/owing considerations: 

1. To treat this wide subject adequately in a single book and at a 
level suited to the needs of both the technical student and the keen 
amateur would require a work of unmanageable proportions. 

2. The practice of assembling high fidelity equipment in separate 
components conveniently allows the student and the amateur to 
study or work separately at these six aspects-Acoustics, Amplifiers, 
Loudspeakers, Disc, Tape and Radio. 

3. in this age of specialization, we were presented with the seeming 
paradox that six expert specialist authors were easier to find and brief 
than a single polyhistor of high fidelity techniques. 

Accordingly, and before one word was written, the Editor was able 
to hold a series of meetings with the authors, each of whom is an expert 
in his particular field. This procedure has ensured that the technical 
level is uniform throughout the series, and that the volumes dovetail 
together to provide complete coverage while nevertheless taking 
their place in the literature as individual works in their own right. 

Special attention has been given to terminology. Each book includes 
a Glossary of Terms so that anyone possessing the complete series 
has access to a sectionalized dictionary and reference to the whole 
subject of the Technique of Sound Recording and Reproduction. 

JOHN BORWICK 
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P REFACE 

IN this book I have attempted to describe, in simple terms, the 
theory and practice of the audio frequency amplifier of the type 
comprised under the popular description 'high fidelity amplifier'. 

The aim has been to deal with the subject from simple theory up 
to the development of the circuits most often encountered in an 
understandable, concise and practical way. The work is not intended 
to be comprehensive nor a text-book and is directed to the user of 
this type of equipment who wishes to have some understanding of 
its construction, the enthusiast and the amateur designer. 

At the date of publication, the vast majority of audio amplifiers 
use the thermionic valve although a few transistorised amplifiers 
are making their appearance. At present the main advantage 
accruing from the use of transistors in this field is that amplifiers 
can be made smaller and lighter, not a matter of great significance 
in fixed sound reproducing equipment. One considerable advantage 
of a transistor output stage, however, is that it can be designed so 
that a loudspeaker can be connected without the necessity of using 
a matching transformer. Further development in the manufacture 
of transistors and the reduction in their cost during the next few 
years, will doubtless make available low priced audio amplifiers 
Witll a standard of performance superior to that of the valve ampli
fier. At that time, the chapter on transistors may require expansion 
in the form of a second volume. 

Valve application reports for some of the most popular valve types 
have been gathered together in Appendix II and I believe that these 
will be found to be a useful scource of information on amplifier 
performance and design. All illustrations are based on current valve 
types and data sheets from the appropriate application reports have 
been used for this purpose by courtesy of Mullard Ltd. 

The author wishes to thank Mullard Ltd. and The General Electric 
Co. Ltd. of England for permission to reproduce application reports. 

H. LeWIS YORK 
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THE subject of high lidelity amplifiers, or more correctly audio 
frequency amplifiers, is covered by a branch of electronics generally 
known as audio frequency engineering. To understand this subject it 
is therefore necessary to have some knowledge of the fundamentals 
of electronics. The outline given in this chapter is of necessity over
simplified, but it is hoped that it will nevertheless be sufficient to 
render what follows understandable. 

Electrons 

Electronics is concerned with the controlled motion of electrons. All 
substances may be considered to be composed of very small particles 
called atoms, of which electrons are a component part. The atom has 
a central nucleus around which is gathered a number of smaller 
particles called electrons. The electrons are held in the proximity of 
the nucleus by a mutual attraction described as an electrical charge; 
the nucleus is designated positive + and the electrons negative -. 
The number of electrons in an atom produce a total negative charge 
which equals the positive charge of the nucleus, so that the atom is 
normally neutral. Some of the electrons are in a continual state of 
migration from one atom to another, due to thermal energy, but on 
an average there is no net migration in any particular direction unless 
an externally applied electrical stress is present. 

Tn the case of materials called conductors of electricity, there is 
a large number of electrons in migration. If at any particular point 
there is an excess of electrons, the balance of charge is negative; if 
there is a deficiency of electrons, the balance of charge is positive. 
The most commonly used conducting materials are copper, brass 

and silver. Atoms in which there is little migration of eiectrom 
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constitute substances which are called insulators and common ex
amples are glass, mica, rubber, paper and ceramic. The degree to 
which a material resists a stress upon its electrons to migrate, is 
related to its specific resistance; thus conductors have a low resistance 
and insulators a high resistance. 

A battery.is a source of electricity. It has two terminals at which, 
by electrochemical means, the electrical charge is unbalanced. 
Therefore at the positive terminal the atoms have a deficiency of 
electrons, and at the negative terminal the atoms have an excess of 
electrons. If these two terminals are joined by a conductor, e.g. a 
length of copper wire, the atoms in the wire adjacent to the negative 
terminal commence to receive electrons, but readily pass on electrons 
to nearby atoms. Thus a current of electrons Rows through the con
ductor to the positive terminal of the battery where the positive 
charge, or deficiency of electrons, is made good. This flow will 
continue until the unbalance in the battery is restored to neutrality, 
when the battery is discharged and the flow ceases. 

The Row through the conductor depends upon the specific 
resistance of the material and its dimensions. The unit of resistance 
is the ohm. The pressure which the excess of electrons exerts upon 
the conductor is called the voltage of the battery ( measured in volts) 
and the rate at which the electrons Row through the conductor, Le. 
the number of electrons in a given period of time, is the current, the 
unit being the ampere. These three electrical units are related by 
Ohm's Law which states that the current (I ) is equal to the voltage 
(V) divided by the resistance of the conductor (R). Given any two 
of these quantities, the third can always be calculated, viz. 

1= VIR, V=IR andR= VII . 

Resistance 

In electronics, electrons afe required to Bow and move about the 
various parts of the circuit via conductors, the resistance of which 
should be as low as conveniently possible. When the Row is required 
to be controlled, components with the required amount of resistance 
are introduced into the circuit and these components are called 
resistors. Any resistor is indicated in diagrams by the letter R but 
when its ohmic value is specified numerically, the number is followed 
by the sign Q. Thus a resistor of 10 ohms is indicated by 10 Q. 

Resistors used in audio amplifiers normally have values between 1 
ohm and 10,000,000 ohms. Resistors between 1,000 and 1,000,000 
ohms are specified in mUltiples of 1,000, indicated by the letter k, 
12 



so that 1,000 ohms becomes I ill, 4,700 ohms becomes 4·7 ill and 
680,000 ohms becomes 680 kD. Resistors of one million ohms 
and over are specified in mUltiples of one million, indicated by the 
letter M, sO that 1,000,000 ohms becomes I MD and 10,000,000 
ohms becomes 10 MD. 

The nominal resistance value of a resistor is indicated by a system 
of coloured bands commencing from one end. The colour coding is 
as follows: 

TABLE 1.1 Colour Coding of Resistors 

Colour code Number of noughts 

Black 0 Black None 
Brown I Brown 0 
Red 2 Red 00 
Orange 3 Orange 000 
Yellow 4 Yellow 0,000 
Green 5 Green 00,000 
Blue 6 Blue 000,000 
Violet 7 
Grey 8 Tolerance 
White 9 None 20% 

Silver 10% 
Gold 5% 

10% and 20 % resistors 

Brown Black 10 Orange Orange 33 
Brown Red 12 Orange White 39 
Brown Green 15 Yellow Violet 47 
Brown Grey 18 Green Blue 56 
Red Red 22 Blue Grey 68 
Red Violet 27 Grey Red 82 

The first two bands indicate the first and second significant 
figures and the third the decimal multiplier, i.e. the number of noughts 
to be added. The fourth band indicates the percentage tolerance 
about the nominal resistance value. The above table gives the first 
two significant figures for all 10% resistors, the figures in heavy 
type being also available in 20 % tolerance. 

Let us consider a circuit in which two resistors RI and Rz are 
connected end to cnd and tile free ends applied across a battery. 
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This connection of the resistors is called a series connection (Fig. 1.1). 
A current will flow, but it will be limited by the total resistance of 
RI and R2• The voltage across the pair is the battery voltage, so that 
the voltage across each resistor must be less than the battery voltage, 

-
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+-: :- . , 
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... , + , 1 , 
, ,,Uun 
, 
, 
, 

---'-
;- " 

-

FIOURE t.l 
Resistors in series. The current flowing J -=- VIR, where R is the 

total resistance. The power in each resistor is W or t2R. 

. ,  

" 

but such that the voltage across R, plus the voltage across R2 equals 
the battery voltage. The ratio of the voltages across the resistors is in 
fact equal to the ratio of the ohmic values of the resistors. The voltage 
of the battery is therefore divided into RI plus R2 parts, and R, 
parts appear across RI: i.e. R, � R, 

parts of V. Similarly the voltage 

FIGURE 1.2 
The resistors RI and Rz 
form a potential divider so Vi R, 
that Vo"" V, x 

R R ,+ , 

., 

across R2 is � R V. (Fig. 1.2). This circuit is referred to as a RI , 
potential divider and is repeatedly encountered in audio amplifier 
circuitry. The current flowing in the circuit may be calculated by the 
application of Ohm's Law I = VIR. The power in the circuit is 
14 



measured in watts and is equal to VI. The power may also be 

calculated by the alternatives W = J2 R or W = ';: (from Ohm's 

Law). 
If the two resistors RI and R2 are both connected across the battery, 

the connection is called a paral/el connection (Fig. 1.3). In this case 
the voltage across each resistor is the voltage of the battery and the 

current flowing in each resistor is �. The total current in the circuit 

is the current through Rt plus the current through R2• The total 
effective resistance of resistors in parallel is 

+�=.,.. , 
, 
, , " 
, , 
, 

-....I-

" 

I 
R=I I I etc. 

RI + Rz + R, 

+ 

BATTERY 

FIGURE 1.3 

" t t 

Resistors in parallel. The current flowieg I = VIR, where R is the 
total resistancc. The power in each resistor is W _ V21R. 

When only two resistors are concerned, this becomes 

RI X R2 
RI + Rz 

The power in each resistor is again V I or PR or �2. 

" 

A resistor can be constructed in a special form so that a sliding 
connection can be made at any point along its length. When there are 
connections to only one end of the resistor and to the sliding connec
tion, the component is called a variable resistor; when there are 
connections to each end of the resistor and to the sliding connection, 
the component is called a potentiometer (Fig. 1.4). If the ends of a 
potentiometer are connected across a battery, the voltage at the slider 
relative to one end call be varied from the full voltage of the battery 
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v. 
" 

'2 
v. 

BATTERY 

FIGURE 1.4 
The potelltiomcter. The voltage at Vo is continuously variable rrom 
zero 10 the battery voltage. 

to zero. A potentiometer used in this way in an audio amplifier is 
frequently referred to as a volume control. 

Alternating Current 

It has been stated that the voltage at the terminals of a battery is 
due to electrochemical action, and it is normally assumed that this 
voltage is steady and unvarying with respect to time. Hence the current 
which flows when a resistor is connected across a battery is called 
direct current (d.c.). Another method of producing electricity is by a 
generating machine known as an alternator, and in this case the 
voltage is not constant but is continually changing from zero to a 
peak maximum and back to zero. Alternate maxima are reversed, 
so that an excess of electrons is first at one terminal of the supply 
and then at the other. A complete sequence of change is called a cycle 
and the number of cycles which occur in each second is referred to as 

, 
...-'T"--=--:: -----==:---,.,""'---, "" , 

/ 
" 'H-"*--- '---Af--\ 

/ , .

[ONSUNT� H 
AN�UlAt moCITY 

/ I , 
/ I , 

I 

nu 

HGUP.£ I.S 
so c/s sine wave. Voltage plotted against time. 

the frequency, f in cycles per second (c/s) or thousands of cycles 
per second (kc/s) (Fig. 1.5)- The change in voltage generated by a 

machine of this kind follows the sine 1011', the voltage change being 
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rapid around zero and slow around peak. In other words, the 
voltage output varies with time in the same way as the speed of 
movement of a pendulum bob. The rate of change of voltage as it 
passes through zero is determined by the peak amplitude and the 
frequency of the sine wave. The rate of change decreases until at the 
peak value of the waveform it is zero. 

If the peak value of the sine wave alternating voltage is divided by 
\1'2 ( � 1·414) the root mean square or r.m.s. value is obtained, so that 
peak voltage equals r.m.s. voltage times V2. It is sometimes con
venient to remember that dividing by 1·414 is the same thing as 
multiplying by 0 · 707, so that r.m.s. equals 0 · 707 x peak. The peak 
and r.m.s. values of an alternating current (a.c.) are similarly related 
(Fig. 1.6). The electrical power in an a.c. circuit is again measured 

rtu. ��--�..,...,---
7(17 � r m.5. 

fEU VALUE 

or--��-I--�-1 
'm -'---"-'--'----'-'-' 

FIGURE 1.6 
The r.m.s. value of a sine 
wave is peak x 0·707. Peak 

value is r.m.s. x 1·414. 

in watts and equals I (r.m.s.) x V (r.m.s.), assuming that the circuit 
is composed of pure resistance only. 

Capacitance 

If two metal plates are brought close together and are connected to 
the terminals of a battery, part of the positive and negative charges 
at the battery terminals will be transferred to the plates. If the plates 
are separated by an insulator, this will not conduct electrons but will 
strongly resist the strain placed upon it. When the connection is first 
made, there will be a sudden flow of electrons forming a high current. 
But as the plates charge, the current will fall away until the plates 
have accepted all the electrons they can and the current flow will be 
zero. If the capacitor so formed is disconnected from the battery, it 
will remain charged until some leakage from one plate to the other 
restores neutrality (Fig. 1.7). 

The capacitance of this arrangement increases as the size of the 
plates is increased and as the plates are brought closer together, and 
is also dependent upon the nature of the insulator between them. 
The capacitance of this component is measured in Farads (F). In 
audio amplifiers, capacitors are usually found of values from one 
millionth of a mi1l.ionth of a Farad, i.e. one micro-microfarad (or 
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one picofarad written /L/LF or pF) to one hundred millionth of a 
Farad, i.e. one hundred microfarads (written lOO /LF). If the pressure 

exerted by the battery is increased, a point will be reached where the 

• 

... , , , , , , , 
c + 

a,mm --'-

FIGURE 1.7 

METAL 
PLAn 

When a capacitor is connected la a battery, a charging current flows 
until the capaci tor is charged. 

insulator can no longer withstand the strain placed upon it and will 
break down, with a heavy flow of electrons destroying the capacitor. 
Capacitors are therefore marked with the maximum working voltage 
at which they are intended to operate. 

It has been mentioned that when a capacitor is first connected to 
a battery, a high current flows and when the capacitor is fully charged, 
the current drops to zero. If a capacitor is connected to an a.c. 
supply, when the rate of change of the voltage is high, the current is 
also high. At peak voltage the rate of change is instantaneously zero, 

rv so c/s c 

D 

1 
1 

I 

YOD 
Sf cs 

FIGURE 1.8 

I CURREMT HOWING 90· 11l. .. +- OUT OF PRASE LE AiliNG 

,'-PPlIED Al1ER�ATlh'� l+--vOli.m: 

When a capacitor is connected to an A.C. supply, the current flow 
is 90Q out of phase with the voltage and is said to lead the voltage. 

so that the current is then also zero. The current in the circuit there
fore depends upon the size of the capacitor, the r.m.s. value of the 
applied voltage and upon the rate of change of the alternating voltage, 
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i.e. the frequency. If the frequency is low, the current is also relatively 
low (Fig. 1.8). 

A cycle is considered to be made up of 360'. A sine voltage 
increases from zero to peak in a quarter of a cycle or 90'. In the 
case of a capacitor connected to such a supply, the current is at 
minimum when the voltage is at maximum; so that the current 
and the voltage are 90' 'out of phase'. It follows that the capacitor 
controls the flow of current in this circuit and thus behaves like a 
resistor the value of which is dependent upon frequency. To dis
tinguish this apparent resistance from that of a resistor, it is referred 
to as reactance. This is measured in ohms, but indicated by X instead 
of R. The reactance of a capacitor is thus related to its capacitance C, 

FIGURE 1.9 
The capacitor C and the resistor R 
form a potential divider when Vi 
is alternating. Yo is dependent 
upon frequency and is 

R V'x -VX�+ R2 

in Farads, and to the frequency of the applied voltage. It can be 
calculated from the formula 

I X, = 2rr/C 

and since 2rr '" 6'28, X, '" 
6'2�/C' 

When capacitors are connected in parallel, the total capacitance is 
Cl + C2 + C3, etc. When capacitors are connected in series the 
total capacitance is 

I I I 
r+T+i

,etc
. 

C; C, C, 

If only two series capacitors are concerned, the total capacitance can 
be found as 

Cl X C, 
Cl + C,' 

Consider the case of a capacitor and resistor connected in series 
across an a.c. supply. This forms a potential divider similar to that 
previously considered, but with one resistor replaced by a capacitor 
(fig. \.9). The voltage across either the resistor or the capacitor will 
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now depend upon the frequency of the applied voltage; it is propor
tional to the ratio which the resistance or the reactance bears to the 
sum of the resistance and reactance of the pair. Due to the 900 phase 
difference, the sum of the resistance and reactance cannot be deter
mined by simple addition, as in the case of the two resistors. So the 
resistance and reactance must be added in the form vi X,' + R'. 
The proportion of the applied voltage appearing across the capacitor 
in this type of circuit is therefore 

X, 
vlx,' + R' 

and the voltage across the resistor is 
R 

vlX} + R'V" 

As the reactance of the capacitor will be low at high frequencies, 
the voltage across the resistor in this type of divider circuit will be 
greatest when the frequency is high and least when the frequency is 
low. Alternatively, to maintain the voltage across the resistor as high 
as possible at a given frequency, the reactance of the capacitor must 
be as low as possible, i.e. the capacitor must be large. 

'8�-+--4---�-+--4---�-+--4---1--
"�-+---+--1---r-�---+---r--+---�-+ .!L , '4�-+---+---t---r---r--1----f---+---r-� o '11---+--+--+--+--+--4---1---\---1-
',!--,::!�::,,--:,::! ,oo::-o-:l,oo:::-o -'-""\;-;. O!::,,:-...L-;,, -:!:"::-O---'---'- -;IO�,OOO 

'I' 

FICllRE 1.10 

The voltage across the resistor R in Fig. 1.9 as a proportion of Vi. 
over the frequency range 20 to 10,000 eIs, when C = 0'01 �F, R = 220k. 

The way in which the voltage across the resistor in Fig. 1.9 varies 
with frequency may be found by calculating the value of vi X,' + R' 
over the relevant frequency range. Take as example, C = 0·01 J-LF, 
R = 220 kil and f = 20 c/s to 10 kc/so X, is found for a number of 
frequencies over the range, and vi X,' + R' calculated. The voltage 
appearing across R is then 

R 
vi X} + R' V,. (See Table 1.2.) 
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These results may be plotted in graphical form as in Fig. 1.10 in 
which the frequency and voltage scales are linear. The frequency of 

, 
11 1,000 

2,1148 

, 
1,1100 
'I' 

IHlo.tl 

3,000 

�.096 
, 

, 
')lOO 

J2 64 128 2�6 m \OH 2,1148 ',09& 
( 

(b) r, -.�I " .... ,Ir, ni In,-,I-.-'Ic,-,-, .;.,I""T'TI+i--+,I-,--iI -" 
10 10 100 

, ,-

SOD 1,D00 

FIGURE 1.11 
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(a) linear frequency scale showing position of note C in each 
octave. Middle C at 2!i6 e/s. 

(b) The same information with a logarithmic frequency scale. The 
spacing between octaves is now equal. 

the musical note called middle C is 256 cls (or 261 cls at concert 
pitch). The frequency of the C one octave above middle C is 512 cls 
and the C one octave, below 128 c/s. To conform to this relationship, 
the frequency scale must be drawn on a logarithmic basis (Fig. 
1 . 11). 

The intensity of sound is measured in bels and one-tenth of a bel, 
onc dccibel (dB), is about the smallest intensity change which the 
ear can detect. If the power is increased from P, to P" the change in 

TABLE 1 .2 Proportion 0/ input across voltage resistor 

Selected f X, ."IX,' + R' 
R 

VX.'+R' dB 

20 795,000 825,000 0·27 -11 
50 318,000 387,000 0·57 - 5 

100 159,000 271,000 0·81 - 2 
200 79,500 234,000 0'94 -0·5 
500 31,800 222,000 0'99 -0,1 

1,000 15,900 220,000 1 0 
2,000 7,950 220,000 1 0 
5,000 3,180 220,000 I 0 

10,000 1,590 220,000 I 0 
20,000 795 220,000 I 0 
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The information given in Fig. 1.10 when the frequency scale is 
logarithmic and the voltage ratio i s  expressed in decibels (dB). 

dB is 10 log ;;. For the same value of resistance, power and voltage 

or current are related by Ohm's Law, so that when a voltage or 

current change occurs the change in dB is 20 log �;, or 20 log �;. 
When the power, voltage or current decrease, the change in decibels 
is in a negative direction (Fig. 1.12). (See Appendix l.) 

In amplifier circuits, this variation of voltage with frequency may 
be put to use in the form of a tone control. Where there must be no 

loss at a particular frequency, it is necessary to choose appropriate 
values for Rand C. 

Inductance 

Another common component is the inducior, which often consists of 

FIGURE 1.13 

An inductor formed by winding a bundle of wire on special steel 
Slrips. The usual form is shown on the right in which the core has 
two windows to accommodate the wire. increasing the available 
inductance. 

a length of wire wound upon a pile of strips or lantinations of special 
steel (Fig. 1.13). When the ends of the wire are connected to the 
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terminals of a battery, electrons flow through the wire, but the effect 
of the turns on the stri p steel core is to cause a magnetic field to be 
built up around the component. The flow of electrons in the wire is 
reduced whilst the magnetic field is being built up, but, once the field 
is fully formed, the flow is that which would be expected due to the 
resistance of the wire alone (Fig. 1.14). If the voltage of the battery 
is reduced, the decrease in the flow of electrons does not result as 
quickly as would be expected by virtue of the resistance of the wire 
alone, due to the collapse of the magnetic field. The inductance of this 
component is measured in Henrys (H) and increases with the number 
of tums of wire and according to the amount and nature of the core 
material. In audio amplifiers, inductors of one-thousandth of a 
Henry, i.e. one millihenry (I mH) to about 50 Henrys (50 H) are 
found. 

When inductors are connected in series, the total inductance is 
Ll + L2 + L3, etc. When inductors are connected in parallel, the 
total inductance is 

+ 
-, , , , , , , , ..J.... 

l 

I I I 
'+-1 + T 

L, L, E, 

8.mfRY 

FIGURE 1.14 

etc. 

When an inductor is cortnected to a battery a current flows which is 
less than that due to the resistance of the wire alone until an external 
magnetic field is fully fonned. 

When only two inductors are concerned, the total inductance can be 
found as 

L, xL, 
L, +L; 

The action of an inductar in an a.c. circuit is thus opposite to that 
of a capacitor. The inductar has a reactance similar to the capacitor 
but in the opposite sense, Le. the reactance increases as the frequency 
rises and is given by the formula XL = 2rrfL or 6'28jL (Fig. 1.15). 
The forms X, and XL are used to distinguish between capacitive and 
inductive reactance. Reactance combined with resistance is called 

impedance. 
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When an inductor is connected to an A.C. supply, the current flow 
is 900 out of phase with the voltage and is !>aid to Jag the voltage. 

If an inductor and resistor are connected in series across an alter

nating supply, the voltage across one element will be proportional to 

the ratio of the resistance or reactance to the sum of the resistance and 

reactance, as in the case of the capacitor. Thus the voltage across the 
resistor in such a circuit will be 

R 
v'XL' + R' Vi 

and will decrease as the frequency rises (Fig. 1.16). 

fiGURE 1.16 
The inductor L and the resistor R 
(ann a potential divider when Vi is 
alternating. Vo is dependant upon 
frequency and is 

The Transformer 

R V, X v'Xi+R2 • '0 

If the winding on the inductor is split into two sections and onc of 
the sections, called the primary, is connected to an a.c. supply, a 
similar alternating current will be induced into the second or 
secondary winding. This is due to the magnetic ftux linkage between 
the two windings of the component, which is now called a trans
former (Fig. 1.17). The alternating voltage which appears at the 
connections to the secondary winding depends directly upon the 
ratio of the number of turns in the two windings, assuming a perfect 
transformer, i.e. one with no losses. The secondary voltage can 
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therefore be made greater or less than the primary voltage and several 
secondaries can be used with one primary. 

Thus if the primary is connected to a 240 V a.c. supply, and the 
ratio of the primary to a secondary is 40 : 1, the voltage across this 
secondary will be 6 V. If the ratio of the primary to another secondary 
is I : 1· 5, the voltage across this secondary will be 360 V. 

] 
F1GUIU! I.J 7 

All inductor with two separate windings forming a transformer. 
A number of secondaries can be associated with the primary. 

The power in the primary circuit, Wp, must equal the total power 
in all the secondary circuits, Ws, if there is no loss in the transformer. 
Assuming one secondary winding, the secondary voltage, Vs, is n Vp, 

V2 where n = turns ratio. Now from Ohm's Law W = 7P so that 

Wp = Ws may be written 
Vp2 (nVp)2 
Rp 

= Rs � = n2 (Fig. l.J8). 

The reflected impedance of the primary circuit in the secondary is 
therefore the primary impedance times the square of the turns ratios 
when there is a step up, or the primary impedance divided by the 
square of the turns ratio, when there is a step down. 

RHlHTtO IMPEDANct 
1,�oaJ\. 

Parallel Resonant Circuit 

FIGURE 1.18 

The reflected impedance in one 
transformer winding is propor
tional to the square of the turns 
ratio. 

If a capacitor and inductor are connected in parallel, the arrangement 
becomes a resonant circuit. The circuit is resonant at the frequency 
where the reactances are equal. That is, X, = XL, from which!, in 
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cycles per second, is found to be 2� Le (Fig. 1.1 9). If this circuit 

is connected to a battery, the capacitor will charge and the inductor 
draw current. When the battery is disconnected, the capacitor will 
discharge through the inductor which will build up a magnetic field. 
When the capacitor has discharged sufficiently, the inductor field will 
collapse and electrons will flow back into the capacitor which will 
recharge. In the absence of losses, an alternating flow would con
tinue indefinitely. 

In any practical circuit, there will be losses. Thus a capacitor will 
have resistance due to the presence of the insulating material, 
although a high-quality capacitor will have a resistance measured in 
megohms. An inductor will have resistance due to the winding, and 

1 '\ f\ 11\ 

IV IV '-/ :: , 

T 
TIME 

FIGURE 1.19 
lnductor and capacitor in parallel forming a resonant circuit (left). 
A damped sine wave diagram of the flow of current in a resonant 
circuit (righL). 

this will be of significant value even in a high quality component. 
Due to these losses, the alternating current in a rcasonant circuit 
will not continue indefinitely, but will die away in much the same way 
that a balance wheel coupled to a hair spring will gradually become 
stationary when there is no energy in the main spring. The flow of 
current in a resonant circuit with losses, when represented graphi
cally, is called a damped sine wave (Fig. 1.19). 

The time taken for the flow to cease depends upon the resistance 
in the circuit, and the energy factor, Q, is 

2 
peak energy storage 

'TT x energy dissipated per cycle 

In audio frequency amplifiers, resonance must be avoided for true 
reproduction, so that inductors are not nonnally included in signal 
circuits. In one case only is it difficult to avoid introducing 

26 



inductance, the special case of the output transformer (see page 55). 
The unwanted effects due to resonance can sometimes be reduced by 
adding resistance to the circuit, so that the time taken for the damped 
sine wave to reach zero is short. In other words, additional damping 
is introduced into the resonant circuit, or the Q is reduced. 

For certain purposes (e.g. a signal generator for testing) a continu
ously oscillating circuit is required, and this can be achieved by 
supplying energy to a resonant circuit equal to the losses. In the case 
of an output transformer in an audio amplifier, it is difficult to avoid 
supplying energy to a resonant circuit within the transformer, and 
in certain circumstances, continuous oscillation can occur, usually 
at a frequency above audibility. If an amplifier is in a state of 
continuous oscillation it cannot correctly perform the function for 
which it is designed. 

The Function of an Amplifier 

Sound may be considered as a complex combination of sine waves in 
the frequency range 20 cls to 20,000 cls and these may be translated 
into electrical counterparts by means of a microphone. To recreate 
sound from electrical signals, the signals are made to operate a 
loudspeaker system. The output from a microphone is not sufficiently 
powerful to do this in direct connection with a loudspeaker, and the 
function of the audio amplifier in a high fidelity system is to aocept 
small signals and present them in a form suitable for the operation 
of a loudspeaker. The signals from the microphone may have been 
conveyed over a distance by a cable or a radio transmitter and receiver 
system. They may have been stored by recording them on a 
gramophone record or magnetic tape, to be recreated as and when 
required by means of a gramophone pickup or magnetic tape head. 

H Io4AtIlS 

INPUT ----I �lllUIiE AMPLIfiER 1---1 POWER AMPLIFIER !---+-aUTPUT 

FIOURE 1.20 
Block diagram of an audio frcquency amplifier, showing the thrce 
main sections, namely the supply unit, lhe voltage amplifier and the 
power amplifier. 
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The amplifier is designed to accept the type of signal which a 
microphone, radio tuner, gramophone pickup or tape replay head 

will provide, and to generate the power which a loudspeaker system 
will require for its operation. 

One means of generating the power required to operate a loud
speaker is to use a thermionic valve capable of producing the voltage 
and current changes in the loudspeaker which will enable it to develop 
the required volume of sound. This type of valve, used singly or in 
pairs, forms a power output stage in an amplifier and requires a 
relatively high controlling signal voltage. Between the small input 
signal and the output stage, therefore, voltage amplifying stages are 
used. Within these stages there are usually placed frequency correct
ing and tone controlling networks and a volume control. It is 
convenient and cheap to supply the working power, which the voltage 
amplifiers and output valves require for their operation, from the 
house a.c. mains supply, suitable supplies being derived via a supply 
unit incorporated in the amplifier. 

The audio amplifier may therefore be considered to be composed 
of three sections :  

I .  A voltage amplifier section which will control and amplify 
the voltage of the input signals to a magnitude sufficient to operate 
the power output stage. 

2. A power output stage which will operate the loudspeaker. 
3 .  A supply unit which will convert the house a.c. mains to a form 

suitable for operation of the voltage and output amplifying stages. 

These three sections are indicated in Fig. 1 .20, and will be con
sidered individually and then together in the form of a complete 
audio amplifier. 
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Current Feedback JS 

THE basic device by means of which voltage amplification is obtained 
is the thermionic valve. A valve is a device through which the current 
How may be controlled by the application of a control voltage. If a 
valve is connected in series with a resistor across a battery or other 
source of voltage, the voltage drop :across the resistor will depend 
upon the current in the circuit. If an alternating control voltage is 
now applied to the valve, the valve current will also alternate and 
hence the voltage drop across the resistor will vary in a manner 
dictated by the alternating control voltage. If the voltage change across 
the resistor is greater than the control voltage applied to the valve, 
voltage amplification has been achieved. 

The Diode Valve 

In a thermionic valve, the current is due to a flow of electrons through 
the device. A supply of electrons is obtained by heating a special 
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A diode valve showing (a) construction in evacuated glass tube, 
(b) the symbol used in circuit diagrams, (c) electron flow when the 
anode is made positive with respect to cathode. 

substance in a vacuum. In practice, the vacuum is formed in a glass 
tube in the centre of which is placed a small electric heater wire 
which can be brought to the required temperature by the application 
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of an external supply voltage. Around this heater is placed a tube 
called the cathode, to which the special material has been applied 
(Fig. 2.1). 

When the heater becomes hot, the cathode temperature is raised 
due to radiation and electrons are released at the surface of the 
cathode. In the absence of any attraction, the electrons form a cloud 
around the cathode, referred to as the space charge. Another tube, 
called the anode, is placed around the cathode, and if the anode is 
made positive with respect to the cathode, it will attract electrons 
from the space charge and current will flow through the valve. The 
space charge will be maintained by further emission of electrons from 
the cathode but, as the anode is made more positive, more and more 
electrons are drawn off the space charge until a point is reached when 
the anode is taking electrons as quickly as they can be emitted by the 
cathode. A further increase in anode voltage will then produce no 
further increase in anode current, and the valve is said to be saturated. 
This valve with its two electrodes, cathode and anode, is called a 
diode. Tt is not capable of providing amplification but is used in 
audio amplifiers in the power supply unit. (see page 84). 

The Triode Valve 

If a spiral of fine wire is now placed between the cathode and anode, 
this spiral (called the control grid) can be made to control the flow 
of electrons from cathode to anode (Fig. 2.2). If the anode is main
tained at a steady positive voltage and a battery is connected between 
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(b) 

FIGURE 2.2 
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(c) 

A triodc valve showing (a) construction, (b) symbol, (c) electron flow 
when the anode is made positive with respect to cathode. The flow 
is controlled by making the grid negative with respect to cathode. 

the control grid and the cathode so that the control grid is uegative 
with respect to cathode, the effect will be to reduce the attraction of 
electrons from the space charge to the anode. This will reduce the 
electron flow and hence the current in the anode circuit. As the 
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control grid is made more negative, the electron flow is progressively 
reduced until the point is reached where it is negligible. At this 
point, making the control grid more negative cannot significantly 
reduce the electron flow and the valve is then said to be 'cut oft·,. 
This valve with three electrodes-cathode, anode and control grid
is called a triade. 

Amplification 

As the current through a triode can be controlled by the voltage 
applied to the control grid, amplification can be obtained by means of 
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FIGURE 2.3 
The addition of RL in the 
anode circuit, produces a 
circuit in which an alterna
ting voltage at the grid 
produces an amplified alter
nating change of voltage at 
the anode . 

the series circuit previously described. It will be observed that, when 
the voltage at the control grid is made more negative relative to the 
cathode, the current through the valve decreases. Therefore the 
voltage drop in the resistor is less, so that the anode becomes more 
positive. The output voltage changes are, therefore, in the opposite 
sense to those of the input voltage changes, and the anode is said 
to be 180· out of phase with the grid. If the grid is made positive 
with respect to the cathode, it will itself attract electrons which will 
flow in the grid circuit. This is undesirable, so the grid is not normally 
allowed to become less negative than about 1 volt and is maintained 
at a greater negative voltage than this by the application of a steady 
negative voltage called grid bias. 

Consider the circuit of Fig. 2.3 ; RL is the load resistor and the 
negative grid voltage can be varied by means of the potentiometer RG• 
Taking a typical case, RL might be 20 W, the h.t. supply voltage 
200 V and, when the grid is -3 V with respect to cathode, the current 
which flows might be 3 mA. The voltage drop across RL is RI or 
20,000 x 0 · 003, i.e. 60 V, so that the anode voltage is 200 - 60 = 

140 V. If the grid voltage is changed to -2 V, there will be an in
crease in anode current depending upon the characteristics of the 
valve. If the current were to rise to 4 mA, the voltage drop across RL 
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A circuit enabling the anode current to be measured foc various 
negative voltages at the grid and positive voltages at the anode. 

would increase to 80 V and the anode would then be at 120 V. 
Similarly, if the grid were made -4 V, and the anode current 
dropped to 2 mA, the anode would change to 160 V. A change of 
I V at the grid has therefore brought about a change of 20 V at the 
anode, and a voltage amplification (sometimes called a 'gain') of 20 
has been achieved. 

Triod. Characteristics 

If a valve is operated with, say, 200 V at its anode, and -3 V at its 
grid, and the grid is then made one volt more negative, i.e. -4 V, 
the current through the valve will drop. This drop in current can be 
compensated by increasing voltage at the anode. The additional 
voltage at the anode required to restore the current to the original 
value is called the amplification Jactor (p.) of the valve. The internal 
resistance of the valve is called its anode impedance (ra), and the 
change in current in the anode circuit with constant anode voltage 
brought about by a change of I volt at the grid is called the mutual 
conductance (g) in milliamps per volt (mA/V). These three charac-

teristics are related so that g = p. .  ra 
By means of a circuit such as that of Fig. 2.4, the current which 

flows when the grid is maintained at a given negative voltage may be 
measured for various anode voltages. From such measurements, a 
set of anode characteristic curves such as Fig. 2.5 may be con
structed. 

Applying Ohm's Law, the three valve characteristics may be 
obtained from Fig. 2.5. Thus in the region of anode volts = 200 V, 
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anode current = I mA and grid volts = - 1 '  5 V, the valve im-
, 235 - 163 

pedance, V/I, ls found to be 
1 , 8 0'7 k!'l = 72/1 ' 1  = 65 · 5 k!'l, 

The amplification factor can be read straight off and is 235 - 139 
for 1 V grid change, i.e, 96, Similarly, the mutual conductance is 
2 , 05 - O· 57 mA for 1 V grid change, Le. 1 ·42 mA/V. 

The relationship g = "'/', can be used to test the accuracy of the 
figures so obtained, Thus 96/65,500 gives I , 46 mA/V which closely 
agrees with the figure for mutual conductance found as above. It 
should be noticed that the characteristics vary according to the 
position selected for the working point, and also that the figures 
obtained will not necessarily agree with those given in the valve 
application reports, which are usually for an anode voltage of 100 V 
and zero grid volts. The difference will not be great, and the report 
figures indicate the general nature of the valve, and enable valve 
types to be compared. 
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FIGURE 2.5 

The measurements taken by means of the circuit of Pig. 2.4 plotted 
to form a liel of anode characteristic curves. 

Equivalent Circuit 

The valve may be considered as a generator of '" times the input 
voltage E, As stated, the internal resistance of the valve 'a and the 
load resistor RL form a potential divider, sO that the output across 
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the load is Eo = Eil-' ;-
R 

and the stage gain will be: 
'. L 

Eo RL ( .  
E = I-' - + R FIg. 2.6). 

i 'a L 

fiGURE 2.6 
Equivalent circuit of the triode 
amplifier of Fig, 2.3 from which 

� it can be shown that ampIifica· El JJ 0 
. Eo ",RL. 

catlon A = - =  . 
E; RL + T(J I. 

It WIll be apparent that the larger the value of RL, the more nearly 
will the amplification of the stage approach the amplification factor 
I-' of the valve itself. In practice, the value of RL is limited as there will 
be a standing voltage drop across it and, if this were made too great, 
the battery voltage would have to be increased to an impractically 
high figure. The value assigned to RL is also affected by other matters 
concerned with distortion and frequency response, which will be 
fully dealt with later. 

Automatic or Cathode Bias 

Whilst the grid bias voltage can be obtained by the connection of a 
battery between cathode and grid, as previously described, in practice 
it is convenient to avoid this by using cathode bias, sometimes called 
automatic bias. To make the grid more negative than the cathode, 
we can instead make the cathode more positive than the grid. The 
cathode can be made positive with respect to the grid by including a 
resistor in the connection between the cathode and the negative 
terminal of the h.t. supply, to which point the grid circuit is also 
returned. We then have three elements in the circuit, the anode 
load, the valve and the cathode resistor Rk• If an alternating voltage 
is applied to the grid circuit, part of the available output voltage will 
now appear across the cathode resistor, so that the output at the 
anode will be reduced by this amount. The resistance of the cathode 
resistor will normally be small compared with that of the anode 
resistor, so that the reduction in output at the anode will be small. 
In some special cases however, the cathode resistor is of a higher 
value than that required for correct biassing and then the reduction 
in the output at the anode becomes significant. 
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Current Feedback 

If the standing current increases for any reason, e.g. due to an 
increase in the h.t. supply, the current.through the cathode resistor 
and hence the bias would rise and offset the current increase. The 
cathode resistor therefore gives 'automatic' biasing. In the circuit 
under consideration, the effective input voltage is that which appears 
between the grid and the cathode. If the grid is made more negative, 
the current through the valve will drop and hence the standing bias 
voltage at the cathode will drop also. This will once more have the 
effect of increasing the current flow, thus partially off-setting the 
effect of the applied negative voltage at the grid. This effect is referred 
to as current feedback and can be avoided by placing a large capaci
tor across the cathode resistor, which charges to the value of the 
cathode bias and maintains this steady irrespective of alternating 
changes in current. It will be apparent that, if the current changes aTe 
slow, i.e. the applied alternating voltage is a low frequency, the 
·ability of this capacitor to maintain a steady bias is diminished. 
Consequently, as the frequency of the applied alternating voltage 
.is reduced, the output voltage at the anode will also be reduced. It is 
therefore necessary to choose a value for the cathode bypass 
capacitor which will be effective down to the lowest frequency at 
which the stage is req uired to operate. 

It has been mentioned that the variation in the current passing 
through the valve is limited by saturation and cut off. If the grid 
swings sufficiently negative and positive for these effects to occur, 
the output voltage will not be a true amplified copy of the input 
voltage. This effect is referred to as distortion. Even before the 
saturation and cut-off points are reached, distortion will occur due 
to the non-linear characteristic which all valves exhibit. Distortion 
from this cause can be reduced by limiting the grid swing to the 
relatively linear portion of the valve characteristic. In high fidelity 
amplifiers, each stage is required to introduce minimum distortion. 
In some cases this means that the input voltage must be severely 
restricted. The performance of a valve stage can be determined by a 
graphical method, using the anode characteristic of the valve. From 
this the amplification and distortion can be predicted with sufficient 
accuracy for most practical purposes. 
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CHAPTER 3 

G R A P H I C A L  A N A LY S I S  
Load Line 36 
Bias 37 
Dynamic Characteristic 38 
Distortion 41 
Cathode Bypass 41 

THE operation of a resistance coupled valve amplifier stage can be 
understood and ascertained by the use of the anode current/anode 
voltage characteristic, usually referred to as the anode characteristic. 
This method will be described with reference to a commercially 
available valve, the l2AX7 (ECC83) which is a double-triode valve. 
This valve has two similar valves built into one glass envelope for 
convenience. The graphical analysis is equally applicable to either 
triode section. 

The simple valve stage is as shown in Fig. 3.1,  where an anode 
load resistor is inserted between the anode of the valve and the h.t. 
positive supply line. 

Load Line 

Fig. 3.2 is the anode characteristic of the valve and upon this may 
be drawn a line which represents the selected anode load. For this 

fiGURE 3.1 
The load resistor RL enables 
the ltiode valve to amplify. 
i.e. Eo exceeds Ej. 
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particular valve, inspection and experience show that in the ordinary 
case the load will not be lower than 47 kO or higher than 220 kO. 
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In the first instance, consider a load of 100 kO, and a supply 
voltage of 300 V. If the valve could be made zero resistance, the 
resistor would drop 300 V and draw 3 mA, giving point X on the 0 
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FIGURE 3.2 
The load resistance RI.. can be represented by a line X Y drawn on 
the anode characteristic. 

volt line. If the valve could be made infinite resistance, the current 
would be zero, giving point Y at 300 volts on the 0 current line. 
joining X to Y gives the lOOkO load line. Fig. 3.2. 

Bias 

The working point of the valve can be found by inspection, and 
will be where the applied bias voltage line crosses the load line. The 
grid should not be allowed to become less negative than - I  V, 
and it can be seen that the valve cuts off when the grid voltage 
approaches -4 V. The peak to peak input swing cannot, therefore, 
exceed 3 V, or I·} V peak. The best working point for this valve stage 
will therefore be at about -2 V and, at the point where the -2 V 
grid line crosses the load line, the anode voltage is seen to be 220 V 
and the standing current O '  8 mA. 

When a sine wave input is applied to the grid, the grid voltage will 
change about the bias point, and points where the grid lines cross the 
load line show the state of affairs for each O ·  5 V peak grid change. 
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The following table can be completed by reading off the anode voltage 
corresponding to 0 · 5  V changes in the grid voltage. 

Table 3.1 shows that when the input swings 1 V positive, the 
anode swings -58 V negative. The stage gain is therefore 58, and 
the anode is 180' out of phase with the grid. it will be observed that, 

TABLE 3.1  Readings from Anode Characteristic 

Change in Change in 
Grid grid Anode anode 

voltage voltage voltage voltage 

- I ' O V  + I ' O V  162 V -58 V 
- 1 ' 5 V  +0· 5 V  191 V -29 V 
-2·0 V 0 V 220 V O V  
-2 · 5 V  -0' 5 V 246 V +26 V  
-3 ' O V  - I ' O V  268 V +48 V 

when the grid swings I V negative, the anode swings 48 V positive. 
As the anode voltage changes for equal and opposite grid voltage 
changes are not equal, it is apparent that the valve is introducing 
distortion. This can be more clearly seen if the grid and anode 
voltages are plotted in the form of a dynamic characteristic (Fig. 3.3). 
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The anode voltages corresponding to grid voltages along the load 
line XY of Fig. 3.2. This dynamic characteristic exhibits curvature 
which indicates that the output voltage Eo will be distorted. 



Dynamic Cbaracteristic 

The dynamic characteristic shows that, if the grid swing is small, 
the valve will work over the relatively straight portion of the 
dynamic characteristic. But. as the grid swing increases, more and more 
of the curved portion of the dynamic characteristic is covered and hence 
distortion increases. The distortion produced by a triode is mainly 
second harmonic distortion, and the percentage can be estimated by 

. difference in swings 
the expressIOn 2 --.- X 100. In the example, when the x sum of SWings 
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Complete circuit of practical 
voltage amplifier stage with 
decoupling RDCD. cathode 
biasing Rk and Cl. and coup
ling to following stage CeRa_ 

The performance of the stage when the load resistance is 47, 1 50  
and 220 kO can be investigated in the same way, using the appropriate 
load line, shown dotted on the anode characteristic. 

A practical amplifier stage will usually include a cathode bias 
resistor Rk and a de-coupling resistor RD, and its output will be taken 
off via a capacitor and resistor network CeRa> These components 
will be fully discussed later. The complete circuit is shown in Fig. 3.4. 
With regard to Ra, it is sufficient for the moment to notice that as far 
as the signal is concerned, assuming Cc to be of negligible reactance, 
Rc is effectively in parallel with RL, so the dynamic load in this valve 

stage is �� � -��. Taking a typical case, RD might be 47 kO, RL 
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100 kO, RG 470 kO and the h.t. supply line 300 V. The grid bias will 
depend on the value of Rk and, if Rk is 1 kO, the bias will 

be 1 V when the current is �k = Idoo A = I mA (from Ohm's Law). 

Similarly, the bias will be 1 · 5  V when the current is 1 · 5  mA, 2 V 
when the current is 2 mA, etc, so that a 1 kO bias line may be drawn 
through these points. Bias lines for 1 · 5 kO, 2' 2kO and 3 · 3kO 
may be drawn similarly, as they are likely standard values (see Fig. 
3.5). The d.c. load line must be drawn for all resistors in the circuit 

FIGURE 3.5 

Characteristic wilh load line X Y and lines rcprescnling cathode bias 
resistors of I kn, I '  5 kO, 2·2 kO and 3' 3 ko. The working point is 
where the load line crosses the selected bias resistor Une. For a working 
point of - 1 ·  5V grid bias, 175 V anode voltage and 0 - 84 mA 

d h b" 
. . I· S . ano e current, t e .as resistor IS . 84 X 103 = 1 ·78 k n. The grid 

resistor of a following stage reduces the dynamic load which is 
represented by AB drawn through the working point. 

and will be of value equal to RD +- RL +- Rk. In the example, 
RD + RL = 47 kO + 100 kO = 147 kO and, compared with this, 
any likely value for Rk is negligible. As before, point Y is at 300 V 

and point X is at 14�� A = 2 ·04 mA. 
If the input voltage to the stage does not exceed O ·  5 V peak, 
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inspection shows that a bias resistor of 2 · 2  kll would give a bias 
ofabout 1 · 7  V. 

Distortion 

The performance of the stage can conveniently be estimated by 
taking - I '  5 V as the working point, so that the - I  V and -2 V 
grid lines can be used to read off anode voltage and current. 

The dynamic load is RL in parallel with RG and equals :� � 1�� 
� 83 kll. At - I '  5 V the working anode voltage is 175 V and, to 
drop 1 75 V to zero when the load resistance is 83 kll, the current 

change must be 83I,�� A = 2 ·  I mA. The working current is O '  84 mA 

and must be added, so that point A is at 2 ·  94 mA. Joining point A 
and the working point gives the dynamic load line, A - B. 

A table can be completed, as before, to enable the performance 
of the stage to be estimated. 

T A B LE 3.2 Readings/rom Dynamic Load Line 

Grid 
voltage 

Change in 
grid 

voltage 
Anode 
voltage 

149 V 
J 75 V  
199 V 

Change in 
anode 

voltage 

-26 V 
o V 

+24 V 

The anode voltage change for 0 · 5  V peak grid change is 25 V 
peak average, so that the stage gain is approximately 50. The 

percentage second harmonic distortion is 2(�� � ��) X 100 = 2 · 0  %. 

Cathode bypass 

The cathode resistor has been ignored in this example except so far 
as it determines the working point of the stage. It has previously been 
mentioned that this resistor must be bypassed by a large capacitor, 
say 1 00 fLF, to avoid current feedback. The effect of omitting this 
capacitor, so that current feedback operates, can be demonstrated 
by calculating the voltage which will appear across the cathode 
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resistor. This voltage will equal lR, and the performance with current 
feedback may be found by constructing the following table: 

TABLE 3.3 Performance with Current Feedback 

(B) 
Cathode 
voltage 

(A) change (A + B) 
Grid Change with Effective Change 

Grid voltage Current in 2 · 2 kfl input Anode in anode 
voltage change mA current resistor change voltage voltage 

·-1 · 0  +0 '5  1 · 1 5  0·31  0 · 68 + 1 ' 18 149 -26 
- 1 ' 5 0 0 · 84 0 0 0 175 0 
-2'0 -0 ' 5  0 · 55 0·29 0·64 - 1 ' 14 199 +24 

It will be seen that the eITeet of current feedback is to reduce the 
stage gain since, without feedback, a negative output swing of 26 V 
is produced by a positive input swing ofO' 5 V, whereas with feedback 
the input required to produce the same output becomes 1 · 18 V. 
The gain reduction factor is 1 · 18/0' 5 � 2 · 36, and the distortion 
will be reduced by approximately the same factor. Current feedback 
also increases the apparent output impedance of the stage, an effect 
which will be mentioned again when feedback is discussed in more 
detail. 

It  will be apparent that in some cases a small error in the estimation 
of voltage or current values will lead to an incorrect assessment of 
the performance of a stage and the graphical method should be used 
with caution in this respect. It does however give extremely useful 
information regarding the operating conditions of a stage. 
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CHAPTER 4 

T E T R O D E S  AN D P E N TO D E S  

The Tetrade 
The Pentode 

43 
44 

Pentode as Voltage Amplifier 44 
DYDamic Characteristic 46 
Distortion 47 
Cathode Bypass 48 

Two types of thermionic valve have been considered, the diode, with 
two electrodes (cathode and anode), and the triode, with three 
electrodes (cathode, anode and grid). A number of further electrodes 
can be introduced but, in audio engineering, the other types of valve 
most usually employed are the tetrode, with four electrodes, and the 
pentode, with five electrodes. 

The Tctrode 

The additional electrodes usually take the form of spiral wire grids, 
inserled between the control grid and anode. T n the case of the tetrode, 
the fourth electrode is called the screen grid and is maintained at a 
posilive potential relative to the cathode, but less positive than the 
anode. As the potential of the screen grid will have an effect on 

SG Ii I M M A 
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(b) 
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(u) Construction of a tetrode valve. (b) Symbol. (c) Construction of 
Pentode valve. (d) Symbol. 

electron flow similar to that already described for the control grid, 
the potential of these two electrodes controls the current flow through 
the valve. The number of electrons passing through the control grid 
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is determined by the grid voltage and these pass on towards the screen 
grid. However, due to their velocity and the open construction of the 
screen grid wires, rew electrons are collected at the screen grid, the 
bulk passing through to be collected by the anode. 

The Pentode 
If the anode voltage is allowed to become lower than the screen grid 
voltage, secoudary electrons emitted from the anode are collected 
by the screen grid. This causes the anode current to fall, producing a 
knee or kink in the anode current curve. This may be avoided by a 
fifth electrode, called the suppressor grid. This is placed between the 
screen grid and the anode and is maintained at cathode potential, 
thus repelling secondary electrodes which return to the anode, smooth
ing out the kink in the anode curve. The control grid, screen grid and 
suppressor grid are often referred to as grid I ,  grid 2 and grid 3 
respectively. 

Tetrode valves are seldom used in voltage amplifier stages, so that 
only the pentode need be considered here. It will be observed from 
the examination of the anode characteristic of a typical pentode, the 
EF86, that the anode voltage has little effect upon the anode current 
over the working range (see Fig. 4.3). Thus, when the screen grid (g2) 
is maintained at 140 V with a grid bias of -2·  5 V, the anode current 
corresponding to an anode voltage of 100 is 2 mA. If the anode 
voltage is increased to the 300 V, the anode current rises to only 
2 ·  08 mA. This indicates that anode impedance of the valve is high, 
. 300 - 100 
I.e. 

2. 08 
-

2 
x 1000 � 2 · 5 MO. 

Pentode as Voltage Amplifier 

If a pentode is used in a voltage amplificr stage, it is apparcnt that 
the valve impedance will have negligiblc effect upon the stagc gain. 

Consider the formula A � �� . Whcn r. is much higher than 
r. L 

RL, RL + r. approximates closely to ra and the formula can be re-

writtcn A = /-'RL. Now !!: = g, so that A '" gRL. The mutual 
'11 r Q 

conductance, g, can be found from the anode characteristic as 
beforc. For the EF86, when Va = 100 V, V,2 = 140 V and Vg. = 

-2 V, the current is 2 · 87 mA and when V" is -3 V, the current is 
1 ·4 mA ; so that g = 1 ·47 mA/V. If the load rcsistance is 100 kO, 
the gain will be approximately 147 and, if the load resistor is 200 kO, 
the gain becomes 294. It has been shown that the amplification to be 
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expected from a high gain triode such as the ECC83 is around 50, 
so that the amplification from a pentode stage can be several times 
that of a triode stage. 

The practical circuit of a pentode voltage amplifier stage is shown 
in Fig. 4.2. The resistor RD and the capacitor CD decouple the stage 
from the h.t. supply, and the anode and cathode circuits are similar 
to the triode circuit of Fig. 3.4. The screen grid supply is obtained 
from the decoupled supply by means of a resistor RSG' The capacitor 
CSG maintains the screen voltage at a steady value irrespective of 
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FIGURE 4.2 

Complete circuit of pentode 
amplifier stage. The screen 
is supplied via resistor RSG 
and decoup\ed by CSG. 

current changes, when a signal is applied to the grid. The suppressor 
grid is connected to the cathode. 

The graphical analysis of the performance of the pentode amplifier 
may be made as for the triode. Taking the EF86 as an example, a 
battery or h.t. supply of 300 V, after decoupling, is assumed. If RL 
is taken to be lOO k!1 and the screen operated at 140 V, a load line 
can be drawn upon the characteristic (see Fig. 4.3). A suitable 
operating point is seen to be at VA � lOO V, when Vg, � - 2 · 5  V 
and lA � 2 mA. Now the ratio of the anode to screen current in a 
pentode valve is relatively constant and, for the EF86, when the 
screen is at 140 V this ratio is 5 : 1 .  The screen current in the ex
ample will therefore be 0 · 4  mA and the value of the screen resistor 
will be that required to drop 300 V to 140 V at 0 · 4  mA, i.e. 400 k!1. 
The anode and screen current derive from the cathode, so that the 
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Anode characteristic of �ntode valve when screen voltage is 140 V. 
The anode load line XV, represents 100 k n. 

cathode current will be 2 ' 4  mA and the cathode resistor required 
to give a bias of2· 5 V will be about I kn. Both the screen and cathode 
resistors require adequate bypass capacitors. 

Dynamic Characteristic 

The output coupling resistor RG is effectively in parallel with RL 
and, if RG is assumed to be 330 kO, the dynamic load is 77 kO 
and a line can be drawn representing the dynamic load line. Using 
this line, the following table can be constructed and the dynamic 
characteristic of Fig. 4.4. drawn. 

T A B L E  4.1 Readings from Dynamic Load Line 

Change in Change in 
Grid grid Anode anode 

voltage voltage voltage voltage 

- 1 ' 5  V + I ' O V  1 1  V 92 V 
-2'O V +0 · 5 V 43 V 60 V 
-2· 5 V  O V  103 V O V  
- 3 ' O V 0' 5 V  153 V + 50 V 
- 3 , 5  V - I ' O V  201 V + 98 V 
-4'O V - 1 · 5 V 236 V + 1 33 V 
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Distortion 

Examination of this dynamic characteristic shows that the curvature, 
and hence the distortion, is different from that of the triode shown in 
Fig. 3.3. The triode distortion is mainly second harmonic, and the 
calculation of distortion for the triode took account of this har
monic only. The distortion of the pentode includes the second and 
higher harmonics, i.e. third, fourth, fifth, etc. Fortunately the amount 
of harmonic content beyond the fifth is relatively small and, to a first 
approximation, calculation of the second and third harmonic content 
only will suffice. This can be determined by finding the anode 
voltage corresponding to 0 · 707 of the positive and negative input 
swings and applying the following formulae : 

VG 

Second harmonic distortion 

difference in peak swings 
100 0% 

- sum of peak swings + I ·41 (sum of 0 · 707 swings) X 
Third harmonic distortion 

sum of peak swings -'1 ·41 (sum of O· 707 swings) 
� sum of peak swings + 1 ·4 1  (sum of 0 ' 707 swings) 

X 100% 

Referring to the example of Fig. 4.4, the required figures are: 

+1 5  -

+1·0 
+·707 
+O·� -

0 

- 0 \ 
- 707 

-10 

Grid swings 
+ I ' O V  
+ 0 · 707 V 

o 
-0· 707 V 
- I ' O V  

Anode swings 
-92 V 
-77 V 

o 
+71 V 
+98 V 

-I \ 
-lOO -\0 L-------�------�0-------+�\0-------+�1O�0---�0 

fiGURE 4.4 

Dynamic characteristic constructed from Table 4.1. The curvative is 
amerelll to that or the triMe characteristic of fig. J.J. 
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The percentages of second and third harmonic content are 
ascertained as follows: 

2nd harmonic 
= 190 + 1�41 (148) X 100 = �� = 1 · 5 %  

. 190 - 1 ·41 (148) 1800 , 3rd harmomc 
= 190 + 1 .41 (148) X 100 

= 398 = 4 · 5 % 

It will be seen that for an input of I V peak, the third harmonic 
distortion is greater than the second. Reference can bc made to the 
data given in the application reports for typical pentode distortion 
figures. Page 200 relates to the EL84, and it will be seen tilat at small 
inputs the second harmonic distortion predominates. However, as 
the input is increased, third harmonic distortion increases rapidly, 
while the second harmonic tends to decrease. This decrease in 
second harmonic can be anticipated by examination of Fig. 4.4, 
where the deviation from a straight line can be scen to reduce 
towards the extremes of the anode voltage swings. 

Cathode Bypass 

Current feedback due to omission of the cathode bypass capacitor 
will have the effect of reducing stage gain and distortion, as in the 
case of the triode (see page 42). In the case of the pentode, the in
crease of apparent valve impedance due to current feedback will 
not be significant, as the impedance is already of very high value. 
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CHAPTER 5 

AD D I N G  S TA G E S  

Resislance-capacilY Coupling 49 
Low Frequency Response 50 
High Frequency Response 5 1  
A Practical Two-Stage Amplifier 5 1  

IT has been shown that stage gain increases as the amplification 
factor of the valve and its anode load are increased. In practice, 
the value of the anode load resistor is limited due to the h.t. 
supply voltage drop which a high value would produce. It is not 
possible to construct a triode valve which has a very high amplifica
tion factor and is satisfactory from other points of view. The 
amplification which can be obtained from a single valve stagc is 
therefore limited, and so it is often necessary to use more than one 
stage. 

Whcn one stage follows another, the output voltage at the anode 
of thc first stage is applied to the grid of the second stage, where it 
bccomes the input voltage to that stage. This signal is then amplified 
again by the second stage and the output voltage appears at its 
anode. Thus if the first stage gives a gain of 50 and the second a gain 
of 40, the total gain will be 50 x 40 = 2,000 and an input of 5 m V 

at the grid of the first stage will produce 10 V at the anode of the 
second. 

Resistance-Capacity Coupling 
Apart from the effect of the cathode bypass capacitor, no mention 
has been made of the frequency response of an amplifier stage, but 
this has to be further investigated when two stages are cmployed. The 
anode of the first valve cannot conveniently be connccted directly to 
the grid of the second valve, as this would upset the biasing require
ments of the valve. As the signal voltage at the anode of the first 
stage is alternating, the anode may be coupled to the grid of the 
following stage by means of a capacitor. So that this grid may still 
be negative with respect to cathode, a resistor must be connected 
from the grid to earth, called the grid resistor. 

The maximum value of this resistor is stated by the valve manu
facturers. r n the case of voltage amplifier valves, the grid resistor 
must normally not exceed 2 MO, and for large output valves, 250 kO. 
As the grid is held negative, it does not normally attract electrons ; 
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but if the input swing is such as to cause the grid to become positive, 
the grid will collect electrons and grid current will flow in the grid 
resistor, affecting the operation of the valve. If the value of the grid 

resistor is high, electrons will accumulate at the grid, preventing 
correct operation until they leak away to the cathode. A low value 
grid resistor will assist in avoiding this 'blocking' effect, should the 
input occasionally exceed the design maximum. 

Low Frequency Response 

The coupling capacitor and the grid resistor form a divider across 
the output of the preceding stage, and the proportion of the output 
appearing at the following grid will depend upon the frequency of the 
signal. The reactance of the coupling capacitor must be low, com
pared with the resistance of the grid resistor, down to the lowest 
frequency at which the circuit is required to be effective (see Fig. 
1 . 12). At the frequency where the reactance of the capacitor is 
numerically equal to the value of the grid resistor, the loss is 3dB. 

When the h.t. supply is obtained via a supply unit from the a.c. 
mains, it may have 50 and 100 c/s components. These give rise to 
'hum' in the signal, the proportion appearing in the output depend
ing upon the ratio of the anode load to the valve impedance. A high 
resistance load and a low impedance valve will therefore produce the 
least hum from this cause. 

Hum from this source can be reduced by placing between the anode 
load and the h.t. supply a decoupling resistor and capacitor, the 
resistance and reactance forming a potential divider to the hum 
'signal'. The inclusion of the resistor will have the effect of reducing 
the working h.t. supply, due to voltage drop, and so the value of the 
decoupling resistor must be limited. Tbe value of the capacitor, 
however, can be made as high as the practical limits of size and cost 
will permit. 

It has been assumed that the h.t. supply source is of negligible 
resistance. In practice. this is not the case and any resistance in the 
supply will form an extension of the anode load resistance. A portion of 
the output signal will therefore appear in the supply resistance, which 
is common to all stages. There is a phase difference between the 
outputs of a two-valve amplifier, so that the parts of the signal 
developing in the common supply resistance will tend to cancel. 
In a three-stage amplifier, however, the parts due to the first and 
third stages will be in phase, and instability can result. The decoup
ling of the h.t. supply will assist i n  avoiding this instability, but it 
must be borne in mind that the reactance of the decoupling capacitor 
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increases as the frequency decreases, so that decoupling cannot be 
fully maintained at very low frequencies where instability can still 
Occur. In a single stage, the gain will tend to rise at low frequencies 
as anode decoupling becomes less effective, and as the finite value of 
the cathode decoupling capacitor causes a loss in gain due to cathode 
feedback, in some cases it is pennissible to arrange for these effects 
to cancel, thus maintaining the response down to a lower frequency. 

High Frequency Response 

The amplification of two stages at high frequencies is limited by 
capacitances which are present in the circuit, but are not indicated 
by the circuit dia-gram.:The first valve may"be said to form a capacitor 
due to the proximity of its anode and cathode, the value depending 
upon the physical dimensions and spacing of these electrodes. 
Similarly the grid and cathode of the second valve form a capacitor. 
In a practical amplifier, the valve holder and the wiring of the elec
trodes to external components will introduce small capacitanceswhich 
are collectively referred to as stray capacitances. There is a further 
capacitance due to the anode and grid of the second valve, the 
capacitance of which is increased by the gain of the stage and so may 
be of considerable significance in high gain valves except pentodes. 
This apparent increase in the capacitance is called 'Miller Effect', 
the capacitance being C._a (I + A) where A is the stage gain. 

These various capacitances added together are referred to as the 
'shunt' capacitanees (C,) and have the effect of forming a divider 
with the first valve impedance, its load resistor and the following 
grid resistor all in parallel (Rp). The reactance of C, must be high 
compared with Rp up to the highest frequency at which the circuit 
is required to be effective. At the frequency where the reactance of 
C, is numerically equal to Rp, the loss is 3 dB. If the required high 
frequency response cannot be obtained with a particular valve, it 
may be necessary to employ a lower impedance type and operate 
with a low value load rcsistor. 

A Practical Two-Stage Amplifier 

The design of a practical two-stage resistance-capacity coupled 
amplifier may now be attempted, and the performance assessed. 
The circuit is that of Fig. 5. 1, comprising two similar triode stages 
of the type described in Chapter 3 and illustrated in Fig. 3.4. 

The two valves are the two sections of an ECC83 (12AX7) valve, 
contained in the same envelope. The pin connections at the valve base 
are shown in Appendix 11, page 185. 
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It will be assumed that the h.t. supply line is 350 V and that the 
decoupling resistors RD are 68 kfl. A graphical analysis shows that 

when Rk = 2 · 2  kf! the anode current is 0 ·75 mA, so that the voltage 
drop in RD is 68 x 0 ' 75 '" 50 V. If the grid resistor RG is 470 kfl, 
the first stage is that discussed on pp. 40, 4 1 ,  where the stage gain was 
found to be 50, with 2 % second harmonic distortion. The gain of the 
second stage will depend upon the value of any resistance shunted 
acroSS the output. If the second stage were resistance-capacity coupled 
to a further valve with a grid resistor of 470 kfl, its gain would also 
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FIGURE 5,1 
Complete circuit of two stage ECC83 voltage amplifier. The low 
frequency response depends upon the coupling capacitor Cc and 
the high frequency response upon the shunt capacitor Cs. The 
response will be affected if Vl is coupled via the capacitor C and 
there is shunt capacitance at the output. 
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be 50, and the total for the two stages would be 2,500. For 2 % 
distortion, the input to the second state is linTited to 0 ' 5  V, so that 
the maxinTum output is o· 5 V X 50 = 25 V, and the maxinTum 
input to the first stage, O' 5/50 = 10 mV. 

If CD and Ck are large enough, their effect upon the low frequency 
response down to 30 c/s can be ignored. Suitable values would be 
CD = 16 p.F and Ck = 100 p.F. The low frequency response will 
depend upon the coupling components C" RG. Now RG is 470 kfl, 
so if the reactance of C, is 470 kfl at 30 c/s, the loss at this frequency 
will be 3 dB, which is adequate for the highest quality reproduction. 
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Reference to Appendix I, page 167, shows that a value of 0 · 01 /"F is 
suitable for Cc. If the second stage were resistance·capacity coupled 
and C was 0 · 01 /"F and R 470 kO, the low frequency loss would be 
doubled, i.e. 6 dB at 30 c/s, or 3 dB at 60 c/s. 

The high frequency response depends upon the shunt capacitance 
Cs which includes the anode to grid capacitance of V, increased by 
the stage gain (the Miller effect). The value of this capacitance, 
(Appendix 11, page 185), is I ·  6 pF, and the stage gain is 50, so that 
the capacitance due to Miller effect is 1 · 6  x 5 1 = 8 1 · 6 pF. Total 
Cs is therefore : 

Miller effect 
VI CrJ_k 
V, C,_k 
Stray capacitances 

Total Cs 

The value of Rp (page 51)  is 

8 1 · 6  
0 · 3  
1 · 6  

10·0 (average figure) 

93 · 5  pF 

I 
I I I 

= 36 · 5 kO 

65 000
+ 

100,000 
+ 

470,000 

The high frequency response will therefore be 3 dB down at the 
frequency at which the reactance of93· 5 pF is 36· 5 kO. 

Reference to Appendix I, page 164 shows that for the nearest 
capacitance, lOO pF, this frequency would be between 30 and 50 kc/so 

I More accurately Xc = 36,500 or 
6 . 28/ x 100 x 10 12 = 36,500 

I 
so that/= 6 . 28 x 100 x 10 1 2  x 36,500 = 

43 · 7  kc/so 

Any shunt capacitance across the output stage will cause an 
additional loss at high frequencies. If this shunt capacitance were 
also about 100 pF and Ra was 470 kO, the overall loss would be 
6 dB at 43 · 7  kc/s, or 3 dB at 21 ·85 kc/so 
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IN the previous chapters attention has been directed to the voltage 
change at the anode of a valve in an amplifier stage. It was observed 
that voltage change is due to current change in the anode load. 
Power is therefore developed, being the product of the r.m.s. voltage 
change and the r.m.S. current change. The current change in a 
voltage amplifier stage is relatively small, so that the power in the 
load is low and in any event is of no particular significance. 

Loudspeaker Load 

The most commonly used loudspeaker is the moving coil type. 
This is constructed by winding turns of wire upon a hollow 
former which is freely suspended in  an annular gap in a block of 
magnetic material, a high flux magnetic field being maintained across 
the gap. 

If an alternating current is made to flow in the coil, the coil is 
driven in and out of the gap due to the magnetic field, and if it is 
attached to a cone diaphragm, sound waves are set up in the air. 
The size ofthe coil which can be constructed in a practical loudspeaker 
determines its resistance and, in the case of high fidelity loud
speakers, this is usually about 12 n. The inductance of the coil, 
together with the attached diaphragm and the suspension arrange
ment, introduces a reactive element which varies with the frequency 
of the alternating current in the coil. So it is the impedanu of the 
speaker which is generally specified. This is usually 1 5  n at about 
400 cls and increases as the frequency falls below and rises above 
400 cls due to the factors referred to above. The matter is further 
complicated due to the fact that the reactance is inductive at high 
frequencies and capacitative at low frequencies (down to cone 
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resonance}. For the present it will be assumed that the loudspeaker 
forms a non-reactive load of 1 5  n. 

There are two reasons why it is not possible to connect the ends 
of the loudspeaker coil between the h.t. supply and the anode of a 
valve to form a load. I. The steady current drawn by the valve 
would cause the coil to move and be permanently displaced in the 
magnetic gap. 2. No practical valve can develop the required power 
in a load as low as 1 5  n, which would require a current of I A to 
give 1 5  W. 

Output Transformer 
These difficulties are removed by the use of a coupling transformer 
The primary of this transformer is connected between the h.t. 
positive line and the anode of the valve, and the loudspeaker coil 
is connected to the secondary winding. The load impedance seen 
by the valve will depend upon the square of the turns ratio of the 
primary and secondary windings. and is given by the expression 
Rc = ,,' X 15  ohms (see page 25). 

The performance of an output stage can be assessed by the graphi
cal method used for the vollage amplifier, although the complicated 
nature of the transformer and loudspeaker load make the case more 
difficult. The valve is required to develop power in the load, so that 
the analysis must take account of the current change in addition to 
the vollage change, to arrive at the power ( W  = VI ). The best value 
for the load resistance will be that which permits maximum power 
to be obtained with minimum distortion. The value may be fairly 
critical and is called the optimum load. 

SiI'gle Output Valve 

Taking the case of the EL84, a typical output pentode, the maximum 
h.t. supply voltage for single-valve operation is 250 V for anode and 
screen grid (g,). The load will be presented by a transformer and it 
will be assumed that the secondary is loaded by a 1 5[1 resistor. The 

transformer ratio will then be n = J��. Ignoring the voll.ge drop 

due to the resistance of the transformer primary winding, the stand
ing voltage at the valve anode and screen will be 250 V and the current 
will depend upon the control grid (g,) bias, normally obtained by the 
cathode resistor method. The anode characteristic shows that, when 
V" = V" = 250 V, the anode current must be limited . to 48 mA 
for a maximum anode rating of 1 2  W, and this is obtained by a 
control grid voltage of -7 · 3  V. 
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The valve data also shows that, at this working point, the screen 
current will be 5 · 5 mA. As the anode current and screen current 

originate from the cathode, the cathode current will be 53 · 5 mA. 

fiGURE 6.1 

Circuit of output pentode stage 
with cathode biasing. The load 
resistance depends upon the 
ratio of the output transformer 
and is 15 02 ohms, where n is the 
transformer turns ratio. The 
input voltage El will cause 
voltage and current changes in 
the transformer primary. and 
hence power will be developed 
in the J 5 n resistor, connected to 
t he secondary. 

----1�--1----- 110' 

lNfQI 
-L ______ 1J_·�� __ lfLA." t 

For a bias voltage of - 7 '  3 V, the cathode bias resistor will be �; .35 x 1,000 = 136 Q. The circuit is shown in Fig. 6.1 .  

Optimum Load 
Using this working point, several trial load lines may be drawn as in 
Fig. 6.2. It is apparent that if the load resistance is high, the current 
change will be small, and if it is low, the voltage change will be small. 
In either case maximum power in the load will not be produced. If  
the grid is  not allowed to become less negative than - I  V, the posi-

TABLE 6.1 Application of Single EL 84 
Anode V Anode I @ Anode V @  Anode I @ 

Case @ - I · O V  - 1 '0 V - 1 ) · 6  V - 1 3 · 6 V  

77 V 1 1 8 mA 355 V 4 · 5 mA 

2 35 V 92· 5 mA 455 V 5 ' O mA 

3 22 V 72·5 mA 630 V 5 · 5  mA 

tive input swing will be 6 · 3  V, so that the corresponding negative 
swing will be to - 1 3 · 6  V. For the three load lines drawn, the anode 
voltage swings and the current swings can be noted. 

These are peak to peak voltage and current swings, which must 
be halved to give the peak swing and then divided by V2 to give the 
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r.m.s. value from which the power may be calculated. The power will 
then be: 

Max. voltage swing - Min. voltage swing 

2 X V2 

Max. current swing - Min. current swing X 
2 X V2 

(Ma, V - Min. V) (Max I - Min I). (I . 
) � 

8 
m amps 

For the three cases quoted above, the power output is found to be 
3 · 92 W, 4 · 59 W and 1 '29 W respectively. 

The load line of Case 2 produces the highest power output and can 
V 250 . 

be found as R = ] � 

100 48 
X 1,000 � 4,800 n. Further 111-

vestigation of a series of load lines around this area can be carried 
out to determine the optimum load, bearing in mind 2nd and 3rd 
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FlGUR.E 6.2 

Anode characteristic of ELM output pentode with load lines for 
Va = Vgl = 250 V. The voltage gain and power output can be 

found for three values of load. 

harmonic distortion calculated by the method previously described 
for voltage amplifiers. page 47. 

Such an investigation involves a considerable amount of work, but 

as a valve is only likely to be used under conditions which will 
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produce the best performance, the valve manufacturers publish full 
data with optimum load figures, a selection of these being contained 
in Appendix n. 

Reactive Load 

The complicated nature of a transformer and loudspeaker load has 
been referred to, and the load presented will not be resistive except 

PIGURE 6.3 

When the load has a reactive component the load 'line' is an ellipse. 
Distortion is caused unle�s the input is restricted or the value of the 
load increased, i.e. by increasing the transformer turns ratio. 

over a restricted frequency range. When the load is reactive, the load 
'line' becomes an ellipse as in Fig. 6.3 and the performance is affected. 
It is apparent that, as the minor axis of the ellipse increasest there is a 
possibility of the valve operating under cut-off conditions over a 
portion of the cycle, causing considerable distortion. This can be 
avoided by shortening the major axis, i.e. reducing the input, which 
reduces power output. 

Frequency Response 

The voltage amplifier stage feeding the output stage will be designed 
to produce the required input voltage with low distortion; and the 
frequency response of the voltage amplifier will take into account 
the input capacitance of the output valve and the value of its grid 
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resistor. The frequency response of the output stage is dependent 
upon the design of the output transformer. The primary winding of 
the transformer is an inductar (measured in Henrys), so that its 
reactance will depend upon frequency, being lowest at the lowest 
frequency. For 3 dB loss at the lowest frequency required, the react
ance of the transformer primary inductance when the winding is 
carrying the standing anode current, must equal the value of the load 
resistance Rc. and the valve impedance r. in parallel. The high fre
quency response will depend upon the leakage inductance of the 
transformer and also upon the capacitance of windings one to the 
other, and to the frame which is normally earthed. The leakage 
inductance will cause a loss of 3 dB when its reactance is numerically 
equal to l'a and RL in series. 

The output transformer will normally be purchased from a special
ist manufacturer and the primary inductance and leakage inductance 
will be stated. The transformer itself gives rise to distortion and the 
core should be of adequate size and good quality material. The 
windings should be of low d.c. resistance to avoid losses. This 
component is of a complicated nature and unless it is properly 
constructed, a good performance cannot be obtained. Triode, 
tetrode or pentode valves may be used in the output stage. 

HI+ 

INPUT 

TRIODE 

INPUT 

HI+ 

TElRIIDE 
fiGURE 6.4 

HI. 

II�} 
INPUT 

PENTODE 

Triode. tetrode and pentode valves may be used in the power output 
stage, with transformer cOnnections as shown. 

Push-Pull Operation 

The power output of the output stage can be increased, and dis
tortion reduced, by using two valves in push-pull. When two valves 

are so connected, distortion due to even order harmonics cancels in 
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FIGURE 6.5 
The solid lines show the composite anode characteristic for two 
EL84 valves in push-pull. at a h.t. supply voltage of 250 V. Anode 
to anode load line 8 k o. 

the output transformer. This can be appreciated by the construction 
of a composite anode characteristic which shows the nature of an 
equivalent single valve. 

A composite characteristic for two EL84 valves, with an h.t. 
supply of 250 V, is shown in  Fig. 6.5. The straightening and more 
equal spacing of the grid voltage lines indicates that distortion will 
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be reduced. The power output with a resistive load can be calculated 
from the composite characteristic, but again the valve manufacturers 
recommend operating conditions in detail. Another big advantage 
of push-pull operation is that the flux in the transformer created by 
the standing current of the two valves is zero, due to opposite 
winding senses of the two halves of the primary. This enables a high 
value to be obtained for the primary inductance (Fig. 6.6). 

Ultralinear Operation 

A variation of push-pull is the distributed load circuit, of which 
'ultralinear' connection is an example. In this case, the screen grids 
of the valves are not connected direct to the h.t. line, but are con
nected to taps on the output transformer primary winding. This 
connection introduces a degree of negative feedback into the output 
stage, and has the further advantage of reducing the power at which 
the screen grids operate. 

The performance of an ultralinear stage depends on the percentage 
of the primary turns included in the screen grid circuit. When the 

E i 1 

E j Z 

"' 

(} -t';-' ---+-+ 
Ej 1 

(a) (b) 
FIGURE 6.6 

(a) Circuit of push-pull pentode output stage. In some cases it is 
permissable to connect the cathodes and use a common bias resistor 
without a bypass capacitor. 

(b) Circuit of 'ultralinear' output stage in which the screens are 
connected to taps on the output transformer primary. The resistors 
in the screen and grid circuits are 'stoppers', 

screen is tapped at h.t. positive, the valve operates as a normal 
tetrode or pentode, and if the screen is moved to the opposite end 

of the primary, so that it is connected to the anode, the valve then 

6 1  



operates as a triode. (The valve data for pentodes usually gives data 
for triode connection.) When the screen is mid-way between h.t. 
positive and the anode, the distributed load effect modifies the 
performance, and the valve tends to have the efficiency of a tetrode 
or a pentode with the lower impedance of a triode. 

Efficiency and performance can be compromised by selecting a suit
able tap, although considerations of output transformer design also 
enter into the matter. In practice, the percentage of primary turns 
included in the screen grid circuit are nominal standards of 10%. 
20 % or 43 %, the last-named being regarded as the closest approach 
to triade operation which retains an adequate degree of tetrade or 
pentode efficiency (see page 231). 

Here again the design of the output transformer is of paramount 
importance as leakage reactance between the tapped portions and the 
other windings. and the various capacitances between the sections 
will affect the performance. 

Cathode Biasing 

The output valves are normally biased by the use of a resistor in  the 
cathode circuit which must be adequately bypassed unless current 
feedback is required. In push-pull, both cathodes may be biased by 
individual cathode resistors and capacitors or by using a common 
cathode resistor. In the latter case the resistor carries the current of 
both valves, sO that its value should be halved. The signal currents 
will be equal and opposite and will cancel in the cathode circuit, so 
that no bypass capacitor is required if perfect balance is maintained. 
In most cases the common cathode resistor is bypassed when the 
output valves are large, and in some cases individually bypassed 
cathode resistors are recommended. 

Class B Operation 

The distortion cancelling effect of push-pull connection can be used 
to increase the output of the stage by overbiasing. The peak negative 
grid swing will then cause the valve to approach cut-off, but at this 
time the other valve of the pair will receive a positive swing so that it 
is operating over the linear part of the characteristic, thus maintain· 
ing the output. Carried to its extreme, the condition is called Class B, 
when on alternate half-cycles one of the valves is virtually cut off. 
In this case, cathode biasing cannot be used and the grids must be 
negatively biased from a separate supply, the operation then being 
'Class B fixed bias'. A compromise is also possible, retaining cathode 
bias, often called Class AB 1 .  

62 



Stray capacitance in the push-pull circuit can fonn resonant 
circuits with inductances which may receive sufficient energy to 
maintain oscillation (see page 26). The frequency of oscillation is 
high, and the tendency to oscillate can be reduced by adding 
resistors in series with the grid and screen so that the valve capaci
tances bring about a loss of high frequency gain. These resistors 
are called 'stoppers'. 

When two valves are used in push-pull, separate inputs afe re
quired for each valve, these inputs being 180' of phase, but otherwise 
balanced. As the voltage amplifier section of the amplifier produces a 
single output, a 'phase splitting' device has to be employed (see 
Chapter 8). 
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IT has been shown in Chapter 3 that when the bias voltage for a 
valve is developed in an unbypassed cathode resistor, a signal voltage 
will also be developed in  this resistor. This signal voltage subtracts 
from the input voltage, and hence the effective gain of the stage is 
reduced. When the gain is reduced in this way it is described as 
reduction of gain by current negative feedback, because voltage is 
generated by the flow of output current in a resistor. 

Efforts are usually made to avoid current feedback of this kind 
since not all of its effects are beneficial in audio frequency amplifiers. 
However, voltage negatil'e feedback is very commonly used to 
improve performance. particularly in power amplifiers, and some 
account of the principles involved will be given here. 

Initially the discussion will be limited to the one case of series 
voltage negative feedback. As the term implies, in this case some 
proportion of the output voltage is fed back and placed in serics 
with the input voltage, so that the true input to the amplifier is the 
difference between these two voltages. 

Benefits of Negative Voltage Feedback 

Before proceeding to a more detailed discussion of the effects of 
negative feedback, it should be emphasized that the advantages are 
gained at the expense of overall amplification. The advantages may 
be summarized as: 

I. Amplifier performance becomes much less dependent upon 
changes in valve characteristic and power supply voltage. 
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2. Frequency response is improved, i.e. variation of amplifier gain 
with frequency is greatly reduced. 

3. Non-linear distortion is reduced, i.e. curvature in dynamic 
characteristics (Fig. 3.3) is effectively 'straightened out'. 

4. Output impedance is reduced, thus the output voltage for a given 
input voltage will be less dependent upon variations in load im
pedance. 

5. Input impedance is increased, thus reducing the load which the 
amplifier will impose on any preceding signal source. 

Hum and electronic noise are also reduced but, except in very 
special cases, the signal is reduced by the same factor, consequently 
the significant quantities of the signal-to-noise ratio and signal-to
hum ratio are unaffected. 

Feedback and Frequency Response 

It is not easy to give a clear statement of the physical processes in 
negative feedback, since what happens in one portion of the circuit 

do 
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FIGURE 7.1 
(a) Frequency response of amplifier without feedback. 

(b) If the input could be made to vary with frequency according to 
this response curve, the overall response would be that shown by 
the broken line in (a). 
As the 'shape' of the variation of input required is the inverse of the 
output response, a proportion of the output can be fed back to the 
input in opposite phase, thus reducing it in the manner required. 
1t  is apparent that this will reduce the gain and represents to dB of 
negative voltage feedback. 

(al 

(b) 

affects all other parts in a rather involved way. However, it is helpful 
to refer to the frequency response shown in Fig. 7.I(a) which is 
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typical of a simple amplifier. The output voltage for a constant input 
voltage is reduced at high and low frequencies by the shunt and series 
capacitive reactances, to which reference has already been made. 

It would be possible to maintain the amplifier output voltage 
more nearly independent of frequency by subtracting a variable 
amount from the input signal. This would have the effect of reducing 
the true input to the amplifier and hence the output voltage. For 
example, at low frequencies the amount subtracted would be very 
small but as the frequency is increased a greater amount would be 
subtracted to keep the output voltage constant. Then again at high 
frequencies, smaller quantities would be subtracted in an effort to 
keep the output constant. 

From this simple idea it can be seen that, if the output is to be kept 
more nearly constant as the frequency is varied, the voltage subtracted 
from the input signal must vary as a function of frequency in a manner 
similar to that shown in Fig. 7. I (b). This leads directly to the idea 
of taking some fraction of the output voltage (fIJ and feeding it in 
series with the input signal so that it subtracts from this signal. Thus, 
when the amplifier gain is zero, there will be no voltage subtracted 
from the input and, when the gain is very large, a voltage almost 
eq ual to the input signal will be su btracted. In the first case we notice 
that the whole of the input signal is applied to the amplifier whereas, 
in the second, only a very tiny fraction of this signal reaches the 

FIGURE 7.2 
Amplifier A with a pro· 
portion IJ of its output fed 
back in series with the input. 

02- E.� • E. 

I 11 I 
amplifier input. An approach to the desired conditions has there
fore been made, for, when the amplifier gain is large, its true input 
is made small and conversely. when the gain is low. the input is 
made large. 

Basic Formula 

The simplified diagram of an amplifier with feedback is shown in 
Fig. 7.2. For convenience the amplifier has been shown as a block 
having an input voltage El, an output voltage E. and a gain A. In 
addition, it will be noticed that the input voltage is made up by 
combining the signal voltage, E;, and the feedback voltage Eh' and 
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E. equals fJEo. Finally, it may be remembered that there i. a definite 
relationship between the voltages Ef and Eo, namely Eo = EfA. 
So that 

Eo = EfA 
. . . E; = (E, + fJEo)A 

= AE, + AfJEo 
. ' .  Eo - AfJEu = AE, 
or Eo(l - AfJ) = AE, (I) 

The gain of the amplifier with feedback is given by EoIE, which can 
be found from formula (I) to be 

Eo A 
E, 

= I - AfJ 
(2) 

This is the fundamental equation which shows the gain of the 
amplifier with feedback in terms of the basic gain A and the fraction 
fJ of the output which is fed back. It should be noted that the gain 
without feedback is reduced by the factor I - AfJ which is referred 
to as the gain reduction factor F. 

It will be noticed that, contrary to previous statements, equation 
(2) shows that the gain is increased since I - AfJ is less than unity. 
This apparent contradiction arises from the fact that the equation 
has been derived for the general case of E, + E. and this is in fact 
positive feedback. The negative feedback case occurs when E. is 
negative with respect to El> i.e. if A or fJ (but not both) are negative. 
As the case of negative feedback is that most frequently employed 
in practice, the gain reduction factor F is I - ( -AfJ) which be
comes 1 + AfJ. 

In terms of a simple sine wave input, Eb can be made negative by 
shifting its phase by 1 800 from that of E" From the previous dis
cussion of amplifier stages, it will be remembered that each valve 
stage does in fact shift the phase of the signal by 180'. Thus, by select
ing the number of stages over which feedback is applied, the appro
priate sign of feedback voltage may be achieved. In other words, 
shifting the phase of a sine wave signal by 1 800 may just as con
veniently be represented by multiplying the signal by -I .  

Then, if A is such as to introduce 1800 phase shift, we may represent 
it by writing -A. 

This then would give negative feedback and the equation for gain 
in this case becomes: 

Eo _ -A 

E, - 1 + A$ 
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The minus sign in this equation shows clearly that the output voltage 
will be 180· out of phase with respect to the input, and permits the 

effect of negative feedback to be calculated. As negative feedback is 
the usual case the minus sign is frequently ignored. 

Assume that A is large, say 200. Then, if the fraction feedback 

fJ is zero, the ampli1ier gain becomes ;0 = 2�O, or 200. If fJ = I ,  , 
i.e. all of the output voltage is fed back to the input, the amplifier 

gain becomes;; = I': 
AfJ 

= ;�� = 0 ·995. Thus the gain in this latter 

case becomes very nearly equal to unity, and we notice that this is 
also the value of fJ. 

It is possible to simplify the situation still further if we can assume 
that, in any given amplifier, the product A fJ  is very much larger than 
unity. Making this assumption, the equation for the gain of the 
amplifier with feedback becomes: 

Eo A I 
Ei '" AfJ = {3 

The validity of this assumption can be tested, and some interesting 
points illustrated, by taking a few numerical examples. Let fJ = O · I 
in all examples, and in the first case let A = 100. Then by the 
approximate formula: 

I {3 = 10 

and precisely, 

Eo lOO lOO 9 I Ei 
= 

1 +  100 X 0 · 1  = 11 = . 
Thus in thls case the approximate solution is 9 % in error. 
Now let A = 1,000. 

Again the approximate formula will give Z = 10, but by the 

precise method the result will be 

Eo 1 ,000 = .J.OOO = 9 . 9 
Ei 

= 

1 +  1,000 X 0 · 1  101 

Here the error is only I %. 
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Finally, let Ao = 10,000. The precise calculation 

Eo 10,000 
O. I = 

10,000 = 9 . 99 
E, = I + 10,000 

X 
1,001 



Here the error is only 0 · 1 % and in most practical cases would 
be quite negligible. 

From this it can be seen that, providing A{3 is greater than, say, 20, 

the errors involved in using the approximation are less than 5 %, and 
for most audio frequency applications this approximation is satis
factory. 

Effect of Voltage Negative Feedback upon Gain 

More interesting, however, is the fact that in the numerical examples 
given, although the gain without feedback, (A) changes from 100 
to 10,000, i.e. by a factor of lOO, the gain with feedback only changes 
from 9 · 1  to 9·99, i.e. by a factor of 1 · 1. This clearly illustrates one 
of the advantages of negative feedback, namely that the gain of an 
amplifier may be made sensibly independent of changes in the valve 
parameters, etc. It will also be clear that this advantage is greatest 
when A{3 is very much greater than unity. 

The fall off in the response of an amplifier at high and low fre
quencies is due to a reduction of A at these frequencies. It is clear, 
therefore, that the application of negative feedback will tend to keep 
the response more nearly constant over a wide frequency range. 
However, it must be noted that the application of negative feedback 
to an amplifier may give rise to a sharp peak in its response at one 
or more frequencies. This is discussed more fully under the heading 
of stability. 

Effect of Negative Feedback upon Distortion 

By arguments similar to those used in defining the effect of feedback 
on the overall gain, it can be shown that distortion generated in the 
amplifier is reduced in the same ratio as that of the gain. More 
precisely, if D is the harmonic distortion without feedback, then the 
distortion with feedback becomes: 

D 
1 + A{3 

There are a number of simplifying assumptions made in deriving 
this equation, but they do not invalidate its use in most practical 
problems. 

Input and Output Impedance 

To calculate the change in the output impedance of a multi-stage 
amplifier due to the application of negative feedback, it is necessary 

to separate the parameters of the last stage from those preceding it. 
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Allowing the valve in the last stage to have an amplification factor I" 
and an anode resistance , 0' we may write the output impedance in 
the presence of feedback, ro' as: 

, '0 
'0 = I + PI"A , 

where A,  is the voltage gain of the stages before the last and p, 
as before, is the fraction of the output voltage which is fed back 
over the whole of the amplifier. To be strictly accurate, in calculating 
the true output impedance it is necessary to take into account the 
load resistance, RL, of the output stage. Thus the true output 
impedance will be given by 

Finally, it is possible to calculate the input resistance of the com
plete amplifier with feedback and this can be shown to be ': = 

,,(I + A P) where " is the input resistance in the absence of feed
back. From this it is clear that the application of feedback in the 
manner described will increase the input resistance. 

It is important to remember that the results quoted above for an 
amplifier with feedback are limited to voltage negative feedback, in 
which the voltage feedback is placed in series with the input signal 
voltage. There are a number of other cases, such as current feedback, 
in which the results are quite different from those quoted here. 
However, negative voltage feedback is the form most commonly 
used, and the series connection is most favoured in power and other 
amplifiers where a level frequency response is required. 

In frequency compensating stages, voltage feedback over one stage 
with parallel connection is frequently encountered. In this case the 
input resistance at the grid is reduced by feedback and becomes: 

Phase Shift 

, Tj 
" = (I + AP) 

In this brief discussion of negative feedback it has been assumed that 
the only phase shifts introduced are those of 1800 due to each stage 
of amplification. It will be obvious from the previous chapters that 
this assumption is not valid in practice, since each capacitance! 
resistance potential divider combination will not only effect the gain 
but will also introduce a frequency dependent phase shift. Thus at 
some mid-frequency, say 2 kc/s, the phase shift through the whole 
amplifier may be assumed to be 1800 but, if the frequency is raised to 
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say 50 kc/s, the phase shift might easily be reduced to say 30°. 
Similarly, at iO c/s the phase shift will be increased and might be 
250°. 

It is not possible to describe fully here the effects of this frequency 
dependent phase shift ; but that of stability must be briefly dealt with. 
Taking the simplest situation, it is possible for the phase shift due to 
a number of capacitive reactances in the amplifier to be equal but 
opposite in sign from that introduced by the amplifier stages. Thus, 
at some frequency, the gain of the amplifier may become +A instead 
of -A as previously assumed. If this happens, the equation for gain 
with feedback becomes : 

E. A 
E; = I 

- A{3 

and we notice immediately that this is  a condition of positive feed
back and that the gain is increased. 

In the limiting case, where A{3 = I, we notice that the gain with 
feedback becomes: 

E. = � = A 
= infinity 

E· I - I 0 , 

(since any finite number divided by zero becomes infinite). 

Put another way, this states that the amplifier, when in this condi
tion, can produce an output for an indefinitely small input. An 
amplifier which reaches this condition will, in practice, oscillate at a 
frequency for which the phase shifts and gain round the whole ampli
fier are such as to make A{3 = 1 .  

Although the practical problems of feedback in complete ampli
fiers are discussed in Chapter 1 3, two points are worth emphasizing 
here. Firstly, that if A{3 is positive, it will cause a rise or 'hump' in 
the frequency response curve (see Fig. 13 . 1). This indicates that the 
indiscriminate application of feedback does not necessarily improve 
the frequency response characteristic of an amplifier. Secondly, if 
A{3 = 1 ,  the frequency of oscillation may be well above the audio 
frequency range and hence may not be detected except by its 
indirect effects on distortion. 

Summarizing, it may be said that the performance of an amplifier 
may be greatly improved in all respects, except voltage gain, by the 
application of negative feedback. In applying feedback to an ampli
fier, however, extreme care must be taken if these advantages arc to 
be fully realized. Some of the circuit arrangements commonly 
employed for producing negative feedback in high fidelity amplifiers 

will now be outlined. 
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Applying Feedback in Series with Input 
The effect of current feedback was investigated by graphical analysis 

on page 42. The gain of the stage with current feedback is 

/"RL 
RL + Ta + Rk(l + /") 

and the output impedance becomes T� � Ta + Rk (I + /"). 
The cathode resistor is therefore normally bypassed to avoid these 

effects, but in two cases it is necessary to omit the bypass capacitor. 
I .  The negative voltage feedback derived from the output of an 

amplifier is required to be placed in series with the input signal. 
The most convertient way of doing this is to feed back to the un
bypassed cathode resistor of the first amplifier valve (see Fig. 7.3a). 

In many cases the value of Rk, for the purpose of the feedback 
circuit, can be quite low, e.g. 100 n, which is only a fraction of the 
normal value of a cathode resistor chosen on the basis of best 
biasing. Thus the cathode resistor can be split into two parts, Rk I 
and Rk2, such that Rk2 is as low as the feedback circuit will perrrtit, 
and Rkl + Rk2, the value required for correct biasing. Rkl may then 

'" 

<a) (b) 
FIOURE 7.3 

(a) Unbypassed cathode resistor permitting the application of 
negative voltage feedback in series with the input signal. 

(h) Portion of cathode resistor unbypassed, Eb is the negative fecd
back signal reducing current feedback. 

be bypassed and the reduction in gain and increase in output im
pedance due to Rk2 will be small (see Fig. 7.3b). 

2. The need for two equal inputs of opposite phase for a push-pull 
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output stage has been mentioned on page 63. One method of obtain
ing such inputs is to increase Rk2 so that it equals RL (see Fig. 7.4a). 

-::b 

r ._--

c 
'l 

(b) 

FIGURE 7.4 

(a) Increased cathode resistor giving equal outputs at anode and 
cathode. 

(b) Load resistor in cathode circuit only, to give cathode follower 
circuit. 

:T 
Eo 

The load of the stage is then RL + RH, and the output will be 
divided equally between RL and RH' The output at the cathode will 
be in phase with the input and the output at the anode, 1 800 out of 
phase with the input. As one-half of the output operates as feedback, 
the factor Af3 is high and distortion will be very low. On the other 
hand, the output impedance at the anode will be high. When Rk2 
is high compared with Rk .. a cathode bypass capacitor will have little 
effect upon performance and may be omitted. 

Cathode Follower 

If the load resistance is placed entirely in the cathode circuit, the 
whole of the output signal voltage appears at the cathode and is 
automatically in series with the input (see Fig. 7.4b). 

This circuit is called a cathode follower, as the output is in phase 
with the input. The whole of the output is fed back so that f3 = I 
and, as the feedback is voltage feedback, the output impedance will 
be very low. When the stage gain without feedback exceeds 20, the 
output impedance is approximately !. The input impedance is high 

g 
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and, when the circuit of Fig. 7.4b is used, becomes 
R, 

I _ A RI. 
. 

RL + Rk 
The cathode follower is often used to 'match' a high impedance to a 
low impedance, acting as an 'electronic transformer' of approxi
mately unity gain. 

" . .  
'.::-

- -- --
FIGURE 7.S 

Series negative voltage feed· 
back applied to a single 
stage when the input is 
transformer coupled, i.e. the 
input circuit does not require 
to be earthed. 

1 �I 
I' 

Voltage Feedback over a Single Stage 

� >--

�� 

., 

r--- [0 

" 

A proportion of the output of a single stage can be fed back in series 
with its input when the stage has an input transformer (see Fig. 7.5). 

f3 
Rz 

h 
. 

d . C • F 1 Rz 
= RI + R; t e gam re ucUon .actor IS = + A 

RI 
+ Rz 

and the gain with feedback is :. 

Feeding Back over Two Stages 

In the case of a two-stage amplifier, feedback can be applied at the 
cathode of the first valve as described (see Fig. 7.6). 

To avoid the loss of gain due to reduction of the dynamic load 
impedance of Vz, R I  should be high. To avoid reduction of the 
gain of Vh the unbypassed resistance in its cathode circuit, R2• 
must be low. If RI is high and Rz low, the factor f3 will be small, and 
may in practice be too small to be of significant effect. To obtain a 
useful value for f3 in this case, it is necessary to reduce RI and in
crease R2 to values which will just avoid serious loss of stage gain. 
The gain of VI can be increased by making its load resistance and its 
amplification factor high, and the use of a pentode valve will assist. 
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I'IGURE 7.6 
Series negative voltage feedback with earthed input. applied by 
including an additional stage. 

Parallel Feedback 
Another method of applying feedback to an amplifier is to feed 

back in parallel with the grid circuil. This will have the effect of 

" 

., 

E o 

E r 

(a) 
l,---c� 

(b) 
FIGURE 7.7 

(a) Parallel voltage feedback applied to a single stage, reducing 
input impedance. 
(b) Parallel voltage feedback with frequency correction components. 
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making the input resistance low, and so this form of feedback is not 
often used except in the case of feedback over one amplifier stage. A 

suitable circuit is shown in Fig. 7.7a. When the stage gain is high, the 

gain with feedback is approximately �, (page 68) which is �:. 
Frequency Correction by Feedback 

One application of this circuit is to vary the frequency response of 
the stage by means of capacitors placed in series or parallel with 
either R I or R,. Thus for correction of the output of a pickup used 
to reproduce a 1.p. record, it is necessary to increase low frequencies 
(bass boost) and reduoe high frequencies (top cut). 

Bass boost can be obtained by effectively increasing R, at low 
frequencies, thus reducing feedback and increasing gain at these 
frequencies. If a capacitor is connected in series with R2, the im
pedance of the pair will increase as frequency is reduced, giving the 
required result. In a similar way, feedback can be increased by con
necting a capacitor in parallel with R" so that the impcdanoe of the 
pair reduoes as frequency increases, i.e. giving top cut. The circuit 
then becomes that of Fig. 7.7h. Other uses of this circuit are discussed 
in Chapter 15. 
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CHAPTER 8 

P H ASE S PLIT T I N G 

Cathode Follower 77 
Direct Coupling 79 
Anode Follower 80 

Cathode Coupled Phase Splitter 81 
Drivers 83 

PHASE splitting is the conversion of the single phase output of an 
amplifier stage to a two-phase output with a phase difference of 1 80", 
for driving a pair of push-pull output valves. 

The simplest method of achieving this is to use transformer coup
ling, and arrange for the transformer to have two secondaries feeding 
the output valves out of phase. Transformers are not favoured for 
high fidelity amplifiers, as it is not easy to maintain 1 80" phase 
shift at high and low frequencies. Also the transformer, to be effective, 
needs to be large and so is liable to pick up hum from the mains 
transformer. 

Cathode Follower 

In Chapter 7, a circuit was discussed which provides two out-of
phase outputs from one valve, by dividing the load equally in the 
anode and cathode circui ts. This is a popular and reliable circuit 
which has two disadvantages. 

I .  The output of the stage is split between the circuits and is 
therefore limited. 

2. The output impedance at the anode is high, due to current 
feedback. It therefore gives little damping to the following grid 
and also makes it difficult to maintain an extended high frequency 
response when there is high shunt capacitance. Negative voltage 
feedback gives a low output impedance at the cathode and hence 
good damping on the following grid circuit. The circuit can be used 
when the output valves require input voltages not exceeding some 
10 or 20 V r.m.S. and is thus suitable for small output pentodes 
which have a low input capacitance. 

The circuit is that of Fig. 8 . 1  and the performance can be found 
by graphical analysis. If the valve is one section of an ECC 83 (l2AX7), 
and the h.t. supply voltage is 300 V, RL and Rk2 can be 47 kO, so 

that the total loacl is 94 kO. A suitable working point is at Vg = -2, 
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FIGURS 8.1 'K1 

INPllt 
Cathode follower phase 
splitter, which provides two 
out·of-phase outputs from a 
single valve. 

--1 1  � 

'K2 1----+----_ 
when the anode current is 0 · 82 mA. The bias resistor is then . �2 kO 
or 2·4 kO. From the load line the following table can be constructed: 

TABLE 8.1 Phase Splitter Analysis 

Anode & 
Grid Total Cathode Input 

Grid Change Anode Voltage Change Change 
voltage (A) Voltage Change (9) (A + B) 

- 1 ·0 + 1 ·0 166 -56 28 +29 
- 1 ' 5  + 0 · 5  195 -27 1 3 ' 5  + 14 
-2 , 0  0 224 0 0 0 
-2 , 5  -0 , 5 249 +27 1 3 ' 5  - 14 
- 3 , 0  - 1 ,0 269 +47 23 ' 5  -24'5 
- 3 , 5 - 1 · 5  288 +66 33 -34 - 5  

The input and output signal voltage can be plotted in Ihe form of a 
dynamic characleristic, Fig. 8.2, wruch illustrates how the feedback 
has improved linearity. It will be seen that the gain from input to one 
output is less than unity, about 0 ' 96, or a total gain of I · 92 for both 
outputs. 

This performance illustrates the use of the basic feedback formula. 
The stage gain without feedback is about 50, and 

f3 = RL !LRk2 = 
0· 5, 
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so that I + A f3 = 26. The total gain is therefore ;� = I ·94. The 

second harmonic distortion for I volt peak input is 

56 - 47 " 
2(56 + 47) 

x 100 = 4 · 3 6 %  

which is reduced to \�6 = O· 1 7 %. 

Direct Coupling 

It will be remembered that in Chapter 5 it was stated that the 
coupling capacitor between stages was necessary to prevent the 
standing voltage at the anode of the first stage from upsetting the 
biasing arrangements of the second. Circuits are available which 
permit direct coupling between an anode and the following grid, 
and are necessary when d.c. changes, i.e. zero frequency, have to be 
amplified. In high fidelity amplifiers, the lowest frequency ever 
required to be amplified is 16 c/s, so that the complication of direct 
coupling can be avoided. The cathode follower phase splitter, 
however, is one case where direct coupling can be used without 
circuit complication, in fact the circuit is simplified (Fig. 8.3). In 
the example above, the ECC 83 valve is operated so that the current 

'30 

." "'" -. - � 1--- I _� -
.10 

----- � 
I 

--� I - - , ---

-iD 

-20 

- 3 0 1---- --- ------- � ----"-- -----]0 -20 -10 o 10 20 30 
OUTPU! 

FlOURF. 8.2 

Dynamic characteristic of Fig. 8.1, showing how the feedback has 

improved linearity, 
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is 0 · 82 mA. The cathode load resistor is 47 K and the voltage across 

it is therefore 0 ' 8�7�0 3 = 57·4 V. 

If the cathode bias resistor is omitted and the anode of the 
preceding stage arranged to operate at 55·4 V and directly coupled 
to the grid, the grid bias will still be -2 V. It would seem at first 
sight that such a precise difference of voltage would be difficult to 
achieve and more difficu1t to maintain. This is not so, as the circuit 

FIGURE 8.3 

Version of cathode follower 
phase splitter circuit using 
direct coupling. 

I 

" 

is largely self adjusting. For example, if the anode voltage applied 
to the grid rises, say to 60 V, the valve will tend to draw an increased 
current which will automatically increase the cathode voltage to 
compensate. 

As this circuit operates down to zero frequency, it introduces no 
low frequency phase shift, a feature which can be of considerable 
value when feedback is to be applied over a number of stages. 

Anode Follower 

It has been shown that, in a parallel feedback stage, the gain is 
approximately equal to the ratio of the values of the input and feed
back resistors, and if these are equal. the gain is near unity. With 
equal resistors there is 100% feedback and the output impedance 
and distortion are low. If a normal amplifier stage feeds one output 
valve, it can reed the other output valve via a stage as described 
(sec Fig. 8.4). 
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This arrangement is called the anode follower phase splitter and two 
valves are required ; but each delivers the full output of which it is 
capable. The input impedance of the anode follower stage is approxi-

-
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le 
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r 
r-
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FIGURE 8.4 

Anode follower phase split
ter using two valves, each 
delivering its full output. 

mately that of the input feedback resistor, and this must be taken 
into account when designing the input valve stage. As unity gain in 
the second stage is due to heavy feedback, the anode follower will 
give accurate phase reversal even when there is considerable variation 
in supply voltage and valve characteristics. 

Cathode Coupled Phase Splitter 

Another popular form of phase splitter uses two valves 'cathode 
coupled'. An amplifier stage feeds one output valve with 180· phase 

(.t 
l� \- - - -

Vi. 
! 

INPUT 

I 
__ L 

F A 

OUTPUTS 

+ f 
(:;-

- - -

IrY r-

:� 
FIGURE 8.S 

Cathode coupled phase split
tcr, the valves having a 
common cathode resistor. 
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shift, and its cathode resistor is unbypassed so that a small in-phase 
signal is obtained. This signal can be regarded as the input to the 
cathode of the second valve, the grid of which is earthed, so that 
the valve gives gain without phase reversal. The second valve then 
feeds the other output valve (see Fig. 8.5). 

In practice, the valves have a common cathode resistor in  which 
the signal currents due to the two valves are nearly equal and 

NI 

'0 

n . . n u . . u 
e 

(.: ---
(.C- le 

-,H- ---le 

INPUT 

" 
OUTPUTS 

re --
l::� 1 1  

v, 
fiGURE 8.6 

When push·pull outputs require a large input, drivers can be added 
to the phase splitter. VI is a cathode follower phase splitter and V2: 
and VJ are identical driver valves. RD is the decoupting resistor and 
Cc. the decoupling capacitor. As the signal currents in the cathode 
circuits of the drivers are equal and 180" out of phase, they cancel 
and a common cathode resistor Rx may be used. 

opposite, if the operating conditions of the two valves are identical. 
It is therefore necessary to unbalance the load resistors slightly and 
to make the common cathode resistor high in value. This circuit 
reduces stage gain to about one-half that of the basic input stage. 
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Biasing is arranged so that the common cathode resistor can be made 
as large as required, and balance can be determined experimentally, 
if a potentiometer is provided to unbalance the load resistors. 

Drivers 

When the output valves require a large input signal, it may not be 
possible to obtain this from any form of phase splitter without high 
distortion. In this event, 'driver' amplifier stages may be inserted 
between the phase splitter and the output valves. 

A typical circuit is shown in Fig. 8.6, where V2 and V3 are 'drivers', 
and V i is a cathode follower phase splitter. As the signal currents 
in V, and V, are equal and of opposite phase, there is cancellation in 
Rk which need not be bypassed. RD is a COmmon decoupling resistor 
for the drivers, decoupled by the capacitor C. 
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CHAPTER 9 

SU P P LY UNITS 

H.T. Supply 84 
Rectification 84 
Smoothing 87 
Cholc Regulation 90 

THE voltage amplification and power output stages of a high fidelity 
amplifier require supply voltages for their operation. The heaters of 
the valves are normally operated at 6 · 3  volts. As the heater forms no 
part of the signal circuit, merely heating the cathode by radiation, 
the supply can be 6 ·  3 volts a.c. which is made available by a suitable 
winding on the mains transformer. 

H.T. Supply 

The h. t. supply required is d.c. and is usually between 250 and 550 
volts. To obtain this supply from the a.c. mains, it is necessary to 
use a rectifier circuit, converting the a.c. supply to d.c. at the required 
voltage. The a.c. voltage applied to the rectifier will usually be 
different from the voltage of the mains supply and can be obtained 
by a further winding on the mains transformer. Some amplifiers are 
designed to work directly from either a.c. or d.c. mains, and a mains 
transformer cannot then be used. The omission of the mains trans
former is not recommended, as the amplifier is then directly con
nected to one side of the mains supply and, unless the proper pre
cautions are taken, there is always a danger of serious electrical 
shock. In any case, the h.t. supply voltage is limited to approximately 
that of the main supply. 

The mains transformer therefore serves the double purpose of 
isolating the amplifier circuits from the mains and providing the 
exact h.t. supply voltage required. 

Rectification 
Rectification is obtained by the use of a diode valve (or 'metal' 
rectifier) in which current flows only when the anode is positive with 
respect to the cathode. If a diode valve is connected in series with the 
load, and a large capacitor connected in parallel with the load 
and the circuit connected across an a.c. source, current will flow 
through the load and charge the capacitor during positive half 
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cycles of the a.c. supply. When the diode is not conducting, the 
capacitor will discharge through the load, so that the charge on the 
capacitor will drop. Whenever the charge is below the value of the 
a.C. voltage applied, the capacitor will be recharged and it will 
therefore receive a pulse of charging current in each cycle, correspond
ing to the positive peaks of the a.c. supply (see Fig. 9.1). 

�couTrur 
.le mPlY 

(b) 
fIGURE 9.1 

Indircctly heated diode, half wave rectifier circuit. The capacitor C 
charges 011 alternate half cycles and discharges through the load R. 
The ripple is 50 e/s. 

If two diode circuits are used, and their supplies are connected 
out of phase, the outputs can be connected in parallel so that the 

] 

(a) (b) 
fIGURE 9.2 

A second diode operating on ahernate half cycles. giving full wave 
rectification. The ripple is 100 e/s. 

capacitor will receive a charge for each half cycle of the alternating 
supply, i.e. there will be two charging pulses per cycle (see Fig. 9.2). 
This type of rectifier circuit, called a 'full wave' rectifier, is that most 
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commonly adopted, the two diodes being placed together in one 
valve and the cathodes internally connected (see Fig. 9.3). The two 
supplies are in the form of a single, centre-tapped winding on the 
mains transformer. 

The rectifier valve is frequently made with a heater which requires 
5 V a.c. This is obtained from a separate winding on the mains 

FIGURE 9.3 

The two diodes of Fig. 9.2 can 
be built into one envelope with 
connected cathodes, forming a 
full wave rectifier valve. 

+��---1.a 

transformer. Some indirectly heated rectifiers require 6 ·  3 V, in 
which case it is possible to use one heater winding for all the valves 
of the amplifier. As an indirectly heated cathode does not emit 
electrons until it has reached operating temperature, the h.t. supply 
will not be applied until all valve cathodes have been heated. Some 
rectifiers are made with a 'directly heated' filament, in which the 
electron-forming substance is deposited directly on to the heater. 
I n  this case the valve will commence to operate almost as soon as 
the supply to its heater is applied and, if the amplifier valves are of 
the indirectly heated type, they will initially draw no current, so 
that the h.t. supply will rise to the peak value of the rectifier a.c. 
supply. If this additional voltage will cause no damage to the 
amplifier circuits, then the effect can be ignored ; otherwise some 
form of delay in applying the h.t. voltage is required. 

I n  the bridge circuit, four rectifiers are required with an untapped 
h.t. supply. In the case of a voltage doubler, two diodes are used and 
the circuit arranged so that the reservoir capacitor receives a charging 
current from each diode in series, and the voltage output will be 
doubled, i.e. in the absence of a load, the voltage will be 2 · 8  X the a.c. 
supply voltage. 

Diode valves in rectifier circuits can be replaced by rectifiers of the 
selenium or silicon type. These diodes require no heater supply and 
can be made small in size. This type of diode is equivalent to a valve 
without a heater, and its two connections are referred to as anode 
and cathode. They are frequently used in the form of a bridge circuit 
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and ,  d ue to their low imp ed ance , form a very sati sfacto ry h .t .  supply 
unit (see Fig .  9.4). 

Care m ust be t aken not to exceed the rect ifier m aximum permitted 
pea k anode c urrent and pea k i nve rse volt age. The m axim um anode 
c urrent i s  that which the cathode c an supply witho ut dam age. Th is 
i s  normally t aken to be about twice the d.c. current draw n from the 
h.t. supply . 

The maxim um pea k inver se voltage (p.I.Y.) i s  the maximum 
pe rmi tted neg ative voltage which c an be app lied to the anode and, 
in f ull -w ave recti fier c ircuit s, will be abo ut three t ime s the h .t. 
supp ly voltage. In bridge circ uit s, it will be a bout one and a h alf time s 
thi s voltage . 

Smoothing 

It ha s been me ntioned th at the re servo ir receive s a p ul se of charging 
c urre nt d uring the period whe n the a.c. supply i s  at pea k po si tive at 
the diode anode , the d ur at io n  o f  the pul se depending upon the current 
dr awn . I n  the ca se o f  a half -w ave recti fier , thi s p ul se will occur ODce 
in every cycle , i.e . SO time s a seco nd when th e a .C. supply i s  the SO c ls 
ho use main s. Th is pul se wil l form a r ipple on the d .c .  supply which , 

if not removed , will be tr an sferred to the signal s appear ing at the 
valve a nodes. In a sim il ar w ay a full -wave recti fier wi ll receive two 
p ul se s  a second ,  which in the c ase of SO c ls main s, wo uld give ri se to " 
100 c ls ripple. Ripple i s  removed by me an s  of a deco upl ing circ uit 
similar to t hat di sc ussed for the volt age ampli fier . In th i s  c ase, 

[ 
ANOOE --"�>lI--CA1HOOE 

fiGURE 9.4 
f'ull waye bridge circuit 
which requires four diodes. 
with a single transformer 
winding. Selenium or silicon 
diodes, which require no 
healer supply. are frequently 
used in this circuit. 

however , the c urre nt will be sub st anti al and ,  if a re si stor c apacitor 
networ k were used , vo ltage drop d ue to the re si stor wo uld be h igh 
if the re si stor w as o ran e ffective v alue . 

Thi s di fficulty i s  avoided by using an ind uctor in pl ace o f  the 
re si stor . The d .c .  re si st anc e of the ind uc tor can be quite low , whil st 
it s de -coupling e ffect wi ll depend upon it s re acta nce at SO or 100 c /s. 
The value of the decoupling capacitor can always be made as high 
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as conveniently possible, bearing in mind its working voltage and 
physical size (see Fig. 9.5). 

The normal supply unit therefore comprises the mains transformer, 
rectifier valve and filter. The primary of the mains transformer may 
be tapped to correspond to various a.c. mains voltages, e.g. 200, 

FIGUM.E 9.5 
A practical full wave supply 
unit with capacitor input + 
filter to remove ripple. The 
induciae ('chOKe') should be 
at least S H and of low d.e. 
resistance. The capacitors 
may be of the electrolytic 
type, 8 f.IoF or more. 

;� ;; 
� � 

� .... 
� 
� 

230, 240 and 250 V in Great Britain and 100- 1 1 5  V in America. The 
secondary windings of this transformer will comprise a 6 · 3  V 
supply for the heaters of the voltage amplifier valves, a winding for 
the rectifier if a valve rectifier is used, and a high voltage winding 
suitable to the rectifier circuit employed. In the case of full·wave 
rectifiers, the high voltage winding is centre tapped and may be 
from 2504-250 to 5504-550. 

The windings must be formed of wire of a gauge which will carry 
the required current without undue voltage drop and undue heating. 
The core of the transformer must also be composed of sufficient 
material to give efficient lIux linkage and to avoid over·heatillg. A 

FIGURE 9.6 
Alternative choke input + 
filter. which is lower in 
efficiency. but has improved 
voltage regulation. The 
choke must be a special 
'swinging choke'. 

safe temperature for a transformer can be taken as 55" C above room 
temperature (T,) and can be calculated by measuring a winding 
resistance cold and after working on load for about five hours. If the 
cold resistance is R, and the hot resistor is R2, then 

R2 T2"C + 234' 5  
R, = T,"C + 234 ' 5' 



The diodes should be rated to supply the required current and also 
to withstand P.l. V. in the circuit employed. The reservoir capacitor 
must be rated to withstand the working volrage and also any higher 
voltage which may be present whilst valve heaters attain working 
temperature. The reservoir capacitor is also required to withstand 
a ripple current, which in the case of a half-wave rectifier is equal 
to twice the d.c. load current and, in full-wave circuits, the d.c. load 
current X I ·  4. Smoothing capacitors should be of the largest capaci
tance economically possible and should be rated to withstand the 
working voltage. Reservoir and decoupling capacitors are normally 
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FIGURE 9.7 

The regulation curves of two typical rectifier circuits. Circuit (a) 
uses a valve rectifier, and Circuit (b) uses a selenium bridge rectifier. 

from 8 ",F to 64 ",F. The choke is required to have sufficient induct
ance at the d.c. working current to provide adequate smoothing and 
is normally in the range of 5 to 20 H. 

A rectifier circuit has resistance and reactance which will cause a 
voltage drop which will increase as the current drawn increases. 
When no current is drawn, the reservoir capacitor will charge to 
approximately the peak value of the supply voltage, i.e. 1 ·4 X Lm.S. 
value. The way in which the output voltage drops with increasing 
current is called the regulation of the supply, so that units with low 
resistance will have better regulation than those with high resistance. 
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The output voltage/output current regulation of two typical 
power supply units is shown in Fig. 9.7, (a) employing a valve 
rectifier and (b) a selenium bridge rectifier. Fig. 9.8 is the case of a 
high voltage supply for a large amplifier using four separate silicon 
diode rectifiers with high P.l.V. rating. 

Choke Regulation 

The regulation can be improved by adopting the choke input filter 
circuit of Fig. 9.6. The choke is a special swinging choke, the in
ductance of which decreases as the current drawn increases. This has 
the effect of offsetting the drop in voltage, but the omission of the 
input capacitor considerably reduces the ratio of the output voltage 
to the supply voltage. In large amplifiers, where the current drawn 
by the output valves increases towards peak output, poor regulation 

�aD v H. 

500 -�c-- ---;- --

4S0V � t. 

� 500 _ . -�,,",,�--,..--�::::::::::::::�� ..... :::---1 
"'" 400 V H . 
c 

3 "' L-____ -L ____ � ____ ��----� o '00 'an 3'0 1 00 
D.C. m-' 

FIGURE 9.8 
Regulation curves of silicon diode bridge rectifier circuit with 
32 IJ.F capacitor. for large amplifier. 

of the h.t. supply would prevent maximum power being achieved. 
The use of the less efficient choke input filter circuit can be justified 
in such a case. 
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CHAPTER 10 

DESI GN F OR A 3 W AT T  

A M PLI F IER 

Design Considerations 91 
Design Development 92 
Output Stage 93 
Voltage Amplifier 95 
Frequency Response 95 
Negative Feedback 96 

THE three basic sections of a high fidelity amplifier have been con
sidered-the voltage amplifying stages, the output stage and the 
supply unit. These three sections are usually assembled together on 
one chassis to form a complete amplifier, although the voltage 
amplifying stages may be divided and the first stages built on to a 
separate chassis in the form of a control unit, sometimes called a 
pre-amplifier. The early stages often include frequency correction and 
tone and volume control circuits which are operated by means of 
selector switches and potentiometers, and it is an advantage to be able 
to place this unit close to the apparatus which will provide the input 
signals so that the controls are conveniently to hand. 

The main amplifier is required to amplify its input signal and to 
deliver the power required to operate a loudspeaker system. These 
two matters are the first factors to he determined when drawing up 
the specification for an amplifier, other relevant factors being cost, 
size and standard of performance. The stages must be chosen and 
linked so as to produce an amplifier which will meet the given 
specification; cost and performance are obviously conflicting factors, 
the cost rising with standard of performance. An inexpensive 
amplifier may be small in size, and the size will increase with 
performance. The size may, however, be lintited by the use of special 
components, but this will again affect the cost. 

Design Considerations 

These factors result in a variety of amplifier designs as evidenced by 
the large number of commercially produced amplifiers available. The 
following general principles may be deduced from earlier chaplers. 

Voltage Amplifiers. Pentodes give the highest gain per stage and 
have the advantage of low input capacitance. The high valve impe
dance, shunted by the capacitance of the output circuit, will cause 
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a loss of high frequencies and will reduce the efTectiveness of 
decoupling circuits. Pentodes introduce considerable distortion 

when required to provide a high output swing, i.e. more than 
about 20 V r.m.s. 

Triodes will give only a moderate stage gain, but the valve im
pedance will assist in maintaining the high frequency response. There 
are a large number of triode valve types to choose from and the valve 
may be selected to suit a particular case. The higher the h.t. supply 
voltage available, the easier it will be to keep down distortion with 
high output, this applying equally to pentodes and triodes. 

Output Stages. Pentodes and tetrodes are more efficient than 
triodes, i.e. will produce a greater power output for a given supply 
voltage and current drain. Thus if the h.t. supply is 250 V and 
50 mA is drawn, i.e. 1 2 · 5  W, a single pentode output valve would 
produce about 6 W of audio power whereas a triode would produce 
only about 3 W. Pentodes and tetrodes will, however, introduce 
more distortion, which is mainly third harmonic. 

The higher impedance of pentodes and tetrodes will provide little 
'damping' of a loudspeaker (see Chapter 16). 

Push· pull connection of two output valves will produce less 
distortion due to cancellation of even order harmonics, so that 
triodes will benefit most from this connection. Push-pull valves pass 
a standing current through the associated half of the primary of the 
output transformer, and one valve causes a magnetizing effect which 
is equal and opposite to, and hence cancels that of the other. The 
design of the output transformer is therefore eased. Push-pull, how
ever, requires two out-of-phase, balanced inputs. 

Power Supply. The larger the power output the greater will be 
the power required from the h.t. rectifier. The cost of the filter 
circuit components will increase as voltage and current requirements 
are increased. The power supply impedance should be as low as 
possible to give good regulation. Poor regulation will increase the 
possibility of coupling between stages and will prevent the output 
stage from developing full power. 

When designing an amplifier, the general requirements are first 
set down and, using data from the application reports, a suitable 
circuit is developed. A detailed analysis of the performance of each 
stage can then be made and component values determined. 

Design Development 
The first consideration is the power required by the loudspeaker, 
which will be chosen according to the size of the room in which it is 
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used, and the sound level required. A loudspeaker system for a large 
auditorium may demand a power of lOO W or more from the 
amplifier. In a small room, where high sound level is not required, 
a high fidelity loudspeaker of high efficiency may not require more 
than 3 W from the amplifier. Output powers are rated as 'un
distorted' although any amplifier will produce some distortion. 
Distortion is usually specified in terms of harmonics, and harmonics 
up to the 7th are the most significant. The highest total harmonic 
distortion which is acceptable is 5 % and when distortion has been 
reduced to 0 · 1  % it is negligible. Negative feedback can be employed 
to reduce distortion at the expense of gain, but excessive feedback 
may give rise to instability. Negative voltage feedback also reduces 
the apparent output impedance of the amplifier, a desirable feature 
when the load is a loudspeaker. 

The next consideration is the input signal voltage which will be 
applied to the amplifier, and hence the voltage amplification required 
to enable the output stage to develop its maximum power output. 
A high quality microphone of the ribbon type may produce a signal 
voltage of the order of lOO p. V, whilst a radio tuner might produce 
I V. When the amplifier is built in two sections, a control unit and a 
main amplifier, the control unit should accept inputs from micro
phone, gramophone pickup and radio tuner, and appropriately 
amplify each input signal, so that in each case about I V r.m.s. is 
delivered to the main amplifier. 

As the simplest case, let us draw up a specification for an 
amplifier which will provide 3 W output power with total harmonic 
distortion not exceeding 5 % from an input signal of I V r.m.s. 

Output Stage 

This is a low standard of performance, of the sort to be expected 
from a cheap amplifier. The output stage can therefore be a single 
pentode, for most efficient use of the power supply. As no available 
output pentode will produce 3 W from I V r.m.s. input, a voltage 
amplifier stage will be required. 

Examination of the application reports suggest that the ECL86 
would be suitable, producing 4 W of power at !O % distortion, 
with 3 · 2  V r.m.s. input and an h.t. supply of 250 V, the total current 
being about 42 mA. This valve includes a separate triode valve in the 
same envelope, which can be used as the voltage amplifier, with a 
gain of about 50. A gain of only 3 is required to load the output 
valve fully from I V, so that there is spare gain for the application 

of voltage feedback. A selenium bridge rectifier can be used, or 
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alternatively a rectifier valve such as the EZ80. The output trans
former can be made to benefit from the feedback by induding it in 
the feedback loop, and is rcquired to present a load of 7 kn, 

There will be a voltage drop at the anode due to the resistance of 
the output transformer primary, and the primary resistance should 

- " 

{� 
'"_ .. t--u ....... , 

500. 

FIGURE 10.1 
Complete circuit of ECL86 amplifier with selenium bridge h.t. recti· 
fier. The h.t. supply voltage required is 275 V at 43 mA when the 
output transformer primary (esistance is SOO ohms. Feedback is 
applied via R,Rz and when Rz is 2'7 K ohms, the feedback factor 
is about 5 (14 dB). Four watts output requires an input of about 
0 - 3  volts r.m.s. The series capacito( and resistor across the triode 
load resistor may be required to prevent high frequency instability 
due to phase shift. 

therefore be as low as practicable. The voltage drop due to the prim· 
ary must be allowed for when the h.t. supply voltage is being con
sidered. A resistor in the screen circuit will drop the supply to 250 V, 
and should be decoupled. A typical output transformer may have a 

primary resistance of 500 0, so that the voltage drop is 
5� �36 _ 

, 
18 V. Allowing 7 V for bias, the required h.t. supply is 275 V after 
the filter circuit. The screen draws 6 mA, so that the required value of 

dropping resistor is 
2: X 1 ,000 = 4 · 1  kO, and a standard value of 

4 · 7  kO would be suitable. The bypass capacitor should be not less 
than 2 1'F. The bias resistor specified in the application reoort is 

94 



1 70 Q. The maximum permitted grid to cathode resistor for the 
output valve is given in 'limiting valves' and is I MO. 

Voltage Amplifier 

The grid resistance is effectivcly in parallel with the anode load of 
the voltage amplifier, reducing thc gain and increasing the distortion 
of the stage. A high value will, however, increase distortion due to 
grid current when the output valve grid approachcs zcro volts, and 
a compromise of 470 kO has been taken. A suitable value for the 
coupling capacitor is 0·05 p.F. 

The output impedance of the triode valve and its load resistance 
will assist in 'damping' the effect of grid current of the output stage, 
so that a relatively low anode load for the triode is preferrcd. This 
will also help to maintain high frequency response, 100 kO being a 
reasonable value. Allowing 47 kO for the decoupling resistor, the 
d.c. load of the triode is 147 kO and the dynamic load about 80 kO. 
The performance of the triode stage can now be assessed, using 
the anode characteristic. (The triode is similar to one section of 
an ECC83 valve.) 

As the expected stage gain is around 50, and the output stage 
requires an input of 3 · 2  V, the input to the triode will not exceed 
about 0·06 V r.m.s. The valve may therefore be operated close to 
the -I V grid line. 

Graphical analysis gives a working point of 165 V at the anode 
and a current of O · g  mA, when the bias is - 1 , 3 V. The cathode 

resistor is b:� X 1 ,000 = 1 ·6 kO, which can conveniently be the 

standard values of 1 · 5 kO in series with lOO 0, the latter resistor 
permitting series feedback to be applied from the output trans
former secondary (see Fig. 10.1). The stage gain is then only 
slightly below 50. 

Frequency Response 
The high frequency response of the triode stage depends upon the 
sh un t ca pacitances which are:-

Vla_, 
V2C_k' c2. c3 
V2 Miller effect 
Strays 

Total shunt 

2 · 5  pF 
10·0 pF 
21 ·2 pF 
1O · 0 pF 

43·7  pF 
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'rhe Miller elfect for V2 is calculated from C._a (I + A). C,_. is 
0 · 4  pF so that Cg_a(l + A) is 0 · 4  X 53 = 21 · 2 pF. 

The response is 3 dB down when the reactance of the total shunt 
capacitance is numerically equal to Ta> RL and RG all in parallel 
(which is the same as Ta in parallel with the dynamic load). At the 
chosen working point Ta of VI is about 70 k12 and the dynamic 

. 70 k12 X 80 k12 . 
load IS 80 k12 and 70 k12 + 80 k12 = 37 k12. AssumlOg the shunt 

capacitance to be 50 pF, the table on page 164 shows that the 
reactance of 50 pF will be 37 k12 between 70,000 and ]00,000 c/s, 
which is satisfactory. The output valve produces 4 W with a load of 
7 k12, and E = vWR = 4 X 7,000 = 168 V r.m.S. The input for 4 W 
is 3 · 2  V r.m.s. so that A '" 52. 

The frequency response of the output stage will depend UpOIl the 
design of the output transformer, which is outside the scope of this 
work. It should be mentioned, however, that the output transformer 
is required to develop power in the secondary load (i.e. the loud· 
speaker) and in doing this it may introduce distortion which will 
be added to that introduced by the voltage amplifier and output 
stages. This can be kept sufficiently low in practice by using a large 
core constructed from high quality core material. 

The response of the output valve and transformer can be assessed 
and the high frequency response will drop by 0 · 707 (i.e. -3 dB) 
when Rp = Ta-

The performance of the amplifier may be improved by the applica
tion of negative voltage feedback. 

Negative .'eedback 

It must be borne in mind that the feedback circuit is in parallel with 
the load and will thus draw power, but the loss will not be significant 
if the resistance of the feedback circuit is not less than IO times the 
load resistance, i.e. 150 12 whcn the load is  1 5  12. Taking the triode 
stage gain as being about 50, if the output valve requires an input 
of 3 · 2  V r.m.s, for 4 W output, the input to the amplifier will be 
3 · 2  
50 V Lm.s. or about 0·06 V. An output of 4 W will produce 

'114 X 1 5  or 7 · 75 V r.m.s, when the load is 1 5 12, so that the over

all gain is;.� '" 1 20. If a moderate feedback factor of 5 is adopted, 

the proportion of the output required to be fed back can be calculated. 
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Now {J = 
R, � R2 

and if R,  is lOO 0, R2 can be found to be 2 · 9  kO, 

and 2 · 7  kO is the nearest 5 % standard value. If the gain reduction 
factor is 5, the input for full output will be 0 · 32 V Lm.S. and the dis
tortion will drop to approximately 2 %. Adjustments to certain com
ponent values may be required when the amplifier is tested, but the 
specification for the amplifier has been theoretically exceeded and no 
difficulty should be experienced in meeting the specification in 
practice. An input volume control, in the form of a potentiometer, 
may precede the triode stage and should not exceed 500 kO to avoid 
high frequency loss due to the input capacitance of the valve. An 
input socket carries the signal to the volume control. The performance 
of an amplifier on test is described in Chapter 13. 
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CHAPTER 1 1  

D E S I G N  F O R  A 1 0 W A T T  

A M P L I FIER 

Push-pull Output Stage 98 
Phase SpUtter 98 
Negative Feedback 102 
Baiancina 103 
Voltagc Amplifier 104 

THE single valve amplifier just described, whilst capable of producing 
acceptable quality of sound when used with a good quality, efficient 
loudspeaker, does not warrant the description high fidelity amplifier. 
For an adequate sound level in the home with a loudspeaker of 
average efficiency, an output power of about 10 W is required 
with low harmonic distortion content. 

Push-Pull Output Stage 
A suitable output stage is formed by two EL84 valves in push-pull in 
ultralinear connection. When the screen tapping is at 43 %, this stage 
will give an output of I I  W with a total harmonic distortion of 
O ·  7 % before feedback is applied. When moderate feedback is applied, 
i.e. a gain reduction factor of about 7, distortion can be reduced to 
0 · 1  %. The EL84 application report, page 203, shows that distortion 
increases gradually and smoothly up to maximum power. 

It will also be observed that the current drawn by the stage is 
subject to little variation with power output. The performance as 
regards distortion and current variation can be compared with that 
illustrated on page 202 for a 20 % screen tap connection. The h.t. 
supply line should be about 310 V at 80 mA and 40 mA of spare 
current can be allowed. The input required for full output is 16  V 
r.m.s. grid to grid, or 8 V r.m.s. per valve. 

Phase Splitter 
For a good high frequency response, the preceding stage should have 
a low output impedance and, as the input voltage requirement of the 
output stage is relatively small, a valve with a high amplification 
factor can be used, the 12AT7 (ECC81) being suitable. Using the 
anode follower circuit, feedback can be applied from the output 
transformer secondary to the cathode of the input valve, the phase 
splitter valve having unity gain. 
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Using the anode characteristic for the ECC81 ,  the load resistor 
can be chosen for a compromise between output and distortion, 
allowing 50 V drop in the decoupling resistor. As feedback is to be 
applied to the cathode resistor of the input valve, the resistor must be 
unbypassed. If the whole resistor were unbypassed, the output 
impedance of the stage would rise due to current feedback. A 
compromise can be struck by leaving a relatively small part of the 
resistor unbypassed. The value of the unbypassed section must be 
large enough to permit adequate feedback to be applied. The total 
resistance of the two feedback resistors is shunted across the output 
load, which will be 1 5 0, and should be not less than 150 O. 

The 330 kO grid resistors, the maximum permitted for the EL84, 
are in shunt with the load resistors of the drivers, as are the two anode 
follower feedback resistors. The feedback resistors should therefore 
be of a high value, but the value should be limited to assist in the 
reduction of high frequency loss due to shunt capacitance. A good 
high frequency response will reduce phase shift and instability when 
feedback is applied. 

The bass response depends upon the value of the coupling capaci
tors in relation to the grid resistors. A capacitor of 0 · 05 I'F has a 
reactance of 3 1 8  kO at ID c/s, and is a likely value to a first approxi
mation. 

The phase splitting stage is required to have unity gain, so that the 
feedback will be approximately 100%, and R. will be approximately 
equal to Rs. (see Fig. 1 1 .2). As this stage has a high degree offeedback, 
its performance as regards frequency response and distortion will be 
considerably better than that of the input driver stage which feeds it. 
The output of the phase splitter valve will therefore closely correspond 
to that of the input stage, but with phase reversal. Again due to the high 
degree offeedback, the gain will be substantially independent of valve 
and supply voltage changes and hence will maintain balance over 
long periods. Cl and R, must give a good low frequency response to 
the phase splitter. 

A suitable load resistor for the 1 2AT7 stage is 47 ill, which is 
shunted by the associated output valve grid resistor and the phase 
splitter feedback resistor. If these are both 330 kO, the dynamic 

. 47 x 165 
load to the stage IS 

47 
+ 

165 
kO = 37 kO. The performance can be 

assessed by graphical analysis (see Fig. I I . I). After allowing 50 V 
for decoupling, the 47 kO load line can be drawn from 260 V to 
5 ·  3 mA. The maximum negative grid voltage to avoid grid current is 

- I  · 3  V, and the required output is 8 V r.m.s. As the anticipated 
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gain is about 40, the input swing will be about ! V r.m.s. or 0 · 28 V 

peak, and the minimum bias is - 1 · 6  V. To allow a safety margin, 
-2 V is a reasonable choice at which the anode voltage will be 143 V 
and the anode current 2 · 4  mA. To provide -2 V bias at 2 ·4  mA, 
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FIGURE 11 .1  
Anode characteristic of EeeS3. Line A-8 is  for a load of 4 7  k n, 
when supply is 260 V after decoupling. Dynamic load X-V is 37 kO, 
and the working point is -2 V at 2·4 mA. 

the bias resistor will be 
2
�

4 
kO = 820 O. The dynamic load shows 

that for an input of + I V and -I  V the output will be -37 V and 
+35 V, a stage gain of 36 with about 1 ·4 %  distortion. The imped-

ance of the valve at working point is 
1
2�

5 
kO or 19 kO, and the I'

is 55. If 100 0 is left unbypassed in the cathode circuit, the 
apparent output impedance will be R,,= ra + Rk (I + 1'-) = 19 kO + 
100 (56) or 24 · 6  kO. The gain of the stage with current feedback is 

A = _ I'-RL 
_ 

55 x 37,000 
= 33 ra + RL + RK(I + 1'-) 19,000 + 37,000 + 5,600 . 

100 



-
<:> -

�.: -
" 
" 

3J1� 12",f 
HI-

�1l 
'C 

" 
> .!.  "lJl � 

g 

� 

IOl : l2, 
n . ••• � UI ... 

> L7J . 

le LJ]�, 
" 

lO' 

]20pf 
I) IM 

" " 
10' 

? " >JJn ) 
�m � 

) )13or  

b 1- - : 
IC I---

170 

" 

270 C; UI�"I 

110 Y 

�" r---- " .d �� IRI ::� 
" \... 

L7( ·O�f 

do. 
12prT 

I 
l !  

on 

.JVVU 
IN 

... l1p;r 

Ii H tA.. 

10. 

10. 

<;3 q �A.. 

( f " AS maOE He " E l  .� E l  1 1  
FIGURE 1 1 .2 

Complete circuit of high fidelity 10 watt amplifier with push-pull ultra-linear EL84 output stage. Feedback i s  applied via R.R2. 
and an output of 10 watts is obtained with a total harmonic distortion content of 0 , )  %. A series capacitor and resistor across 
the load of the input amplifier reduces phase shift and increases high frequency stability. A triode connected EF86 low noise 
input stage may be switched into circuit when required, to increase sensitivity. 
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The gain and distortion reduction factor is F � I + A fJ or 

I + 36 x 3�,�OO = I ·  I .  The gain with current feedback can be 

36 
checked as n = 33. The output stage delivers 1 1  W for 8 V 

Lm.s. per valve and 1 1  W output is therefore given by an input to 

the amplifier of 
3
8
3 

or about 0 · 25 V r.m.s. The voltage corresponding 

to I I  W in 1 5  n is V W R, or 12 ·85 V r.m.s., so the overall gain is 
12 ·85 = 51 . 5 0 ·25 . 

--,---MT· 

., 

" 

--,-T_[ 
(a) (b) 

FIGURE ) 1 . 3  
A push. pull amplifier may be balanced by load variation as in (a). 
This arrangement is applicable to the cathode coupled phase splilter 
circuit or to a pair of driver valves, In the case of the anode follower 
sphase splitter, a pre-set resistor enables the feedback to be reduced. 
thus increasing the gain of the anode follower stage. 

Negative Feedback 

If feedback is applied so that the amplifier gain reduction factor is 7, 

7 = I + A{3, i.e. 7 = I + 5 1 ' 5{3 and {3 = 5t5
' about is' If the 

gain reduction factor were made 10, 10 = I + 5 1 ' 5{3 and f3 = 
5
(.5' 
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about 5\3. The unbypassed cathode resistor RI is 100 0, so�that the 

feedback resistor R, can be determined, fJ � 
R, 
�100 and when 

I I fJ � - , R, � 750 0 and when fJ � 5 73' R, � 470 O. In the latter 
8 ·5 . 

case, 100 + R, is 570 0 which will draw little output power from the 
15  Q load. (See Fig. 1 1.2.) 

The anode follower stage feedback resistors have been assumed to 
be 330 kO each and, as the stage gain is relatively high, the gain will 
be close to unity. 

----.-----
.1· 

100 

[] 
OUTPUT 
TRAHSFDIlt-4ER 

FIGURE 11.4 

In both cases shown in Fig. 11.3.  
RI and R2 are equal. Adjustment 
may be made for measured equality 
of the outputs; alternatively any 
unbalance in the output stage may 
be corrected by adjustment for 
minimum signal in the output 
transformer centro tap, using the 
tempomry testing circuit shown 
here. 

With a stage gain of 36 and 100% feedback, the gain with feedback 

is .�� or 0 · 973. The resistor in the grid circuit of the anode follower 

stage will also affect the feedback factor and for these two reasons 
an adjustment to the feedback resistor is required for accurate 
balance, but calculation of the value is rather involved. 

Balancing 

In any event, fOT accurate balance close tolerance resistors would be 
required, so that determination of the value of the required resistor 
by measurement is preferred. Using two nominal 330 kO resistors, 
a 25 kO pre-set variable resistor is placed in series with the feed
back resistor. The variable section can then be adjusted for balanced 
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output at the grids of the output valves, measured by means of a 
valve voltmeter, with a signal of 1,000 cls applied at the input (see 

Fig. 1 1 .3). lt is possible to balance the whole of the push-pull ampli
fier including output valves and output transformer by this means, 
if a resistor of 100 n is temporarily connected in the h.t. supply 
to the output transfonner centre tap, and a sensitive valve voltmeter 
or a headphone is connected across this resistor via two isolating 
capacitors. When a 1 ,000 cls signal is applied to the amplifier, signal 
currents in the resistor should be equal and opposite so that the 
variable resistor is adjusted for minimum signal. If the amplifier is 
balanced in this way, adjustment may be required from time to 
time to compensate for change in output valve characteristics. 

Voltage Amplifier 

When the gain reduction factor is 7, the input for maximum output 
is l '  75 V r.m.s., which is too high for some purposes. If required, a 
further stage of amplification can be added and can be a low noise 
stage such as a triode-connected EF86. The gain of this stage is about 
25, so that the input for maximum output becomes about 0 · 07 V 
(70 m V) r.m.s. Sensitivity could be further increased by using the 
valve pentode connected, when the stage gain could be made to 
approach 200, giving a sensitivity of about 10 mV. In the demonstra
tion amplifier, the first stage is triode connected and can be brought 
into circuit as required by means ora switch. 
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CHAPTER 12 

D ESI GN F O R A 3 0 WATT 

A M P LI FIE R 
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Driver Stage 106 
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Voltage Amplifier 106 
Negative Feedback 108 

FOR large rooms a maximum undistorted power of 25 W or more 
may be required and the output stage may then be push-pull EL34, 
KT66 or KT88 valves. These valves require an h.t. supply of 350 to 
500 V and draw a current of 120 to 200 mA. A suitable power 
supply stage is required and rectifier valves such as GZ34 or U54 can 
be used. Under certain operating conditions it will be noticed that 
the current drawn by the output stage rises as the input increases. 
Unless the regulation of the power supply is good, the supply will 
drop with rise of current, so that the output stage will not develop 
maximum power. In such a case it is necessary to improve the power 
supply regulation and onc method of doing this is to use a 'choke 
regulated' or 'choke input filter' circuit. 

Ultralinear Output Stage 

The application reports show that push-pull KT88 valves in 40% 
ultralinear connection with a supply voltage of 375 V, draw a current 
of 174 mA, which rises to 192 mA at maximum signal. This rise is 
not excessive, so that a full-wave rectifier with capacitor input filter 
is suitable .The stage requires an input of71 V peak grid to grid, i.e. 
35 ·5 X 0 ·707 or about 25 V r.m.s. per valve, for 30 W output at 
I % total harmonic distortion. 

The required input of35 ·  5 V peak represents a relatively high out
put from the driver and this stage must be carefully designed to avoid 
distortion. The grid resistor of the output valve is in parallel with the 
load resistor of the driver, as regards a.c., and reduces the output. 
The grid resistor must therefore he as high as can be permitted, 
but it must be borne in mind that output valves of the type under 
consideration pass a higher grid current rhan valves of the EL84 
type previously considered. When the total of the anode and screen 

power exceeds 35 W, as it does in the present case, the grid 
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resistor is limited by the valve manufacturers to 270 kil, and 220 kil 
is a suitable standard resistor. 

Driver Stage 

A low output impedance for the driver valve will help to reduce the 
effects of grid current in the output stage and low impedance drivers 
can generally be made to give high output voltage without excessive 
distortion. Whilst the l2AT7 has a low output impedance, distortion 
is fairly high for large output voltages and, in any event, even if the 
driver stage gain were in the region of 40, the driver input would be 
nearly I V peak without the application of negative feedback to the 
amplifier. 

The lower impedance valve l2A U7 is more suitable in this case, 
having an output impedance of about 10 kil under usual operating 
conditions and giving a stage gain of about 1 5. An additional stage 
will be required so that the amplifier input with feedback applied 
will be in the region of t V r.m.s., and tlus stage can be brought 
within the feedback loop. In this case the lower output impedance of 
the 1 2AU7, and its relatively low stage gain, are an advantage as the 
high frequency response will be good and phase shift will be small at 
working frequencies. The 12AU7 driver stages can therefore be 
straight voltage amplifiers, and the phase splitter stage can feed the 
drivers, the driver input for full output with a stage gain of 15 being 

25 about 
15 

or I ·  7 V r.m.s. 

Phase Splitter 

This is within the capabilities of any form of phase splitter, and the 
cathode follower phase splitter is frequently used in a circuit of this 
kind. This phase splitter operates with a cathode voltage in the region 
of SO-lOO V, and has a gain of slightly less than unity from input 
to each output. 

Voltage Amplifier 

A further amplifier stage will therefore be required to provide addi
tional gain. If the operating anode voltage of this valve can be 
arranged to be equal to the cathode voltage of the phase splitter, the 
anode of the amplifier may be direct coupled to the grid of the phase 
splitter, which will be self-regulating as to its operating point. The 
direct coupling of these stages obviates one resistance·capacitance 
coupling and hence no low frequency phase shift is introduced here. 
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Complete circuit of high fidelity 30 watt amplifier with push-pull ultra-linear K T88 valves in the output stage. This stage requires 
71 volts peak. grid-to-grid for 30 watts output, so that a pair of low impedance driver valves are inserted between the cadlode 
follower phase spiitler and the output stage. Negalive feedback is applied via R1R2. The output transformer should be of the 
highest quality to avoid introducing distortion and to reduce phase shirt. The usual precautions against instability should be 
taken 10 ensure Ihal lhe amplifier has a sufficient stability margin. 

-

� 



A second 12AU7 double-triode valve can be used in trns position, 
and the resulting circuit is often referred to as the Williamson circuit. 

With the best modern output transformers, the direct coupled 
circuit is not essential as a normal resistance-capacitance coupling 
can be made to operate with little phase shift down to a very low 
frequency, i.e. 1 c/s, due to the high input impedance of trns phase 
splitter. Further, the phase splitter has a very low input capacitance 
so that a low output impedance for the first amplifier stage is not of 
prime importance. A valve such as the 12AX7 can therefore be used, 
with its rngh gain and low distortion, resulting in a more sensitive 
amplifier. 

Further variations are possible using a 12AT7 anode follower 
phase splitter, similar to that described in the 10  W amplifier of 
Chapter 1 1 ,  or alternatively a cathode coupled phase splitter. 

Negative Feedback 

Negative voltage feedback can be applied from the output trans
former secondary to the first amplifier valve cathode and, if the gain 
reduction factor is made to be 10, the amplifier will deliver 30 W 
with a total harmonic distortion of 0· 1 %, distortion at lower power 
outputs being less than this figure. This standard of performance can 
be regarded as virtually perfection. Stability and transient response 
should be thoroughly investigated and, if circuit changes can im
prove the performance in these respects, such improvements would 
have a more noticeable effect on sound output than would some 
increase in distortion over the figure quoted above. 

The need to ensure that the output transformer is of high quality 
is again emphasized and, in an amplifier of this type, considerable 
care in design must be taken to avoid unwanted effects. The primary 
inductance must be high enough to give a good low frequency re
sponse and the core must be adequate to keep down distortion at low 
frequencies. High inductance and high power rating imply a large 
primary winding on a substantial core, so that the transformer will 
be large. Trns increases the problem of keeping down leakage in
ductance and stray capacitance, which affect the high frequency 
performance, so that special core material, such as C core, can be 
justified as this reduces core size and hence the amount of wire in the 
windings. 

Various other devices are employed by transformer manufacturers 
to improve performance, and figures for primary inductance (rngh), 
primary resistance (low), self-capacitance (low), leakage inductance 
(low) and distortion at maximum rated output (low) should be 
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examined. A useful indication of the suitability of the transformer for 
a feedback amplifier is given by noting the frequency at which the 
self-capacitance combines with the leakage inductance to form the 
secondary 'resonance', This frequency should be as high as possible, 
preferably 100 kcfs or more. (Ref. l .  Page 159). 

Feedback can be applied to the unbypassed cathode resistor of 
Ibe first valve, but this cathode resistor can be in two sections, as 
described for the case of the to W amplifier. The value of Ibe resistors 
for the required feedback factor is calculated by using Ibe formula 
F = I + AfJ. A 'step circuit' across the anode load of the first stage 
will almost certainly be required to reduce phase shift at high fre
quencies (see Chapter 13). 

The output valves and the rectifier valves operate at a high bulb 
temperature and must be adequately spaced from each other and 
mounted on the chassis in a position where there is good ventilation. 
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CHAPTER 13 

T E S T I N G  A M P L I F I E R S  
Test Equipment I I I  
Power Output Measurement I t I 
Frequency Response Test 1 12 
Feedback Measurements 1 1 2  
Square Wave Test 1 1 3  
Dummy Loudspeaker Load 1 14 
Soak Test 1 1 7  
Oscilloscope Displays 1 1 7  

THE ultimate test of high fidelity equipment is whethcr it can rc
produce sound so faithfully that the ear cannot distinguish between 
the original and the copy. In the home, the number of cases where 
this is possible is vcry small. The normal loudspcaker system 
radiatcs sound in a certain directional pattern, which will correspond 
with that of a very limited number of original sound sources. The 
sound might consist of two sources, such as piano and violin, and for 
accurate reproduction two amplifier channels and two suitable 
loudspeaker systems might be devised. As the number of sound 
sources increases, the complexity of such a system would increase 
and quickly become impractical. Whilst two or three performers 
might be present in an average room in the home, a small orchestra 
could not be accommodatcd, still less a full symphony orchestra. At 
the outset, therefore, it is clear that completely faithful reproduction 
of the original sound is not possible in the ordinary way, and all that 
can be achieved is a satisfactory compromise. The use of two channels 
in stereophony is an attempt to overcome some of these difficulties. 

Thcre is no standard by which a compromise can be judgcd, as this 
is largely a matter of personal prefercnce ; the aim of high fidelity 
reproducing equipment is to produce sound which gives a satisfactory 
imprcssion of the original. So far as the high fidelity amplifier is 
concerned, any audible distortion it introduces will render the result 
less satisfactory. Theoretically, the amplifier should provide equal 
amplification for sounds of all frequencies from 20 to 20,000 c/s. 

It has been stated that speech and music may be considered as 
being represented by a large number of sine waves added together. 
The tonal quality of different instruments sounding a note of the 
same fundamcntal pitch, say middle A, 440 c/s,isduetothepresenceof 
'overtones' or 'harmonics' which are whole number multiples of the 
fundamental. Thus the twentieth harmonic of A (440) is 8,800 c/s. 
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If a very large number of harmonics are added in the correct 
proportion to the fundamental, the resultant wave shape becomes a 
square and in this case, theoretically, the rise time from zero to 
maximum is zero. A good amplifier should be able to reproduce such 
a waveform with a high degree of fidelity, the rise and fall occupying 
a very small period of time and the top of the square wave being ftat 
and parallel with the base line. As the square wave contains very 
high order harmonics, which affect the 'squareness' of the corners, 
an extended high frequency response is required for faithful repro
duction of this shape and much useful information can be obtained 
by square wave testing. 

Test Equipment 

The essential equipment required to test an amplifier is a sine and 
square wave audio frequency generator. an oscilloscope for visual 
examination of the reproduced waveforms, and an a.c. voltmeter to 
measure power output and frequency response. The voltmeter 
should be accurate over the required frequency range, and a valve 
voltmeter is the most satisfactory type. A device for measurement 
of distortion is also very desirable. A high resistance D.C. voltmeter 
is used to check the h.t. supply voltage and the voltages at the valve 
anodes, screens and cathodes. 

Power Output Measurement 

Taking the case of the simple amplifier described in Chapter 10, the 
first test is to ascertain whether the power output anticipated is 
obtainable. The amplifier, with its feedback line disconnected, is 
loaded by means of a resistor equal to the nominal loudspeaker 
impedance and rated to carry the power output. A 1 5  n, 10 W 
resistor is suitable, across which is connected the voltmeter and 
oscilloscope. (Appendix 1 gives a table of power output related to 
r.m.s. voltage when the load is a 1 5  n resistor.) 

The signal generator is set to 1 ,000 cls and connected to the input. 
The calculated input for maximum output is 0·06 V so that the 
input can be set at 0 ·01 V and gradually increased, the power out
put and wave shapes being noted. If a distortion meter is available, 
the distortion can be measured at various power outputs. The 
distortion may also be observed by the departure of the waveform 
shape from a pure sine wave as the power output approaches maxi
mum. (See Fig. 13.2.) 

The power output at low and high frequencies, say 50 cls and 

10,000 eis, should also be aseenained. The performance at these 
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frequencies should be equal to that at 1 ,000 c/s, and will be so in the 
case of tbe best high fidelity amplifiers. 

Frequency Response Test 

Next the frequency response may be measured at a nominal output 
less than maximum. When the load resistor is I S  n, 4 V, is a 
convenient reference, corresponding to about I W. The input at 
1 ,000 c/s is adjusted until the voltmeter reads 4 V, and the input 
frequency is then raised until a frequency is reached at which the 
output voltage is reduced by 0'707, i.e. to about 2 · 8  V;  the response is 
then -3 dB. Wben the output is halved, 2 V, the response is -6 dB, 
and it drops a further 6 dB each time the output reading is halved. 

A similar test is then carried out at low frequencies and, from the 
results, a frequency curve may be drawn. The frequency response 
should then be checked at maximum rated output, when the result 
should closely approximate to that obtained at I W aver the range 
20 c/s to 20 kc/so 

Feedback Measurements 
The effect of feedback can now be measured. With the signal genera
tor at 1 ,000 c/s and the output at 4 V, the feedback line is re
connected. Tbe drop in output is noted, and the gain reduction factor 
is obtained by dividing 4 by tbis voltage. This factor may be expressed 

in decibels if required, and is 20 IOg10 ( 4 
d' ) . 

new rea mg 
The power outpu t can also be checked and a frequency response taken. 
The application of feedback will introduce the possibility of the 

amplifier becoming unstable owing to pbase shift. It should be 
ascertained that the amplifier is stable without feedback, as if it is 
not, faulty smoothing or decoupling is indicated. The ampliJier may 
be stabilized at low frequencies by using an improved output 
transformer, reducing feedback, or altering the values of the coupling 
capacitors. In some cases it may be necessary to use a 'step circuit' 
consisting of a capacitor and resistor in parallel, in series with a 
grid coupling capacitor. In this case the capacitor can be about 
one-tenth the value of the coupling capacitor and the value of the 
resistor found by trial and error. 

High frequency stability can be improved by means of a step 
circuit, consisting of a resistor in series with a capacitor connected 
across the load resistor of the Orst voltage amplifier within the 
feedback loop. The value of this resistor will usually be about 
one-tenth of that of the load resistor, and capacitors in steps of 
50 pF from 50 pF to 350 pF can be tried to obtain best results. 
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Square Wave Test 

The square wave performance can be observed by injecting a 
1,000 cls square wave so that the a.c.-voltmeter reads about 4 V, 
deviation from a 'flat top' showing a loss or increase in low frequency 
response and rounding of the corners showing a loss of high fre
quency response. (The waveforms of Fig. 13.4 show the improve
ment in response brought about by negative feedback.) The square
wave test shows up overshoot and ringing, due to the output trans
former, apparent as a 'pip' on the leading edge of the square wave, 
followed by a damped sine wave, which in some cases may persist 
along the whole of the top. 
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FIGURE 13.1 

Frequency response of lO watt amplifier with no negative feedback, 
and feedback of 10, 20 and 26 dB. The 10 dB feedback response 
can be compared with the theoretical requirement of Fig. 7.1. As 
feedback is increased, 'humps' appear at the extremes due to phase 
shift and instability may result, as in the case for 26 dB feedback 
where oscillation occurs at t 3.5 Kc/s. 
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It is instructive to increase the feedback temporarily beyond tbat 
selected for normal operation, by reducing the feedback resistor 
until instability occurs (see Fig. 13.1). Any modifications required 
for stability can then be made and the feedback further increased. 
The increase in feedback before instability occurs expressed in 
decibels, is sometimes quoted as the 'stability margin' and a margin 
of 10 dB or greater is normally accepted as satisfactory_ 
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When any necessary changes have been made, the frequency 
response and power output should be checked to ensure that the 
performance is still satisfactory. 

Dummy Loudspeaker Load 

The high fidelity amplifier is required to operate a loudspeaker 
system, whereas the tests have been carried out with a resistor load. 

<a) 

<b) 

(c) 

1 14  

FIGURE 13.2 
(a) 1,000 c/s sine wave test signal. 

(b) Sine wave with the addition of 20 % second harmonic. 

(c) Sine wave with 20 % second harmonic with 90° phase shift. 



(cl) 

(b) 

FIGURE 13.3 
(u) Sine wave output of 10 watt amplifier at 10 watts showing onset 
of distortion. 
(b) Sine wave output of 10 watt amplifier at 1 1  watts showing 
considerable distortion. 

A 'dummy load' roughly equivalent to a loudspeaker should now be 
used to replace the resistor, and the I,(X)() c/s square·wave test 
repeated (see Fig. 1 6. 1 ). Some further adjustment may be found 
necessary to ensure satisfactory wave shape and stability with this 
load. 

The amplifier with its input short-circuited or the input volume 
control set at minimum may now be connected to a loudspeaker. 
There should be no audible sound from the loudspeaker, when 
listening in a quiet room at a distance of 1 foot. Three types of 
sound may be heard : 

Hum at 50 and 100 c/s, due to inadequate smoothing or decoupling, 
faulty heater to cathode insulation in a valve Or hum pickup from the 
mains transformer or outside source. 

Hiss. which may be due to resistor or valve noise. 
Intermittent crackling, due to a faulty component or connection. 

(Chapter 14 may be referred to for notes on hum and noise.) If the 
amplifier produces no noise when the input control is at minimum, 
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«(I) 

(b) 

(c) 

1 16  

FIGURE 13.4 

(a) 1,000 cJs square wave test signal. 

(b) Square wave output of 10 watt amplifier without feedback. The 
slope of the horizontal lines indicates limitation of bass response and 
the rounding of the leading corners, limitation of treble response. 
The appearance of the vertical lines, hardly visible in (a), indicates 
that the amplifier does not immediately respond to sudden signal 
changes, i.e. transients. 

(c) Square wave output of 10 watt amplifier with 1 5  dB feedback, 
showing improvement in bass and transient response. The high 
frequency response is improved but there is overshoot at the leading 
corner with slight ringing, due mainly to the output transformer. 



the control should be increased to maximum without input connec
tion, but with the input connector adequately screened. In sensitive 
amplifiers, some hiss due to the first voltage amplifier stage may be 
apparent, and, if the a.c. voltmeter is sufficiently sensitive, the noise 
output may be measured. An output of hum and hiss 80 dB below 
maximum output is virtually inaudible in a quiet room in the averagc 
home. 

Soak Test 

The amplifier should be left in operation for five hours, and at the 
end of this time, switched off. All components, except valves, should 
be not more than comfortably warm to the touch. Resistors operating 
close to rating may become quite hot, but may continue to operate 
for a considerable period notwithstanding. If maximum reliability is 
required, components showing undue temperature rise should be 
exchanged for higher ratings. 

Oscilloscope Displays 

Figs. 13.2-4 show typical oscilloscope waveforms encountered In 

amplifier testing. 
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CHAPTER t4 

A M P L I F I C A T I O N  F R O M L O W  

V O L T A G E  S O U R C E S  

Noise 1 t 8  
A.C. Hum 1 1 9  

THE main amplifier circuits discussed have been considered on the 
basis that the input signal will be in the region of I V r.m.s. A 
number of sources will provide a signal which is less than I V, 

the lowest signal input met in practice being that from a ribbon 
microphone, which is normally matched to a low impedance line 
terminated by a step-up transformer. Here the output may not 
exceed I mY. To amplify this signal to I V requires a gain of 
1,000. This is within the capability of two valve stages, which can 
readily be made to give individual stage gains of 33·3. 

Noise 

When the signal is small it is difficult to keep the noise produced by 
the amplifier to a value which will give an acceptable signal-ta-noise 
ratio. A satisfactory signal-to-noise ratio may be taken to be 60 dB 
(i.e. the noise signal is equal to one-thousandth of the signal voltage), 
and on this basis, if the signal is 1 mY, the maximum permitted 
noise figure is I p.V. 

Noise originates from a number of sources, which include thermal 

agitation in resistors and valve noise. The additional electrodes in 
pentodes cause 'partition' noise, so that a triode is usually preferred 
for the first stage of a low noise amplifier. If the gain of the first 

stage exceeds 20 times, the signal-to-noise ratio of the whole ampli

fier will be virtually that of this stage, so that this stage alone needs 
special consideration. 

In this stage, all resistors associated with signal circuits should be 
special low noise types, generously rated when carrying current. The 
valve current and the anode load should be kept as low as possible, 
consistent with a satisfactory performance, and the grid resistor value 
selected to suit the input source. The noise produced by individual 

valves of the same type can vary and i n  some cases it may be necessary 
to select a low noise sample from a batch. Under normal working 

conditions the EF86 valve, pentode connected and used with an 
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anode load of 100 kO, will produce in its output a noise voltage 
equivalent to an input of 2 fL V when the supply voltage is 250 V. 

A.C. Hum 

When the valve heater is operated from an a.c. supply, hum will 
appear in the cathode. This may be reduced, however, by returning 
the heater supply to earth via the slider of a potentiometer connected 
across the heater supply and adjusted for minimum hum. (See Fig. 

-� 
- - - -

$ 
6·3V  WINnlliG ON \00' [ M.i.IN� 
TRANSFORMER 

(a) (b) 
FIGURE 14.1 

(a) A pO{cllfiometer connected across the heater a.c. supply, with 
slider connected to earth, can be used to balance the hum signal 
induced into the valve cathode. 

(b) Improved filtering of ripple from the h.t. supply by double 
docoupHng, i.e. the use of two RDCn filter sections. When a very low 
noise level is required, the dccoupling capacitor CD connected to 
the load resistor RL is a paper type rather than electrolytic. 

14. la. ) A good quality valve-holder is required, as leakage and 
capacitive coupling between the valve pins will introduce considerable 
hum. Hum may be introduced into the stage in other ways and par
ticularly through an inadequately decoupled h.t. supply. Considerable 
filtering may be needed to bring hum from this cause down to a level 
which permits the signal-to-noise ratio of 60 dB to be obtained, and 

double decoupling is often used. (See Fig. 14.1b) 
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lOOP lOO� 

-�=----
(a) (b) 

flCURE 14.2 

(0) Earth loops in the signal circuits of a sensitive amplilier stage 
into which hum can be induced by a mains transformer. 

(b) Such loops can be avoided by usini: a single earthing point and 
placing components together to close the loop. 

Hum may also arise if the valve is operated in the magnetic field 
of a mains transformer. The grid circuit of the valve is sensitive to 
electrostatic hum pickup which can he prevented by adequate metal 
screening. 

It should be remembered that a microphone transformer connected 
to the grid circuit is particularly sensitive to hum pickup from the 
mains transformer due to magnetic linkage, and high quality 
magnetic screening (e.g. mu-metal) and orientation of the core may 

MOIOR - - - - -- - - -
I 
I 
I lOO� 
I 
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FIGURE 14.3 
A loop caused by indiscriminate earthing may not always be imme· 
diately apparent. ]n the above example the loop may be broken by 
omittin, tbe earth connection between the gramophone piekup and 
the motor. 

he necessary. Whenever possible, a microphone transformer should 
be at least 3 feet from a mains transformer. 

One other source of hum in sensitive stages which requires special 
consideration is that of earth loops formed by the wiring and circuit 
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components, into which the mains transformer can induce a 50 cls 
signal. Examination of Fig. 14.2 shows that a number of loops 
formed by earth returns are possible. These can be minimized by 
earthing to a common point, preferably on the valve-holder, and by 
keeping components forming loops close together and parallel to 
each other. A loop can be formed if insufficient care is taken in the 
connection of screened leads, particularly in the grid circuit, and by 
the haphazard provision of external earth connections (see Fig. 1 4.3). 

Where absolute freedom from hum is necessary, the first stage can 
bc built into a separate, completely screencd chassis well away from 
a.c. fields, and the valve-heater supplied from a d.c. scource. Double 
decoupling of thc anode circuit will usually cnsurc that the h.t. 
supply is sufficiently free from ripple. A practieal layout which avoids 
earth looping is shown in Fig. 18.2, Chapter 18. 
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F R E Q U E N C Y C O R R E C T I O N  
AN D T ON E  C O N TR O L 
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Steep Cut Filters J 28 
Volume Control 129 

IN the case of a microphone, the frequency response is la ken to be 
'Haf, although in some cases when the microphone is operated close 
to a sound source, i.e. less than 2 feet, the bass becomes accentuated. 
A modification of the frequency response is then required, and is 
almost invariably necessary when the input source is a tape head or 
magnetic gramophone pickup. Provided the departure from a level 
response is known, a network can be designed so that the overall 
response is 'flat'. 

Frequency Discrimination 

In any amplifier it is possible to reduce the amplification at high or 
low frequencies. For example, the bass response may be reduced by 
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(a) 
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fiGURE 15.1  
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(0) Amplifier stage with divider RIR2 in the output circuit. The 

overall gain is reduced by the factor -R 
R, 

R 
. In the example. the 

1 + 2 
. .  50 

10 k 
gllln IS x 10 k + 220 k � 2 · 2

. 

(b) Boost and cut at the maximum slope of 6 dB per octave can be 
obtained by introducing series or parallel capacitors into the divider 
network:. Cl bass cut; C2 bass boost; Cl treble boost; C4 treble cut. 



decreasing the capacitance of the coupling capacitors, and the treble 
response may be reduced by increasing the shunt capacitance at the 
output of a stage by connecting a capacitor from the anode to earth. 

An increase in response can only be obtained (without resorting to 
resonant circuits) by reducing the gain at all frequencies other than 
that required to be 'boosted'. Naturally this entails a loss in ampli
fication. 

As several differing responses are usually required for various 
purposes, it is often necessary to add a valve stage, the stage 
providing the gain required for boosting. Various responses can be 
obtained by lise of a variable resistor or by bringing into circuit 
various capacitors connected to a selector switch. The basic circuit 
is that of Fig. 1 5. 1 (0). If the valve gives a gain of 50, the divider R "  R, 

will reduce the gain to R 
R, 

R X 50. , + , 
The frequency response of the stage can be altcrcd by . placing 

capacitors in series or parallel with R, and R" as in Fig. 1 5. I (b). The 
maximum boost will be obtained when the impedance of the upper 
limb becomes insignificantly small compared with the lower limb. 
Thus, when a capacitor is connected in series with R2, the reactance 
of the capacitor becomes high at low frequencies, e.g. a 0 ·001 /-,F 

., ., 

" " 

'3 c ,  

(a) (h) 
FIGURE 15.2 

(a) A circuit providinllt boost of low frequencies. The maximum 
boost can be limited by R3. 

(b) The boost can be made variable if R3 is a variable resistor. 

capacitor has a reactance of 3 ' 1 8  Megohms at 50 c/s) giving bass 
boost. By choosing appropriate values for the resistors, the required 
degree of maximum boost can be obtained and, by choosing the 
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correct value capacitor, the frequency at which the boost commences 
can be set. 

It must be remembered, however, that as the reactance of a 
capacitor doubles when the frequency is halved (Le. drops one octave) 

c, 

(Cl) 
(a) Variable bass boost and cui with central 'flat' position, controlled 
by a single potentiometer. 
(b) Complete lone control with variable bass and treble, boost and 
cut with flat central position, using two pOlenliometers (circuit due 
to P.O.A.H. Voigt). 

the maximum boost which can be achieved is 6 dB per octave. It is of 
course possible to increase the boost by using a second divider 
network, when the rate of change becomes 12 dB per octave, but this 
entails a further loss of gain. 

In cases where a slope greater than 6 dB per octave is required, 
a resonant circuit can be used, but steep slopes are seldom required 
in high fidelity reproduction, except for filtering (see page 128). 

The boost is sometimes required to be limited, in which case the 
capacitor may be shunted by a resistor so that at a selected frequency 
further increase in reactance does not affect the response (see Fig. 
15.2(a» . 

In a similar way, a series capacitor can be introduced into the upper 
limb of the divider to give bass cut, whilst parallel capacitors con
nected across the upper and lower limbs of the divider will give 
treble boost and treble cut respectively. Again, the limit of boost and 
cut can be set by the introduction of limiting resistors. 

Frequency Correction 
A predetermined degree of boost or cut of treble or bass by selection 
of appropriate resistors and capacitors is called frequency correction. 
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A typical case for frequency correction is where a I.p. record 
is played by a magnetic pickup. Assuming a perfect pickup, the out
put will be in accordance with the intemational l.p. characteristic to 
which all modern micro groove records are made. The frequency 
correction required is the inverse of this characteristic, shown in 
Fig. l 5.5(a), and is made up of (I) a treble cut circuit, (2) a bass boost 
circuit and (3) limitation of the bass boost at very low frequencies. 

As frequency correction operates by reduction of gain, it is 
preferable to reduce gain by negative feedback so that distortion will 

be reduced and the basic frequency response improved. As feedback 
is applied via a resistor, the circuit can be made frequency discrimi
nating by including capacitors in series or in parallel with the 
resistors. It must be borne in mind that boost is then obtained by 

the reduction of feedback giving increased gain, and at frequencies 
where feedback is virtually removed, reduction in distortion will 
not be obtained. 

lOD( 

·25,..f 

100 K ' I 
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-

Iq 
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(a) 

� 
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lOOK IM.LlN. 10H 

100 P F 

sm LtH.C.T. 
TUBlE 

(b) 

FIGURE 1 5.4 

(a) Gain can be reduced by the parallel feedback circuit and is unity 
when the feedback resistors are equal. Feedback is varied by intro
ducing capacitors and can be controlled by potentiometers. RI = R2 
�IOOkn 

(b) A complete tone control circuit for bass and treble, boost and 
cut, with two linear potentiometers. (Circuit due to P. 1. Baxandall.) 
This circuit provides approximately 20 dB boost and cut at 20 and 
15,000 c/s. (Ref. 4. page 159). 

A useful method of applying feedback to a single stage is the 

parallel feedback circuit of Fig. 1 5.4(a) . Here the gain is nearly ;� 
when the normal stage gain is high, and when R, = R" the stage 

gain is nearly unity. Frequency correction is obtained by placing 
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capacitors in series or parallel with R, or R, in  the manner already 
discussed. 

08 

Thus the international l.p. characteristic is given by the circuit of 
Fig. IS.S(b). It must be noted that the input impedance of this stage 
is virtually that of the input resistor, and this must be taken into 
account when the design of the preceding stage is considered. 
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10.0.0.0. 10..0.0.0. 
(b) 

fiGURE 15,5 
(a) Reproducer frequency re�ponse required to give level OUtput 
when a modern 33 or 45 Lp.m. gmmophone record is played with a 
constant velocity pickllp. This response can be expressed as a time 
constant in microseconds: top cut 75, bass boost 318, bass limita· 
tion 3180. 
(b) Parallel feedback circuit for intcrnational l.p. correction. When 
Rz is 330 kn, the gain with feedback and before correction is 
approximately 3 - 3 . Due to interaction of the component parts, the 
values may be calculated as follows: 

RI = 12'4 Rz = 12·4 x 3JO kn = 4 · 1  M ohms 
- 2940 29� 

= 718 pF Cl in pF -- R,(MO) 4 . 1  
_ 8 1 ' 2  8 1 · 2  e2 iO pF 

= R2(MO) = 0-3] -- 246 pF 

Usingslandard 5 %  values, RI "" 3 · 9  MO, Cl = 500 pF + 220 pF, 
C2 = 250 pF. 

r± � -.. 
0 

-

FUlther, the frequency correction circuit will not operate correctly 
unless the impedance of the preceding circuit is low compared with the 
input resistor, i.e. not greater than one tenth. 

A standard characteristic for 7t i.p.,. tape is the C.C.J.R. curve 
shown in  Fig. IS.6(a). The input from the tape head is low, usually 
about 5 mY, so that a low noise amplifier is required for a good 
signal-ta-noise ratio. The triode has a low output impedance suitable 
for preccding a parallel feedback corrector circuit. The characteristic 
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d B  

cl' 
(a) 

FIGURE 15.6 

(b) 
(0) C.C.I.R. 7! Lp.s. tape characteristic which can be expressed as a 
time constant of 100 microseconds. A bass boost circuit is required 
for correction. 

(b) A low-noise triade amplifier gives amplification and provides a 
low output impedance preceding a parallel feedbad.: corrector, 
giving bass boost. 220 It O  X 470 pF = 100 ""secs. 

can be expressed as a time constant. The product RC, in megohms 
and picofarads, equa1s the time constant in microseconds. The 7} 
i.p.s. tape C.C.T.R. characteristic is 100 microseconds which is given 
by a Re combination such as 0 · 2  MO and 500pF (220 kO and 470 pF 
for standard values) as shown in Fig. 1 5.6(b). 

The frequency correction stage can include a number of correction 

I 

0 --- 8 1 M  Il;>F 'O'�F 

I mK ·O.'�; 12AT1 
/ ----

0 - llM 

'-J. I 6BOK 
-, 

-, : . � I / -
0 -1 ,0 10 30 10 100 10� 3�� 10� cl' 

(a) (b) 

FIGURE IS.7 

(a) Typical high pass filter frequency response to avoid low fre
quency noise and to improve decoupling at low frequencies. (b) Circuit to produce response (a) (due to P. J. Baxandall). 

·OOlpF 

11� 11 
K M 

circuits for various purposes brought into operation by means of a 
switch. The inputs can be brought into circuit by means of a second 

switch and the two switches coupled for single control operation. 
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Tone Control 
It is desirable to be able to modify the low frequency and high 
frequency response of an amplifier, to adjust tonal balance. For this 
purpose a separate tone control stage is normally included in an 
amplifier and it is convenient to provide two controls, one for bass 
response and the other for treble response, each having a flat or 
unmodified response in its central position. The circuit is then arranged 
so that clockwise rotation of either control gives an increasing degree 
of boost and anticlockwise rotation an increasing degree of cut. 

Either thc divider circuit (called passivc) or the fccdback circuit 
can bc used. The development of suitable circuits is traced in Fig. 
1 5.3 for the passive casc and Fig. 15.4 for thc feedback case. 

Steep Cut Filters 

Whilst high fidelity reproduction normally requires a wide frequency 
range, ideally 20 cls to 20 kcls, in some instances a wide rcsponse will 

1 CUT GFF �Kc/s 

Z CUT OFF 7-5(c[5. 150K 3JI 
3 fLAT 2W '05IJF °it-b.OPf 8-2M 

10 'I. 
-01 pr 11 Er BD 

Ul m 1001 -f-----
-

= _ -25,f 100 -.- --------12 ; 1 , 22 f-.T pf 
SO"r 220 5!10K1 �� 6BOpF tP[ HM 'D1� � 

FIGURE 15.8 

02 8 

Circuit to produce a low pass filter with a cut-off rate of 18 dB per 
octave above a frequency determined by component values. The 
cut-off frequency can be changed by switching alternative capacitors 
into cirx::uit. and the low pass filter can be combined in the same 
stage as the high pass filter. (Circuit due to P. 1. Baxandall.) 

pass unwanted low and high frequencies such as turntable rumble 
and gramophone record scratch. In these cases, the loss of quality 
due to restriction of the frequency range may be less important than 
the annoyance caused by the unwanted signals. Restriction of the 
high frequency range can best be achieved by inclusion of a low pass 
filter circuit, and restriction of low frequencies by a high pass filter. 
These filters enable the high frequency and low frequency loss to 
exceed 6 dB per octave. 
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Complete control unit incorporating circuits discussed. VI low noise triode amplifier stage. V2 pentode corrector for switched 
charac teristics for international I.p., C.C.I.R. 7+ Lp.s. tape and radio. The corrector switch is coupled to the input switch, 
connecting high quality low sensitivity pickup, tape head and radio tuner. VJ tonc control stage, unit)' gain. V" cathode follower 
coupling volume control. Vs high pass filter. This control unit will give an output sufficient to drive the 10 watt amplifier at 
input 2. 



Whilst the required response can be obtained by the use of resonant 
circuits, a feedback circuit requiring only resistors and capacitors is 
preferable, such as that illustrated in Figs. \5.7 and \5.8. 

Such a circuit can be arranged to operate for several predetermined 
bandwidths by switching suitable capacitors into circuit. (Ref. to 
page 1 59.) 

Volume Control 

A combination of the circuits discussed can be constructed as a 
control unit, used remotely from the main amplifier and provided 
with suitable controls. A volume control is introduced into the circuit 
in the form of a potentiometer. The 'placing' of this control in the 
amplifying chain must be carefully considered. The gain of the whole 
amplifier must be such that there is sufficient reserve to enable the 
smallest anticipated input signal to produce maximum power output. 

FIGURE 15.9 
Potentiorneters are supplied 
in various gradings, and tone 
controls sometimes require a 
Iinearcurveso that resistance 
is proportional to rotation. 
Volume controls are usually 
of the log type, the resistance 
curve of which is illustrated 
above. 
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When the input signal is very small, the signal-ta-noise ratio will 
be at its lowest, and background noise may be considerable. If  the 
volume control is placed at the input terminals of the preamplifier, 
the background noise is not reduced even when the control is set at 
zero. As the noise is mainly that of the first stage, it can be reduced 
with gain if the control is  placed after the first or a later stage. It must 
be remembered that if  there is a reserve of gain, after one or two 
stages of amplification, there is the possibility of a valve being 
overdriven, thus causing unnecessary distortion. The volume control 
may therefore be placed after a stage where the output, with highest 
input signal and highest gain, does not exceed about 1 V r.m.s. 

The volume control is usually graded logarithmically so that there 
is greater latitude of setting at low volume levels (see Fig. 15.9). The 
potentiometer is then referred to as a 'log' control. 

130 



Verso Filler Page♦ ♦

http://en.wikipedia.org/wiki/Verso


CHAPTER 16 

T H E  A M P L I F I E R A N D  

L O U D S P E A K E R  C O M B I N A T I O N  

Loudspeaker as a Load 131 

Effect of Loudspeaker upon Amplifier Perfonnance 133 
Damping 134 

Low Frequency Response 135 
High Frequency Response i3S 

THE performance of a high fidelity amplifier has so far been considered 
when operating into a resistive load. This type of amplifier will be 
required to operate a loudspeaker and the complicated nature of this 
as a load has been mentioned. 

Loudspeaker as a Load 

Fig. 16.1 shows an equivalent circuit of a typical 1 2-inch loud
speaker unit and Fig. 16.2 shows its impedance over the audio 
frequency range. The equivalent circuit shows that the reactance is 
capacitative at some frequencies and inductive at others. 

An amplifier should therefore be finally tested with a 'dummy 
load' built to the circuit of Fig. 16.1 and its performance checked 
particularly with regard to stability. The matter may be further 
complicated by the use of two or more loudspeakers, with a crossover 
filter which restricts the high frequency response of the bass unit and 
the low frequency response of the treble unit. The equivalent circuit 
ofthe loudspeaker might then appear as Fig. 16.3. 

Whilst distortion has been considered in terms of the percentage 
of various harmonics of the fundamental present in the output, 
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fIGUR£ 16. t 
Appro�imate equivalent 
circuit of typical 12-inch 
moving coil 1oudspeaker. 
100 is the DC resistance 
of the coil, and 1 mH the 
inductance of the coil. 

harmonics do not in themselves produce distortion and are com
ponent parts of natural musical sounds, pure sine waves being 

produced only by a signal generator, a tuning-fork and perhaps a 
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The impedance curve of a typical 12-inch loudspeaker Quoted as 
IS n at 400 e/s. Bass resonance at 32 e/s. 

lightly blown /lute. The measured harmonics are in fact an indication 
of the non-linearity of the amplifier, the audible 'unpleasantness' 
being due to intermodulation tones produced when two notes with 
their harmonics are reproduced simultaneously. Intermodulation 
tones thus produced are not whole number mUltiples of the funda
mentals and cause unpleasant interference with the original sounds. 
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Approximate equivalent circuit of two loudspeakers with cross-oyer 
filter sharing the signal between bass and treble unils. 

Thus a more realistic method of measurement of distortion is the 
intermodulation method, and I.M. figures are given in some of the 
application reports in the Appendix. 
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In practice, fortunately, most well-designed amplifiers which show 
up well on resistive load test with low harmonic distortion will give 
satisfactory results when operating with a loudspeaker. 

Effect of Loudspeaker upon Amplifier Performance 

l! has been shown that a valve power amplifier has an optimum load 
resistance which is a compromise between maximum output and 
minimum distortion. The way in which maximum power output for 

40 n SB 
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Q " " " iD 

1.S.LOAD O H M S  

FIGURE 16.4 
Variation of maximum power output for I % total harmonic dis
tortion of ultralinear tctrode output stage, with change of load 
resistance. 

a given percentage harmonic distortion varies with load resistance is 
shown in Fig. 16.4. This relates to a tetrode ultralinear push-pull 
stage, for which the change in performance with load is relatively 
small, a triode stage being rather better and a pentode stage worse. 

If the minimum loudspeaker impedance, which occurs at about 
400 cls, is matched at optimum load impedance, then the value of 
the load impedance will rise at frequencies above and below 400 cls 
so that the maximum power output capability of the output stage 
will fall. If the amplifier is rated for, say, 1 0  W on resistive load, this 
power will be available on loudspeaker load at 400 c/s. At higher 
frequencies the available power may decrease due to the output 
transformer and an increase in load impedance. Fig. 16.4 shows that 
if the impedance rose to 45 Q at 10,000 cls (not an unlikely figure) a 
32 W amplifier would only deliver about 8 W maximum at this 
frequency. Average sounds, however, do not contain large high 
frequency components, so that an amplifier which is delivering 30 W 
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at 400 c/s will seldom be required to deliver as much as 8 W at 
10,000 c/s. 

At low frequencies Ih�re is an increase in loudspeaker impedance 
which rises to a peak at the resonant frequency of the parallel capacitor 
and inductor in the equivalent circuit. This peak is called the cone 
resonance of the loudspeaker and, for the loudspeaker in  the 
example, is at 32 c/s. The rise in impedance is limited by the parallel 
resistance R in Fig. 16.1  which represents the damping provided by 
the cabinet in which the speaker is mounted, friction in the cone and 
air loading. The rise in impedance therefore varies from suspension 
speaker 10 speaker and with the nature of the cabinet in which it is 
enclosed. 

It is the portion of R which represents air loading in which 
acoustic power is developed. As this is in parallel with the resonant 
circuit and in series with the speech coil resistance and inductance, 
it is clear that the efficiency will be low. The increase in the impedance 
of the parallel circuit will cause the acoustic power output to rise at 
cone resonance. As a flat frequency response is required, this imped� 
ance rise must be controlled, and the cabiDet in which the loudspeaker 
is mounted can be arranged to provide damping. 

The reactance of the speech coil at the frequency of cone resonance 
is small compared with the speech coil resistance. The input terminals 
of the loudspeaker are coupled to the output valves via the output 
transformer, so that the anode impedance of the output valves 
appears across the secondary or output terminals of the amplifier, 
reduced by the square of the transformer turns ratio. 

Damping 

If negative voltage feedback is applied, this impedance will be reduced 
and provides damping. The ratio of the amplifier output impedance 
to the load impedance is called the damping factor. Thus if the load 
is 15 n and the amplifier impedance 0 ' 5  n, the damping factor 

will be d.55 = 30. It must be remembered that the amplifier output 

impedance is in series with the speech coil resistance so that, in the 
case of the 15 n loudspeaker, when the amplifier impedance 
drops below I n the increase in damping is negligible. 

This can be illustrated if the amplifier damping is expressed as the 
ratio of load impedance to load impedance plus amplifier impedance, 
which cannot exceed unity. Thus in the example quoted above, the 
damping ratio is found to be 0 · 9. Any further reduction in amplifier 
impedance can only result in the damping factor more closely 
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approaching unity. The terms damping factor and damping ratio are 

due to F. Langford-Smith. 
Fig. 16.5 shows the measured sound output over the audio 

frequency range of a twin cone loudspeaker mounted in a 4-1: cubic 

feet reflex cabinet, and Fig. 1 6.2 is the impedance characteristic of the 
same unit. The response was measured in an anechoic room on the 
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FIGURE 16.5 

Free field frequency response curve of typical hi¥h fidelity 12·ioch 
loudspeaker in a 4! cubic feet reflex cabinet, with constant voltage 
input. (Courtesy Goodmans Industries Ltd.) 
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axis of the speaker, the input being maintained at constant voltage, 
which is the equivalent of an amplifier with zero output impedance. 

Low Frequency Response 

It will be observed from Fig. 16.2 that the frequency of cone reson
ance is at 32 cls and this is well damped in the frequency response. 
The low frequency response, however, shows some loss at frequencies 
below 100 c/s. This loss is exhibited by most loudspeaker arrange
ments and varies with the loudspeaker magnetic flux density, the 
amplifier output impedance and the cabinet design. In practice, the 
loss in bass response may be less than that indicated by Fig. 16.5 
due to the influence of the room in which the unit is operated. 

The loss at very low frequencies could be compensated by a special 
frequency correction circuit in the amplifier, but if this is done, care is 
required as increased power output at such frequencies will result in 
large cone excursions, so increasing loudspeaker distortion. 

High Frequency Response 

If the loudspeaker cone is considered to operate as a piston at 
frequencies above lOO cls, the resistance due to air loading will be 
proportional to the square of the frequency. Hence the voltage acrOSs 

the speaker input should also be proportional to frequency, i.e. 
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constant current or high output impedance. This theoretical require
ment does not seem to hold in practice and this may be due in part to 
complicated break-up of the cone, which varies its effective piston 
diameter. The response is also affected by reflections encountered 
in the normal listening room. It is significant that the response of 
Fig. 16.5 was taken with constant voltage input, apparently the 
condition under which the loudspeaker manufacturers intended the 
unit to be operated. 

The complicated nature of the loudspeaker and cabinet combina
tion and the effect of amplifier output impedance, with the possibility 
of some frequency compensation, would seem to indicate a strong 
case for designing amplifier, and speaker cabinet as a single unit for 
operation in an average listening room. 
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LIKE the thermionic valve, the transistor is a device in which the 
flow of charge carriers can be regulated in a manner which produces 
power gain. Thus, the input control signal when applied to a transistor 
in a suitable circuit will appear in amplified form at the output of the 
circuit. Apart from the fact that the valve and transistor botb depend 
upon field effects for their action, they have little else in common. 
For example, the transistor is essentially a current operated device 
whereas the valve is voltage operated, i.e. for the transistor, the input 
signal currellt must be considered rather than an input signal voltage. 

Again, the transistor does not depend upon thermionic emission, 
so no heater power is required and this results in a much greater 
efficiency. Another difference between the valve and the transistor 
can be seen in the power supply voltages that are required. It is 
common for valves to operate with supply voltages of, say, 100-400 V, 
whereas most transistors use supplies of 3-30 V. These and many 
other differences show that separate consideration must be given 
to transistors and their characteristics. 

Semiconductors 

Unfortunately, the physical processes involved in transistor action 
are rather more complicated than those involved in a thcrmionic 
valve, and are such as to make a simplified description somewhat 
inaccurate. However, bearing this fact in mind, it will be remembered 
that the electrical conducting properties of solids were briefly dis
cussed in Chapter 1 .  It was found that some materials are good 

conductors whilst others are very poor conductors. It is possible to 
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find materials which fall roughly midway between these extremes, and 
such materials are known as semiconductors. For the present 

discussion the most important semiconductor materials are ger

manium and silicon. 

Now it is possible to alter the resistivity of an intrinsic semi
conductor material by adding a very small quantity of an impurity 
material. Of particular interest are those impurities which combine 
with the intrinsic semiconductor to produce a material which has 
either an excess of electrons or a deficiency of electrons. The resultant 

materials are known as n-type and p-type respectively and the 'miss
ing' electrons in the p-type are often referred to as 'holes', 

Junctions 

It is clear that, if a junction is formed between n- and p-type materials 
the result will be a redistribution of charge in the immediate vicinity 

FlGURE 17.1 
Distribution of charge in the 
region of a junction of semi
conductor material. ElfCTROSTATlC 1 
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or the junction. This in turn generates a potential barrier as shown in 
Fig. 17.1  and, for the purposes of this simplified explanation, it is 
the barrier which is of primary interest. Once this barrier is estab
lished, it will reduce the facility with which electrons may flow from 
the n-type material to the p-type. Since we may regard the missing 
electrons or holes in the p-type as carriers of positive charge, this 
barrier will also inhibit the flow of these holes from the p- to 1I-type 
material. 

Thus, in the absence of any external influence, the junction between 
the two types of material forms a kind of insulating barrier. The 
'height' of this barrier can be influenced by the application of an 
external voltage source as shown in Figs. 17.2 and 17.3. 

In the first case, assume that the polarity of the voltage is such as to 
make the n-type more positive with respect to the p-type. This will 
increase the potential barrier and hence even fewer charge carriers 
will have sufficient energy to pass over it. Hence the current in the 
external circuit will be very small. In the second case, assume that the 
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polarity of the external voltage is such as to make the n-type more 
negative with respect to the p-type. This will decrease the height of the 
potential barrier and will facilitate the movement of charge carriers. 

Hence the current in the external circuit will be relatively large. 
It can be seen, then, that the p-n junction has the properties of a 

diode in that current may flow in one direction but not in the other. 

BATTERY 
AmRSE BIAS 
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p " 

FIOUM 17.2 
When the n·type is made 
positive there is an increase 
in potential barrier and 
hence electron flow is made 
more difficult. 

It should perhaps be mentioned that the simplified description given 
here does not account for all of the properties of a semiconductor 
junction diode. For example, as the reverse bias voltage is increased, 
a point is reached at which the current will rise very rapidly with 
further increase in applied voltage. The point at which this occurs is 
known as the zener voltage and diodes, usually specially designed for 
the purpose, are sometimes used in this mode of operation as voltage 
stabilizing elements. Hence in normal rectifier circuits it is important 
that the maximum reverse voltage should not reach that of the zener 
breakdown. 

The Transistor 

Having discussed how the diode action may be achieved with semi
conductor elements, we may now proceed to consider the transistor, 
which enables signal amplification to be obtained. We can imagine a 

UTHRY 
fDRW��O BIAS 

I 
POTEHTlAll--J--

p I " I 

JlIGURB 17.3 
When the n·type is made 
negative there is a decrease 
in potential barrier and 
hence electron flow is made 
easier. 

transistor as being made up of three layers of semiconducting material 
as shown in Fig. 17.4. We shaH take the p-n-p type for discussion 
but n�p·n arrangements are now common. The principles involved 
apply to both types, the main practical difference being that of the 

polarity of the applied voltages. 
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We notice that the transistor resembles two diodes, placed back to 
back, formed in one piece of semiconducting material. In Fig. 17.4 
the left- and right-hand p-type material will be referred to as the 

FIGURE 17.4 

Distribution of charge in a trans
sistor with Jrn-p junctions. POT[HTlAL 

1 , 1 " 171 
, , 
, , 

1J-L 
DISTANtE THROuGH 

SEMICONDUCTOR 

emitter and collector respectively, and the n-type as the base. Now 
if the collector/base junction is reverse biased, we should expect the 
current in this circuit to be very small because there are very few 
positive charges (holes) in the n-type and very few negative charges 
(electrons) in the p-type that are free to move in the potential 
gradient. 

Common Base Connection 

However, it is possible to make some charge carriers available by 
applying a voltage to the emitter/base junction. If this voltage causes 
the base to become more negative relative to the emitter, holes will 
drift into the base region and some of these will reach the collector/ 
base junction. Here they will be accelerated by the negative gradient 
and hence will constitute a current. The magnitude of this current 
will be dependent upon the number of charge carriers made available 
in the base region, and hence on the amount of forward bias placed 

fiGURE 17.5 

A p-n-p transistor with 
emitter biassed positive 
causing a large collector 
current to flow (top). 
A p-n-p transistor with 
emitter biassed negative 
when the collector cur
rent is small (below). 

IT"l � 

E B C 

, , 
p : n : p 

POTENTlAll-f'l. 
, , 
. ' 

POTENTIAL t 
, , 

p : n : p 
, • 

on the emitter/base junction. This mode of operation of a transistor 
is known as the common base configuration and is shown diagram
matically in Fig. 17.5. 
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In the common base configuration, it is clear that the current 

flowing in the collector circuit will be very nearly the same as that in 
the emitter circuit. Hence this method of connection does not provide 
current gain but does give power gain, since the resistance in the 
forward biased emitter is low and that of the reversed biased collector 

is high. (Power = PR, hence power gain will be ;' approximately.) 
• 

Common Emitter Connection 

The very low input resistance (of the order of 100 0) of the 
common base circuit makes it unsuitable for most audio-frequency 
applications, and hence an alternative mode of connection (common 
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(a) 

FIGURE 17.6 
(a) Common emitter connection. 

LOAD 

(b) 

(b) Usual circuit symbol with load resistor included, The collector 
current is small when the base current is zero and large when the 
base current is negative. 

-
-
-
-

emitter) is usually employed. Here the control signal is again applied 
to the emitter/base junction, but the emitter is earthed as shown in 
Fig. 17.6. The exact description of the action of the transistor in this 
configuration cannot be given here, but inspection of Fig. 17.6(a) 
shows that the output current also flows in the emitter/base junction. 

Therefore a given output current will be maintained with a much 
smaller input current than would be required in the common base 
connection. Thus, current gain can be achieved and might typically 
be around 50, whilst the input resistance is raised to, say, 5,000 O. 

Common CoUector Connection 

The other mode of connection is used at times in audio-frequency 
applications and is known as the common collector or emitter 

follower configuration. As its name implies, it is analogous to the 
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valve cathode follower and, as with this circuit, its main function is 
that of an impedance convertor. With this configuration it is rela· 

tively easy to achieve input resistances of about 500 kll, but like the 
cathode follower the voltage gain must always be slightly less tnan 

unity. 
From the preceding brief discussion of the principles of transistors 

it will be noted that they are essentially current operated devices and 
that there is always a finite resistance connecting the input and output 
circuits (unlike the thermionic valve where, at least in principle, there 
is no such connection between input and output). A further point to 
be borne in mind is the fact that the materials of which the emitter 
base and collector are made are semiconductors. Hence, the resistance 
of these elements in the transistor must be taken into account when 
calculating its performance in any circuit. 

Working Point 
In considering a transistor circuit suitable for providing linear 
amplification, the first requirement is that of selecting a satisfactory 
mean or quiescent working point. As with a valve stage of amplifica· 
tion, it is necessary to select the load resistance, bias values, etc., to 
ensure that linear amplification, or a close approach to it, will be 
achieved. In fact the process of selection is very similar to that given 
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FIGURE 17.7 

(a) Common collector or emitter follower connection. 
(b) Practical circuit for transistor amplifier stage. 
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in Chapter 3 for valve amplifiers and hence this discussion will be 
limited to those aspects of the problem which make the transistor 
different from the valve. 

It wiU be obvious from the preceding mscussion that the transistor 
has to be biased in the forward direction; i.e. in the absence of a bias 
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currem the transistor will be in the cut-off condition. This means that 
biasing cannot be achieved by voltage drop in resistance in the emitter 
circuit, for the emitter must be biased positively with respect to the 
base. One of the most common fonns of bias arrangements is shown 
in Fig. 17.7(b) from which it will be seen that the base is biased in the 
negative direction by potential dIvider. It should be added that there 
are a number of other ways of obtaining bias current in a transistor 
circuit. 

It will also be seen from Fig. 17.7(b) that a bypassed resistor is 
included in the emitter circuit. This resistor, which is usually about 
one-fifth of the value of the collector load resistance, is necessary to 
compensate for effects of temperature variation. Most of the 
transistors commonly available are the germanium type in which the 
collector current varies considerably with temperature. The inclusion 
of the resistance in the emitter circuit minimizes the change and hence 
keeps the quiescent operating point sensibly independent of normal 
variations in room temperature. 

Gain 

The gain of a single transistor stage can be derived from the dynamic 
load line and a family of 1,/ V, curves. However, the input quantity 

TA H LE 17.1 Transistor Formulae 

(a) Common Emitter Configuration 

Voltage Gain 

Input resistance 

Output resistance 

rb (I - ,,) + r, 
1 " 

R,r,(l - "l + r .r, 
R" + rb + r, 

(b) Emitter Follower Configuration 

Voltage Gain I approx 

Input resistance 

Output resistance r, + (I - "HR" + rb) 
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is in terms of base current and hence a direct statement of voltage 
gain cannot be obtained. For this and other reasons it is more usual 

to calculate the gain from a knowledge of the transistor and other 

'. • r, 

• 
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,--("-'1--"" 

r, l l - 1l.1 

P10URE 17.8 
The T equivalent circuit for a.c. currents. 

, 

• 

R, 
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circuit parameters. In this method an equivalent circuit of the tran
sistor is assumed and manufacturers quote the appropriate transistor 
parameters in their data sheets for each type of transistor. 

Unfortunately there has been some lack of standardization in the 
drawing of the equivalent circuit of transistors and in particular the 
T and TT equivalents are frequently used. Since the T is easier to 
understand in the first instance, it is shown in Fig. 17.8 for the com
mon emitter configuration. Solution of the circuit equations yields 
the results given in Table 17.1 from which the voltage gain, and the 
input and output resistances of the stage may be calculated. Another 

table is iniluded to give similar formulae for the emitter follower 
configura ' n, this and the preceding configuration being those 
most corn only employed in audio-frequency work. It should be 
stressed that these are approximate formulae, but the errors involved 
in applying them to most practical circuits are small. 

Some manufacturers quote only the hybrid or h-parameters, which 
3rc appropriate to the 1T equivalent circuit. To assist in this direction, 
table 17.2 shows the relationship between the T and TT parameters, 
so that, knowing one set, the other can be calculated using the 
formulae in the table. 

Frequency Response 

So far in this discussion no account has been taken of the freq uency 
dependent effects in a transistor stage of amplification. As with a 
valve, there 3rc a number of factors which cause the gain to change 
as the frequency is varied over a wide range. 

Taking the Iow frequency range first, the capacitors which couple 
one stage to another and which bypass, say, the emitter resistance, 
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are the primary cause of gain variation. These effects are exactly 
the same as those which obtain in a valve amplifier circuit and so 
need not be discussed in great detail here. It is worth noting, however, 
that the input resistance of a transistor stage is very much lower than 
that of a valve stage (about 10 kO as opposed to 0 · 5  MO). Conse
quently the coupling capacitor must be proportionately larger for a 
given low frequency response characteristic. Thus it is common to 
find coupling capacitors of about 10 JLF in transistor circuits but, 
fortunately, because of the relatively large input current required to 
drive these circuits, the leakage current of an electrolytic capacitor 
can usually be accepted. The fall-off of low frequency response due to 

T A B L B  17.2 Approximate relations between h parameters (1T equiva
lent) and T parameters 

h 
r
, rQ = r , 

I 
r = 

C hob 

the increasing reactance of the emitter bypass capacitor presents a 
problem similar to that of the cathode resistor bypass capacitor in 
the valve circuit. 

The high frequency limitations of transistor circuits are more 
complicated to discuss but, for the purposes of audio-frequency 
work, perhaps the most important is the variation of a.' (or f3 as it 
is often designated) with frequency. Because of capacitative and other 
effects within the transistor, its current gain decreases with increas
ing frequency. Most manufacturers now quote rb. and Cb. for the 
common emitter configuration, and a rough guide to the upper 
frequency limit can be gained by calculating the frequency at which 
the reactance of cb. is equal to 'b,. For example, for the 0C45, 
'b. = 1 ·3 kO and c;,. = 1 ,000 pF. Hence the frequency at which 
the capacitative reactance is equal to the resistance is approximately 
125 kcfs and at this frequency the transistor gain will be reduced by 
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3 dB. It ])lust be stated that the calculation of the true high frequency 
response is much more involved than this, but the above calculation 
is sufficient in most practical situations to indicate the suitability 
of a given transistor sO far as its high frequency response is concerned. 

The usual factors of circuit shunt capacitances must also be taken 
into account when calculating the high frequency response of an 
amplifier stage. With the much lower resistance values that are norm
ally involved in transistor circuits, however, these factors are less 
troublesome than is the case in valve circuits. 

Distortion 

A detailed discussion of non-linear effects in transistors cannot be 
pursued here, but as a rough guide in small signal amplifiers it may 
be assumed that distortion generated is about ten times greater than 
in an equivalent triode amplifier. Thus in general it is good practice 
to employ negative feedback circuits to reduce distortion from the 
fignre of about I % in the absence of feedback to about 0· 1 %. Of 
course with careful design it is possible to improve on this latter 
figure, but it does show that for high quality transistor voltage 
amplifiers the reduction of non-linear distortion needs rather more 
attention than in the equivalent valve amplifier. 

Noise 

In  the early stages of a voltage amplifier, noise generation is of course 
an important factor and, in the case of transistor stages, a rather 
complicated situation arises. However, a good general rule is to 
operate at least the first stage at a low collector current, since the 
noise generated in a transistor is related to the current. In addition. 
the noise factor is improved by selecting a transistor with Iow lea. 
low ,"; and high "c'. 

Advantages and Disadvantages 

The advantages accruing from the use of transistors in audio 
frequency amplifiers are (1) considerable space saving, (2) mechanic
ally robust, (3) no heater supply required, (4) low impedance circuits 
reduce electrostatic hum pickup. 

Disadvantages are (1) low impedance circuits are not suitable for 
use with many existing devices, e.g. pickups, lape heads, (2) low 
impedance circuits are more prone to earth loop hum, (3) the varia
tion in transistor characteristics from unit to unit of the same type 
is large compared with that to be expected from valves, (4) transistor 
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characteristics vary with room temperature, (5) voltages and currents 
in excess of the maximum stated by the manufacturer can completely 
destroy the transistor's electrical properties, even though the excess 
be applied for a very short time. For example, earth leakage through 
a soldering iron can be sufficient to destroy a transistor, as can exces
sive heating of its leads due to poor soldering conditions. 

The advantages mentioned above may be important where size 
and weight is the prime consideration, e.g. portable receivers. In the 
normal high fidelity equipment, the size and weight of the main 
amplifier is not of particular significance and the size of a control 
unit cannot be reduced, at least so far as the operating panel is 
concerned, due to the necessity of providing a number of controls of 
convenient size and disposition for manual operation. 

In the first stages of a control unit there is some advantage over a 
valve as there is no heater supply which, if a.c. introduces hum into 
the stage. Further, low impedance circuits, provided loops are 
avoided, are less prone to hum pickup. Some transistors do not 
compare favourably with valves so far as hiss noise is concerned, but 
improvement here can be expected. 

Transistors in the output stage of the main amplifier introduce 
considerable distortion, requiring heavy feedback for a reduction to 
the levels obtainable from valves. As transistors can develop high 
signal currents, there is the distinct advantage that the output trans
former can be dispensed with. Transistors, however, have a finite 
power gain and if an output power of IO W is required, it may be 
necessary to supply an input power to the stage of about 1 W. It is, 
therefore, generally necessary to consider at least the last two stages 
of a main amplifier from the power gain point of view. 

Improvements in transistor construction and further experience 
with circuitry will undoubtedly result in a greater number of 
transistorized control units and main amplifiers being produced. 
Two circuit configurations by Mullard Ltd. are shown in Figs. 17.9 

and 17. 10. 

The output stage of Fig. 17.9 uses a transformerless design and 
each channel of the amplifier delivers 10 W (sine wave) into a 1 5 n 
load. The output transistors are used in a new class AB mode of 
operation. This mode of operation, referred to as '1T·mode class AB', 
differs from the commonly known class AB valve operation in that 
the total d.c. current remains constant with drive. For a power 
output of up to 40 % of full power, the transistors operate in 
class A push-pull. As the drive is further increased, the operating 

conditions change so that the transistors operate in the class AB 
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FIOUItE 17.10 
Three-transistor prc-amplifier with provision for crystal and magnetic pickups and a radio tuner. The circuit shown may form 
onc channel of a stereo pre-amplificr. (Courtesy Milliard LJd.) 
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mode until, at full power, class B operation is obtained. The output 
transistors (ADI40), driver transistors (OCSIZ) and phase splitter 
(AFI IS) are direct coupled. Overall negative feedback of 44dB is 
used over the three stages. This three-stage amplifier is preceded by 
a two-stage directly-coupled amplifier using an OC71 and an OCSl .  

Performance 

Frequency response (-3 dB) : 
Power response (-3 dB) : 
Overall negative feedback: 
Distortion at I kc/s : 
Sensitivity: 
Output impedance: 
Power supply requirements : 

16 c/s to 50 kc/s at 500 mW 
1 6 c/s to 18 kc/s at 1 0  W 
44 dB 
0 · 06 %  at 10 W 
140 /LA for 10 W 
0 · 2  n at 1 kc/s 
0 ·9 A at 52 V  

The pre-amplifier of Fig. 17.10 consists of a two-transistor directly
coupled input stage with equalisation provided by overall negative 
feedback. The input stage is followed by the volume control, and a 
single stage incorporating the tone control circuits. 

Provision is made for the following inputs: 
l .  Crystal pick-up giving an output of 500 mY. 
2. Magnetic pick-up with an inductance of 500 mH and giving 

an output of 5 mY. 
3. Radio tuner unit. 

Pelformance 

Sensitivity (magnetic pick-up 
position) : 

Distortion: 
5 mV input 

50 mV input 
(overload of 10 times) 

Tone control characteristics : 
Bass 
Treble 

Power supply requirement: 

1 50 

5 m V input for 140 /LA output 
into <470 n 

0 ' 05 % 
0 · 30 %  

+ 1 2  dB to - 1 3  dB at 100 c/s 
+ S dB to -10 dB at 10 ke/s 

24 mA at 28 V 
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WHEN an amplifier circuit has been developed, the amplifier is built 
up in prototype form and tested. After the complete circuit ha 
emerged, the final layout of the amplifier is considered. The form will 
depend upon many factors including cost and the number of ampli
fiers to be produced. 

The basic requirement is a chassis to hold the components in 
convenient positions relative to one another; but the chassis may 
also be required to screen hum-sensitive circuits and to provide 
mechanical protection to delicate components. There is no reason 
why the form of the chassis, whilst performing these functional 
tasks, should not also be made attractive in appearance, and a good 
design will normally encourage the taking of the trouble required to 
present a well-finished product. 

The Whole of the amplifier from input connection to loudspeaker 
connection, including supply unit, may be constructed on one chassis 
provided care is taken in layout and the input stages do not pick up 
excessive hum signals from the mains transformer. This form is most 
commonly used for portable amplifiers contained in strong carrying 
cases. 

The normal high fidelity amplifier is made in two sections, the 
control unit and the main amplifier. All controls and associated 
circuits are placed i n  the control unit, including a mains switch wired 
to the main amplifier. The control unit takes its heater and h.t. 
supplies from the main amplifier via cables and the input signal to 
the main amplifier is carried from the preamplifier via screened cable. 
As the screened cable has an outer earthed braiding, no other h.t. 
negative connection is required and indeed, if the chassis of the con
trol unit and the main amplifier were connected via an additional 
'earth', a loop would be formed. It should be noted that, if the sup
plies and signal cables are separate, there is the danger of receiving 
an electric shock if the equipment is switched on with the signal 

151 



cable disconnected. In this case, the chassis of the control unit is 
virtually at h.t. positive potential above earth. 

Chassis Forms 

The most commonly used chassis form for the main amplifier is the 
'inverted tray' made by 'cropping' the corners of a sheet of metal 
and bending to form sides. The large components and valves are 
mounted on the top surface of the tray and the small components 
are contained within, the sides being utilized for connecting sockets 
and controls. 

In mass production, steel is a convenient chassis material being 
relatively cheap, strong and suitable for working with press tools and 
welding. For the amateur constructor, aluminium is a better material 
being more easily worked although, compared with stecl, heavier 
gauges must be used to obtain the same strength. Aluminium has an 
advantage over steel in that it is non-magnetic and will not 'conduct' 
tbe magnetic field of the mains transformer to hum-sensitive parts of 
the amplifier. 

A variation of the tray, suitable for small unit production, is the 
bending of the two opposite sides of a sheet of aluminium. The 
bending can be done easily in a large vice, and the bottom of the two 
sides tied by two square rods. This gives a rigid chassis form with the 
added advantage that the open sides allow free passage of air under 
the chassis, preventing overheating of the internal components. If 
the free edges of the chassis are given small 'sides', the same effect is 
achieved with added rigidity to the top, permitting perforated metal 
sides and a bottom to be fitted. A cover to protect valves and other 
components is sometimes provided, but this must be well ventilated. 
Carrying handles are also useful when the amplifier is large and heavy. 

The chassis size will depend upon the layout of the component 
parts, wbich should be positioned so as to conform to as many as 
possible of the following requirements. 

Layout 

The main transformer must be removed as far as possible from hum 
sensitive components (mainly the output transformer) and hum 
sensitive parts of the circuits (mainly grid circuits, and particularly the 
grid, cathode and anode circuits of the input valve). 

The valves should be disposed so that associated components fall 
naturally into place and long connecting wires are avoided. This 
applies particularly to the anode-grid coupling components and 
wlnng. 
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Valves and resistors which operate at high temperature should be 
well separated from each other and other components, and placed 
in positions where there is adequate ventilation. 

Components associated with sockets and controls should be 
situated as dose as possible to such sockets and controls. 

A layout which fulfils all requirements is seldom possible and some 
compromise is necessary, particularly regarding the placing of the 
mains transformer. If it is acceptable to build the amplifier in two 
sections, the 'power unit', comprising mains transformer, rectifier, 
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Ampljfier layout. Full lines show short connections and dotted lines 
maximum spacing. 

choke and smoothing capacitors, can be built on a separate chassis 

and coupled by means of a four-core cable with plugs and sockets. 
As an example of a satisfactory layout, the lO W design described 

in Chapter I I  should be stUdied. Here the mains transformer and 
output transformer are placed at opposite ends of the chassis, the 
input valve being in one corner as far removed from the mains 
transformer as possible (see Fig. l8 . l). In this amplifier, negative 

feedback is applied from the output transformer secondary to the 
cathode of the second valve which is conveniently placed for this 
connection. 

Components 

Transformers are usually made in two forms : (I) complete units 
intended to be mounted above the chassis, or (2) with one cover cap 
so that the transformer core can be laid on the chassis and bolted to it. 
The latter method entails a rectangular cutout to accommodate 
windings. The first method is advisable when the chassis is steel, as 
this reduces circulating currents in the chassis arising from the field 
of the mains transformer. The second method is satisfactory when the 
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chassis is aluminium and has the advantage that the transformer 
connections are automatically brought under the chassis and can be 
efficiently and economically made by using the ends of the windings 

for direct connection to other components. 
Smoothing and decoupling capacitors are invariably electrolytics 

in a metal or card tubular case, the smaller varieties having wire ends 
so that they are self-supporting. 

Large electrolytics have tag connections and the case must be 
secured to the chassis by means of a circular metal 'clip'. Some care 
must be taken when this type of capacitor is used, as the negative 
connection is frequently not insulated from the metal casing and 
earth loops may result. 

Resistors are normally provided with wire ends and are intended to 
be self-supporting. In all cases where small components have wire 
ends, it is preferable to wire direct to associated components. This 
reduces the number of connections and shortens the connecting 
wires, thus reducing stray capacitance and the possibility of electro
static hum pickup. 

When the weight of a component is sufficient to give rise to the 
possibility of strain if supported only by its wire ends, some form of 
mounting is advisable. In some cases it may be necessary only to 
provide connection tags so placed that the wire ends are reduced to a 
short length. In any layout it is preferable to avoid covering the 
underside of the valveholders with components, as this makes testing 
and replacement of faulty components difficult. 

Wiring 
Components not provided with wire ends usually have tags or 
terminals to which a connection is made by means of tinned copper 
wire, over which is placed an appropriate length of Systofiex tubing. 
Alternatively, covered wire can be used and the covering stripped 
from the ends. In either case, connections afC made by soldering 
except in the case of components fitted with screw terminals. 

Soldering is preferred. as pressure contacts can deteriorate due to 
oxidization or the slackening of pressure due to vibration. Good 
soldering is essential, as poor joints can prevent correct operation, 
introducing resistance into the circuit or causing intermittent opera
tion sometimes accompanied by noise. Whenever possible. a good 
mechanical joint should be made before soldering, as this holds the 
joint free from movement whilst the solder is cooling. All joints 
should be testing by pulling on the connecting wire to prove the 
soundness of the joint. 
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Valve heaters are normally connected in parallel to a 6 · 3  V 
winding on the mains transformer. The wire used for these connec
tions should be of adequate gauge to prevent a voltage drop, bearing 
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FIGURE 18.2 
Practical layout of EF86 amplifier stage which is Likely to be prone 
to hum due to unscreened grid circuit and earth loops in grid and 
cathode circuit. 

in mind the total current at the transformer end of the pair may be 
3 A or more. Electromagnetic hum from this supply is reduced by 
the cancelling effect obtained when they are twisted together. 
Where the signal voltage is low, i.e. less than lOO mV, it is desirable 
that the heater supply leads should be separated from the other 
wiring by taking them above the chassis to return at a point adjacent 
to the valveholder pins to be supplied. 

Earth Looping 

The earth connections of each stage require special consideration as 
hum due to earth looping can easily occur. This is particularly the 
case when earth connections are indiscriminately made to the 
chassis, a tempting method of reducing the amount of wiring. To 
avoid trouble from this effect, it is advisable to earth the chassis at a 
point adjacent to the rectifier capacitors only, with a good low 
resistance connection, and make aU other earth connections to a 
'bus-bar'. This bus-bar need not be physically apparent, although in 
some cases a sturdy length of bare copper wire is provided to empha
size its position and reduce resistance and inductive reactance. 

The theory of earth looping was discussed in Chapter 14, and the 
stages where the signal is lowest are most prone to hum. Figs. 18.2 
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and 18.3 illustrate good and bad layout in the connections for a pen
tode voltage amplifier stage. Electrolytic capacitors mounted to the 
chassis by means of a clip should be considered as earthed at this 

point. This is satisfactory in the case of supply unit reservoir and 
smoothing capacitors, although a wire connection from the negative 
terminal to nut and bolt with a well-tightened shakeproof tag biting 
into the metal of the chassis is advisable. In all other cases, capaci
tors should be insulated from the chassis. 
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fiGURE 18.3 

FROM CHASSIS 

'0 

The same stage with improved layout. Note screening in grid circuit 
and disposition of wiring and components to avoid loops. 

The signal input socket should be screened and insulated from the 
chassis. In low signal stages where the grid and anode connections 
exceed 1 inch in length, the connection is made by means of a 
screened cable which carries the earth bus-bar. If the bus-bar 
connection is not made via the cable, the screen braiding is connected 
to earth at one end only, to prevent looping. 

Finish 

Consistent with price, it should be arranged that adjustments to 
mains voltage tappings, load impedance changes, fuses and external 
connections may be made easily from outside the chassis without the 
need for tools, except that soldered connections to all plugs is pre
ferred. Plugs should provide for cable clamping. Input sockets should 
be of the fully screened variety. 

The chassis and components can be finished to present an attrac
tive appearance in a number of ways, the actual finish depending on 
personal preference. A variety of cellulose finishes is available but 
steel or aluminium should be 'passivated', or otherwise protected from 
oxidization, before cellulose is applied. A well-finished, neatly-wired 
amplifier is likely to have been designed and constructed with more 
care than an untidy, cheaply-finished product. 
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CHAPTER 19 

A M P L I F I E R S  F O R  

S T E R E O P H O N Y  

Chassis Form 157 
Balancing 158 
Phase Reversal 1 S9 

STEREOPHONIC reproduction requires the simultaneous use of two 
identical channels. So far as the amplifier section of the system is 
concerned this means little more than the provision of two control 
units and two mains amplifiers. 

Chassis Form 

For convenience, however, the two control units are usually built 
into one chassis with ganged controls and the two main amplifiers 
are similarly built on one chassis with a common supply unit. 

Ganged potentiometers, Le. two similar potentiometers operated 
by one spindle, should be accurately matched. Slight discrepancies 
in gain due to slight mismatch in the ganged potentiometer volume 

(a) (b) 
FIGURE 19.1 

(a) Ganged volume control in stereo control unit. 

(b) Ganged balance control added to volume control circuit. 

control and dissimilar circuit gain, can be adjusted by means of a 
balance control. This control will enable other inequalities external 
to the amplifier to be corrected. 
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Balancing 

The simplest method of balancing is to add a special ganged variable 
resistor to the input side of the two volume controls as in Fig. 19.1.  
Unless these variable resistors are linear, one should be log graded 
and the other anti log. The two sections are arranged to be of equal 

fiGURE 19.2 
Balance control operatin� by 
variation of current feed· 
back. 

CIIAHMEl 1 

CWANKEl 2 

resistance at central position, one decreasing as the other increases 
upon operation of the control. 

Balancing can be achieved by any method which will affect the 
gain of one channel relative to the other, and a variation of feedback 
will bring about this result. Whatever method is adopted, it is im
portant to ensure that the balance control affeclS only the gain and 
has no unbalancing effect upon frequency response, input or output 
impedance, etc. A feedback balancing circuit is shown in Fig. 19.2, 
by which current feedback can be reduced in either channel, th us 
increasing gain. As this circuit operates by a variation of current 

FIGURE 19.3 
Two·polc, two·way switch 
used to reverse the connec
tion to a loudspeaker for 
phase reversal. 

OUTPUt 

feedback the output impedance of the associated valves will vary 
and if such a circuit is adopted, it should be ascertained that there is 
no adverse effect upon performance. 

Selector switches in the control unit can also be ganged and it is 
usual to provide a switch position whereby the inputs are coupled, 
so that both channels will operate from a single, i.e. monophonic, 
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source. Care should be taken that there is no 'breakthrough' from 
one channel to the other, particularly where parts of the two circuits 
are brought close together at ganged controls. 

Phase Reversal 
A useful device is a phasing switch, which reverses the phase of one 
channel, enabling an audible check for correct phasing to be made. 
This can be done quite simply by arranging a switch to reverse the 
connections to one loudspeaker, as in Fig. 19.3. Other methods, such 
as the introduction of a phase reversing valve, are possible. 

For the best stereophonic results, each channel should be designed 
to be a good monophonic reproducer. As there are two amplifiers 

in operation, the maximum power output per channel can be slightly 
reduced to save cost, but it must be remembered that there may be 
occasions when one channel is carrying full power. 
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APPENOIX 1 

R E F E R E N C E  D A T A  

1. Voltage, Current and Power ratios expressed in decibels. 

2. Linear and log. scales compared. 

3.  Voltage/Power for standard loads. 

4. Current carrying capacity of standard resistors. 

5. Reactance of standard capacitors. 

6. Reactance of inductors. 

I .  Voltage, Current and Power Ratios Expressed in Decibels 

Voltage or Current Ratio Power Ratio 
dB 

Up Down Up Down 

1 · 12 · 89 1 1 · 26 ·79 
1 ·26 ·79 2 1 ·58 · 63 
I ·41 · 7 1  3 1 · 99 · 50 
I ·58 ·63 4 2 · 5 1  ·40 
I ·78 ·56 5 3 · 16 · 32 

1 ·99 · 50 6 3 · 98 ·25 
2 · 24 ·45 7 5 ·01 · 20 
2 · 5 1  ·40 8 6 · 3 1  · 1 6  
2 · 82 ·35 9 7 · 94 · 1 3  
3 ·  1 6  · 3 2  10 10·00 · 10 

3 · 55 ·28 1 1  1 2 · 59 ·08 
3 · 98 ·25 12 15·8 5 ·06 
4 · 47 ·22 13 19·95 ·05 
5 ·01 · 20 14 25 · 1 2  ·04 
5 · 62 · 18 1 5  3 1 ·62 ·03 

6· 31 . 16 16 39 · 8 1  ·025 
7 · 08 · 1 4  17 50· 1 2 ·020 
7 · 94 · 13 1 8  63 · 10 ·016 
8 · 91 · 1 1  19 79·43 ·0126 

10·00 · 10 20 100·00 ·0100 

100 ·01 40 
1 ,000 ·001 60 
10,000 ·0001 80 
100,000 ·00001 100 
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2. Linear and Logarithmic Scales Compared 

Illustrating the log scale for frequencies ranging from 10 to 100 c/s. 

� ·1 ·4� ·6 ·7 ·78 '�I ·9 ·91 10 
I I I I I I I I I I I I 

ID 2D lO 40 SO 60 70 ill 90 1(10 

). VO/lace/Power for Standard Loads 

Measured Power in load (Watts) 
Output 

(r.m.s. volts) 3iO HO ISO 
I 0·266 0 · 1JJ 0'067 
2 1 '07 0'52 0·27 
) 2·4 1 · 2  0 '60 
4 4 ')  2 · 1  1 · 07 
5 6 ·7  ) . ) 1 ·  57 
6 9 · 6  4'8  2·4 
7 1 3 ' 1 6 ' 5  ) . ) 
8 1 7 ' 1  8 '5  4,)  
9 21 ·6  10 ·8  5 ·4 

10 26 ·6  1 3 · )  6 ·6  
1 1  )2 ' 2  16· I 8 · 1  
12 )8 ·4 1 9 · 2  9 · 6  
J J  45·0 22·5 1 1  . ) 
14 52') 26 ·2 I J ' 1  
1 5  )0'0 15 ·0  
16  )4 , ]  1 7 ·0  
1 7  )8 ·5  1 9 · )  
18  4) ,2  21 '6 
19 48 · 1  24'0 
20 5) , 5  26'6 
21 29'4 
22 )2 ·2  
23 35 ,)  
24 )8·4 
25 41 · 7  
26 45 · 1  
27 48 '6 
28 52'2 
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4. Current Carrying Capacity of Standmd Resistors (in mAl 

n tw IW 2W 3W S W  IOW 

10 224 316 447 548 707 1,000 
IS  185 258 366 447 578 817 
22 151 213 310 380 477 675 
33 123 174 246 302 389 550 
47 108 146 206 253 326 461 
68 86 121 173 210 272 384 

100 71 lOO 141 176 224 316 

150 58 82 115  143 182 258 
220 48 67 95 1 17 151 213 
330 39 55 78 95 123 174 
470 33 46 65 80 103 146 
680 27 38 54 66 86 121 

1,000 22 32 45 55 71  100 

1,500 1 8  26 36 45 58 82 
2,200 15 21 31 38 48 67 
3,300 12 17 25 30 39 55 
4,700 10 14 21 25 33 46 
6,800 8 · 6  12 17 21 27 38 

IO k 7 ' 1  10 14 17 22 32 
15 k 5 · 8  8 · 2  1 1  14 18 26 
22 k 4'8  6 ' 7  9 · 5  12 15 21 
33 k 3 ' 9  5 · 5  7 · 8  9 12 17 
47 k 3 · 3  4·6  6 ' 5  8 10 14 
68 k 2 ' 7  3 · 8  5 · 4  7 8 · 6  12 

lOO k 2 · 2  3 · 2  4 ' 5  5 · 5  7 · 1  10 

150 k 1 · 8  2 · 6  3 · 6  
220 k 1 · 5 2 · 1  3 ' 1  
330 k 1 · 2  1 · 7  2 · 5  
470 k 1 ·0 1 '4 2 · 1  
680 k 0 · 86 1 · 2  1 · 7  

I M  0·71 1 ·0 1 ·4 

1 · 5 M  0 · 58 ·82 1 · 1  
2 ·2 M 0'48 · 67 '95 
3 ' 3  M 0 · 39 ·55 ·78 
4 · 7 M · 33 ·46 ·65 
6 ·8  M · 27 '38 ·54 
IO M ·22 ' 32 ·45 
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5.  Reactance of Standard Capacitors (Ohms) 

cl' IOpF 20pF 30pF 50 pF 75 pF 

10 

20 

30 70·7 M 

50 63 · 6  M 42·4 M 

70 75·7 M 45·4 M 30·3 M 

100 79·5 M 53 M 3 1 - 8  M 2 1 · 2  M 

200 79'5 M 39'8 M 26· 5 M 1 5 · 9  M 10·6 M 

300 53 M 26·5 M 17'7 M 10·6 M 7 · 07 M 

500 3 1 ' 8  M 1 5 · 9  M 10·6 M 6·36 M 4 ' 24 M 

700 22·9 M 1 1 '  3 M 7'57 M 4 · 54 M 3 · 03 M 

1,000 1 5 ' 8  M 7·95 M 5 · 3 1  M 3 · 18 M 2 · 12 M 

2,000 7'95 M 3·98 M 2·65 M 1 · 59 M 1 ' 06 M 

3,000 5 · 3  M 2 · 65 M 1 ·77 M 1 ·06 M 707 k 

5,000 3 · 1 8  M 1 · 59 M 1 '06 M 636 k 424 k 

7,000 2 ' 29 M 1 · 13 M 757 k 454 k 303 k 

10,000 1 · 59 M 759 k 532 k 3 1 8  k 212 k 

20,000 795 k 398 k 265 k 159 k 106 k 

30,000 530 k 265 k 177 k 106 k 70·7 k 

50,000 318 k 159 k 106 k 63·6 k 42·4 k 

70,000 229 k 1 1 3 k 75 · 7  k 45·4 k 30·3 k 

100,000 159 k 79·5 k 53 k 3 1 ' 8  k 21 ' 2  k 
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Reactance of Standard Capacitors (colU'd.) 

cls 100 pF 120 pF ISO pF 180 pF 220 pF 

10 88 · 3  M 72'3 M 

20 79'5 M 66·3 M 53 M 44· 1  M 36· 1  M 

30 53 M 44· 1 M 35·3 M 29· 4  M 24 · 1  M 

50 3 1 ' 8  M 26 · 5  M 2 1 ·  2 M 17·7 M 14 ·5  M 

70 22·9 M 18 ·9  M 15 · 1  M 12·6 M 10 ·3  M 

100 1 5 · 9  M 13 ·2  M 10·6 M 8 · 83 M 7 · 23 M 

200 7 · 95 M 6·63 M 5 · 3  M 4·41 M 3 · 61 M 

300 5 · 3  M 4·41 M 3 · 53 M 2·94 M 2·41 M 

500 3 · 18 M 2·65 M 2 · 12 M 1 ' 77 M 1 ·45 M 

700 2·29 M 1 · 89 M 1 ·5 1  M 1 · 26 M 1 · 03 M 

1 ,000 1 ' 59 M 1 · 32 M 1 '06 M 883 k 723 k 

2,000 795 k 663 k 530 k 441 k 361 k 

3,000 530 k 441 k 353 k 294 k 241 k 

5,000 318 k 265 k 212 k 117 k 145 k 

7,000 229 k 189 k 151 k 126 k 103 k 

10,000 159 k 1l2 k 106 k 88 ·3  k 72·3 k 

20,000 79'5 k 66'3 k 53 k 44· 1 k 36'1 k 

30,000 53 k 44· 1  k 35 '3  k 29·4 k 24· 1  k 

50,000 3 1 ' 8  k 26'5 k 21 ·2  k 17 '7  k 14·5 k 

70,000 22'9 k 1 8 ' 9  k 1 5 ' 1  k 12 ·6  k 10·3 k 

100,000 15 ·9  k 1 3 ' 4  k 10 ·6  k 8 ·83 k 7·23 k 
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Reactance 0/ Standard Capacitors (com'd.) 

cls 270 pF 330 pF 390 pF 470 pF 680 pF 

10 58·9 M 48·2 M 40·7 M 33·8 M 23 · 4  M 

20 29·4 M 24 · 1  M 20·4 M 1 6 · 9  M 1 7 · 7  M 

30 19 ·  6 M 16· 1 M 1 3 · 6  M 1 1  · 3  M 7 · 8  M 

50 1 1 · 8  M 9 · 64 M 8 · 1 5  M 6·77 M 4·67 M 

70 8 ' 41 M 6'85 M 5 · 82 M 4'83 M 3·34 M 

100 5 ·89 M 4 · 82 M 4·07 M 3 ' 38 M 2·34 M 

200 2·94 M 2'41 M 2·04 M 1 · 69 M 1 · 17 M 

300 1 · 96 M 1 ' 61 M 1 · 36 M 1 ' 1 3  M 780 k 

500 1 · 1 8 M 964 k 81l k 677 k 467 k 

700 841 k 685 k 582 k 483 k 334 k 

1,000 589 k 482 k 407 k 338 k 234 k 

2,000 294 k 241 k 204 k 169 k 1 1 7 k 

3,000 196 k 161 k 136 k 1 1 3  k 78 k 

5,000 1 18 k  96·4 k 8 1 ·  5 k 67·7 k 46·7 k 

7,000 84' 1  k 68 · 5  k 58· 2  k 48 3 k 33·4 k 

10,000 58 ·9 k 48·2 k 40·7 k 33·8 k 23·4 k 

20,000 29·4 k 24· 1  k 20· 4  k 16·9 k 1 1 ·  7 k 

30,000 19 ·6  k 1 6 · 1  k 1 3 · 6  k 1 1  · 3  k 7 ' 80 k 

50,000 1 1 ·  8 k 9 · 64 k 8 · 15 k 6 ' 77 k 4 · 67 k 

70,000 8 ' 41 k 6·85 k 5 · 82 k 4 · 83 k 3 · 34 k 

100,000 5 ' 89 k 4 ·82 k 4 ' 07 k 3 · 38 k 2 · 34 k 
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Reactance of Standard Capacitors (cont'd.) 

cls 800 pF 1000 pF '002 1'F '0031'F 'OOS I'F 

10 1 9 · 2  M 1 5 · 9  M 7 · 95 M 5 · 3  M 3 - 1 8  M 

20 9 · 6  M 7 · 95 M 3 · 98 M 2'65 M 1 · 59 M 

30 6 · 4  M 5 · 3  M 2·65 M 1 · 77 M 1 ·06 M 

50 3 · 8  M 3 · 18 M 1 , 59 M 1 ·06 M 636 k 

70 2,73 M 2·29 M 1 , 13 M 757 k 454 k 

lOO 1 ·92 M 1 · 59 M 795 k 530 k 318 k 

200 960 k 795 k 398 k 265 k 159 k 

300 640 k 530 k 265 k 177 k 106 k 

500 380 k 318 k 15H 106 k 63·6 k 

700 273 k 229 k 1 1 3 k 75 · 7  k 45·4 k 

1,000 192 k 159 k 79·5 k 5l k 3 1 · 8  k 

2,000 96 k 79'5 k 39·8 k 26·5 k 1 5 · 9  k 

3,000 64 k 53 k 26· S k  1 7 ' 7  k 10·6 k 

5,000 38 k 3 1 · 8  k 1 5 · 9  k 10·6 k 6·63 k 

7,000 27 k 22'9 k 1 1 · 3  k 7 '57 k 4·54 k 

10,000 19 k 1 5 ' 9  k 7·95 k 5 , 3  k 3 · 18 k 

20,000 9 · 6  k 7 · 9  k 3·98 k 2 · 65 k I ·  59 k 

30,000 6 · 4  k 5 · 3  k 2 · 65 k 1 ·77 k 1 ·06 k 

50,000 3 · 8  k 3 · 18 k 1 '59 k 1 · 06 k 636 

70,000 2,7  k 2,29 k 1 · 13 k 757 454 

100,000 1 · 9  k 1 · 59 k 795 530 318 
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Reactance 0/ Standard Capacitors (cont'd.) 

cls 'OI I'F '021'F '05 1'F ' 1 1'F '25 1'F 

10 1 ' 59 M 795 k 318 k 159 k 63 · 6  k 

20 795 k 398 k 159 k 79'5 k 31 · 8 k  

30 530 k 265 k 106 k 53 k 2 1 · 2  k 

50 318 k 159 k 63 · 6  k 3 1 · 8  k 1 2 · 7  k 

70 229 k 113 k 45'4 k 22'9 k 9 · 08 k 

100 159 k 79'5 k 3 1 · 8  k 1 5 · 9  k 6 ' 36 k 

200 795 k 39·8 k 15·9 k 7·95 k 3 · 18 k 

300 53 k 26·5 k 10·6 k 5 · 3  k 2 ' 12 k 

500 3 1 · 8  k 1 5 · 9  k 6'36 k 3 ' 18 k 1 · 27 k 

700 22'9 k 1 1 ' 3  k 4'54 k 2 · 29 k 908 

1,000 1 5 · 9  k 7 · 95 k 3 · 18 k 1 · 59 k 636 

2,000 7 · 95 k 3 ·98 k 1 · 59 k 795 318 

3,000 5 · 3  k 2 · 65 k 1 · 06 k 530 212 

5,000 3 · 18 k 1 · 59 k 636 318 127 

7,000 2'29 k 1 · 13 k 454 229 90·8 

10,000 1 ' 59 k 795 318 159 63·6 

20,000 790 398 159 79 3 1 · 8  

30,000 530 265 106 53 2 1 · 2  

50,000 318 159 63·6 31 · 8  12·7 

70,000 229 113 45 · 4  22·9 9 · 8  

100,000 159 79'5 3 1 '  8 1 5 · 9  6'36 
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Reactance 0/ Standard Capacitors (collt'd.) 

cls · 5 pF I I'F 2 1'F 3 1'F 4 1'F 

10 3 1 · 8  k 15 ·9  k 7 · 95 k 5 · 30 k 3 · 98 k 

20 1 5 · 9  k 7 · 95 k 3·98 k 2 · 65 k 1 · 97 k 

30 10·6 k 5 ·  3 k 2 · 65 k I ·  77 k I ·  35 k 

50 6 · 36 k 3 · 1 8  k 1 · 59 k 1 ·06 k 795 

70 5 · 54 k 2·29 k 1 · 13 k 757 568 

100 3 · 1 8  k 1 ·59 k 795 530 398 

200 I ·  59 k 795 398 265 197 

300 1 · 06  k 530 265 179 135 

500 636 318 159 106 79·5 

700 454 229 1 1 3  75 56·8 

1,000 318 159 79· 5  53 39 ·8 

2,000 159 79·5 39· 8  26·5 19·7  

3,000 106 53 26·5 17·7 1 3 · 5  

5,000 63 · 6  3 1 · 8  1 5 · 9  10 ·6  7 · 95 

7,000 45·4 22·9 1 1 ·  3 7 · 57 5 · 68 

10,000 3 1 · 8  1 5 · 9  7·95 5 · 3  3 · 98 

20,000 1 5 · 9  7 · 9  

30,000 10·6 5 · 3  

50,000 6 · 36 3 · 18 

70,000 4 · 54 2 · 29 

100,000 3 · 18 1 · 59 
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Reactance of Standard Capacitors (conl'd.) 

cls 5 1'F 8 1' F  10 I'F 1 6 1'F 25 1'F 

10 3 · 18 k 1 · 98 k 1 ·  59 k 994 636 

20 1 ' 59 k 994 795 497 318 
, 

30 1 -06 k 662 530 331 212 

50 636 398 318 199 127 

70 454 284 229 142 90-8 

100 318 198 159 99·4 63·6 

200 159 99·4 79'5 49·7 3 1 ' 8  

300 106 66·2 53 JJ - I  21 · 2  

500 63·6 39· 8  31 · 8  1 9 · 9  12·7 

700 45·4 28-4 22·9 14·2 9·08 

1,000 3 1 ·  8 1 9 · 8  1 5 · 9  9 · 94 6,36 

2,000 1 5 · 9  9 · 94 7 · 95 4 · 97 3 · 18 

3,000 1 0 · 6  6 - 62 5 ' 3  3 ' 3 1  2 ' 1 2  

5,000 6 · 36 3 ·98 3 · 18 1 · 99 1 · 27 

7,000 4'54 2 · 84 2·29 1 ·42 

10.000 3 · 1 8  1 ·98 I - 59 

169 



Reactance of Standard Capacitors (conl'd.) 

cls 321'F SO I'F 64 I'F 100 JlF SOO JlF 

10 497 318 248 159 3 1 · 8  

20 248 159 124 79·5 24 · 8 

30 166 106 82 · 8  53 16·6 

50 99·4 63·6 49· 7  3 1 · 8  9·94 

70 71 45·4 35·4 22·9 7·  I 

l OO  49·7 3 1 · 8  24·8 15·9 4 · 97 

200 24· 8  1 5 · 9  1 2 · 4  7·95 2·42 

300 1 6 · 6  10·6 8·28 5 · 3  1 · 66 

500 9 · 94 6·36 4·97 3 · 18 

700 7· I 4·54 3 · 54 2·29 

1 ,000 4 · 97 3 ·  1 8  2 ·48 1 · 59 

2,000 2 - 48 1 · 59 1 ·24 

3,000 1 · 66 1 · 06 

5,000 

7,000 

10,000 
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6. Reactance of Inductors (Ohms) 

mH 50 100 300 500 1,000 cis 

· 314 , 628 1 '88 3 · 14 6 ' 28 

2 · 628 1 · 26 2·76 6'28 12'6 

5 I . 57 3 ' 1 4  9 · 4  1 5 · 7  3 1 ·  4 

10 3 · 14 6'28 1 8 · 8  3 1 · 4  62· 8  

25 7 ' 85 1 5 · 7  47 78 · 5  157 

50 1 5 · 7  3 1 · 4  94 157 3 1 4  

100 3 1 · 4  62· 8  188 314 628 

mH 5,000 10,000 50,000 100,000 cis 

3 1 · 4  62·8 314 628 

2 62·8 126 628 1 ,356 

5 157 314 1,570 3,140 

10 314 628 3,140 6,280 

25 785 1 ,570 7,850 1 5,700 

50 1,570 3,140 15,700 31,400 

100 3,140 6,280 3 1 ,400 62,800 

H 50 100 cis 

314 628 

2 · 5  785 1,570 

5 1,570 3,140 

10 3,140 6,280 

20 6,280 12,600 

50 . 15,700 3 1 ,400 

100 31 ,400 62,800 
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APPENDIX 11 

S E L E C T E D  VA LV E A P P L I C AT I O N  

R E P O R T S  

GENERAL OPERATIONAL CONDITIONS FOR VALVES 

Heater. The heater voltage must be within ± 7 % of the rated value. 

Anode and screen. The absolute-maximum ratings are limiting values 
which should not be exceeded under the worst probable conditions. 

Voltage between heater and cathode. The maximum values of cathode-to
heater voltage are the maximum d.c. values quoted. Where a.c. and d.c. 
exist between heater and cathode (e.g. the cathode follower phase splitter) 
the d.c. component must not exceed the published value and in addition 
the maximum instantaneous value occurring must never exceed twice the 
published value or 300 V whichever is the lesser. 

External resistance between cathode and heater. When cathode resistors 
of high value are used, the valve performance may be influenced by 
leakage between heater and cathode. A maximum value of 20 k!1 is 
therefore recommended although this may be increased to 1 MO if the 
d.c. component of the cathode-to·heater voltage is such that its instanta· 
neous value never drops below three times the r.m.s. value of the heater 
voltage. The hum voltage produced across the resistance might assume a 
rather high value under these conditions. 

Rectifier cathodes. Disintegration of the cathode coating may occur in 
both indirectly heated and directly heated rectifiers, if the total resistance 
in series with the anode is less than that specified in the Application 
Report. The value of this resistor depends upon the effective resistance, 
Rt, due to the mains transformer and Rt = Rs +- n2Rp where R, = the 
resistance of the transformer secondary in the anode circuit, Rp = resist· 
ance of the transformer primary and n = secondary to primary ratio, i.e. : 
secondary voltage/primary voltage. If the resistan'ce R, is less than the 
minimum specified value, an additional series resistor must be included 
in the anode circuit. The wattage of this resistor should be at least three 
times that required for the d.c. current only. 

Control Grid. It is good practice to keep the resistance of the circuit 
between control grid and cathode as low as possible. It should not exceed 
the maximum quoted in the Application Report, which is for fixed bias 
operation unless otherwise stated. The maximum value with cathode bias 
may be 2 or 3 times that quoted for fixed bias operation. 

Although the cathode bias method is most frequently adopted, 'grid 
current biasing' may be employed. This relies upon the flow of current 
in the grid resistor developing a negative grid voltage, and in this case 
the grid resistor should be high (preferably greater than 10 MQ but not 
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greater than 22 mil). The grid should not be allowed to become positive 
with respect to cathode. 

Symbols Used in Application Report Data 

Va(b)max. The maximum voltage which can be applied to the anode 
when the valve is cold. 

VgI (lgI = + o· 3 pAl The control grid voltage at which the positive grid 
current Ls o ·  3 ItA. 

".gl-g2. The 'inner-mu' is the amplification factor from control 
grid to screen grid = S Vg2 (lk constant). 

R�q. 

Noise factor. 

S Vgl 

The value of resistance which, if introduced into the grid 
circuit of a perfectly noiseless valve, would produce noise 
of the same level as that of the shot and partition noise 
occurring in the actual valve. It does not include flicker 
effect. 
The ratio of the signal-to-noise ratio at the input, to the 
signal-to-noise ratio at the output. 
Capacitance measured between the grid and other elec
trodes except the anode. 
Capacitance measured between the anode and other 
electrodes except the grid. 

Other symbols. In this book, signal voltages have been indicated by E 
and all other voltages by V. The anode resistance has 
been indicated by RL. Other symbols are sometimes used 
but the reader should have no difficulty in recognizing 
V Qut and V'n as output and input signal voJtages or Ra 
as the anode load resistance when these occur in the 
Application Reports and in other works. 

Vahc Nomenclature. One system of indicating valve types, consists of 
two or more letters followed by figures. The code is as 
follows :-

First letter gives the heater voltage. E = 6 '  3 V; G = 5 V. 
Second letter shows the class of valve. C = triode; 

CC � double triodc ; F � voltage amplifying pentode; 
L = output pentode; Z = full wave rectifier; CL = triode 
and output pentode. 

First figure gives the type of base. 3 = octaJ base; 
8 � noval base (B9A). 

Second and third figures are the serial numbers of design 
development ;  0-1-2-3, etc. 

Tllc diagrams and dat41. are rcproduced by pennission of the respective 
manufacturers and is gratefuJly aCknowledged. The manufacturers 
concerned are:-

Mu/lards Ltd. EF86, ECC8I ,  ECC82, ECC83, ECL86, EL84, EL34, 
GZ34, EZ80, EZ8 J .  

Gelleral Electric Co. Ltd. of England. KT66, KTSS, GZ37/U54. 
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EF86 VOLTAGE AMPLIFYING PENTODE 

LoWMNo;se pentode for use as r.C. coupled a./. voltage amplifier, particularly 
suitable for the early stages of high-gain audio amplifiers, microphone pre
amplifiers and tape recorders. 

Valve Data 

Heater (suitable for series or parallel operation, a.c. or d.e.) 

6 · 3  
200 

Capacitances (measured without an external shield) 

Cout 

Cin 

V. 
V.] 
V.' 
la 
I", 
V" 
gm 
'. 
/-Lil-a2 

Characteristics 

V., max. (I., � +0 · 3 p.A) 

5 · 3  
3 · 8  

<50 
< 2 ' 5  

250 
0 

140 
3 ·0 

600 
-2·0 

2·0 
2·5 

38 
- 1 , 3 

Operating Conditions as R.e. Coupled A.F. Amplifier 

Pentode connection 

Vb R, R.2 R. I, 1.2 Vout Vout • 

(V) (kD ) (MD) (kD) (mA) (p.A) Vin (Vr,m.s) 

400 100 0·39 1 ·0 2 · 6  550 137 95 
350 100 0 · 39 1 · 0 2 · 3  480 130 8 1  
300 100 0·39 1 ·0 1 · 95 400 127 68 
250 100 0'39 I ·0 1 · 6 350 122 53 
200 100 0 · 39 I '0 I ·  35 280 1 1 5  38 
150 100 0·47 I · 5  0 ' 8  180 104 26 

400 220 I ·0 2 · 2  1 · 2 250 213 80 
350 220 1 ·0 2 · 2  I . I 220 208 70 
300 220 1 ·0 2 · 2  0·9 190 202 59 
250 220 1 ·0 2 ' 2  0 · 8  160 196 48 
200 220 1 '0 2 · 2  0'7 120 188 37 
150 220 1 ·0 2 · 7  O' 5 100 165 26 

V 
mA 

pF 
pF 

mpF 
mpF 

V 
V 
V 

mA 
p.A 

V 
mA/V 

MD 

V 

R.,t 
(kD) 

330 
330 
330 
330 
330 
330 

680 
680 
680 
680 
680 
680 

·output voltage at Dw\ - S X. tGrld resistor of following valve. 
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Triode connection (C2 connected to a. Cl to k) 

Vb R. I. Rk Vout Vout • DID. 
• R.lt 

(V) (kO) (mA) (ill) YiD CVr.m.s.> (%) (kO) 

400 47 3 · 5  1 ·2 27·3 68 5 · 2  ISO 
350 47 3 ·0 1 ·2 27 57 5 · 0  ISO 
300 47 2 ·6 1 ·2 26·7 47 4 ·6  ISO 
250 47 2-2 1 ·2 26·5 36· 5  4 · 3  ISO 
200 47 I ·  8 1 · 2  25 · 8  26 · 5  3 ·9  ISO 

400 100 1 ·9 2 · 2  3 1 ·  5 77 4 · 8  330 
350 100 1 ·65 2 · 2  3 1  65 4·7 330 
300 100 1 ·45 2 · 2  30·5 54 4·6  330 
250 100 1 · 2  2 · 2  30·5 42 4 · 2  330 
200 100 1 · 0 2 · 2  30 31 4·0 330 

400 220 1 ·0 3 · 9  33 · 2  78 4 · 3  680 
350 220 0 ·9 3 · 9  33 66 4 · 3  680 
300 220 0·8  3 ·9  32 · 8  54 4 · 2  680 
250 220 0 ·68 3 ·9  32·5 43 3 ·9  680 
200 220 0 · 55 3 ·9 32 31 3 ·7 680 

-Output voltaie and distortion at the start of positive ¥rid current. At lower output voltage.s 
thc distortion is approximately proportional to the voltaIc. 

tGrid resistor of the followin&: valve. 

Limiting Values 
Va(b) max. 
Va max. 
Pa max. 
Vg2(b) max. 
V82 max. 

Pa2 max. 
Ik max. 
Rgl -k max. (P.>200 mW) 
Rgl -k m,x. (P.<200 mW) 
Vh_k max. (cathode positive) 
Vb_k max. (cathode negative) 

·Rb_k max. 

550 
300 

1 ·0 
550 
200 
200 

6·0  
3 ·0 

10 
100 
SO 
20 

V 
V 

W 
V 
V 

mW 
mA 
MO 
MO 

V 
V 

kQ 

·When used as a phase inverter immediately prccedina: the output stage, Rh_k max. may bc 
120kO. 

OPERATING NOTES 

I .  Hum 

When used as a normal voltage amplifier with a line voltage of 
250 V. an anode load of 100 kO and a grid resistor of 470 kO 
the maximum hum level of the valve alone is 5 J.L V, the average 
value beingabout3 J.LV when operatedwitb one side of the heater 
earthed. This can be further reduced by centre· tapping Ihe 
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heater to earth. Under these conditions the nominal hum level 
is 1 fLV. The low level of hum attained with this valve can be 
completely masked by that due to an unsuitable valveholder, 
in which excessive leakage and capacitive coupling between 
pins will introduce considerable hum. 

2. Noise 

93--

9 1 - --

The low-frequency noise generated by a valve is most con
veniently specified as an equivalent voltage on the control grid 
for a specific bandwidth. For the EF86 under normal conditioDS, 

o 

k h h 

--·-· s 
---- 92 

k 

s 

h h a 

( J O O  
0 0 
0 0 

0 0 

92 9 1  

B9A Base 

s 

93 

x 
u 
E 
E 
E 

<0 
"' 

L __ UlT 
i.e. line voltage of 250 V and an anode load of 100 kO, the 
equivalent noise voltage is approximately 2 fLV for the 
frequency range of25 to 10,000 c/s. 

3. Microphony 
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Care in the design of the valve to ensure that the electrode 
structure and its mounting are as rigid as possible has reduced 
the microphony of the EF86 to a very low level. There are no 
appreciable internal resonanc:es at frequencies below 1 ,000 c/s. 
At higher frequencies the effect of vibration is usually negligible 
on account of the damping provided by the chassis and the 
valveholder. In high-gain applications such as tape recording 
care should be taken in siting the valve, particularly when a 
loudspeaker is pre..o;;ent in the same cabinet or when a motor is 
mounted on the same chassis. In such cases a flexible mount
ing for the valve holder or a separate weighted sub-chassis is 
advisable. 
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Anode current plotted against anode voltage with control·grid 
voltage as parameter. Va2 -= 100 V. 
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Anode current plotted against anode voltage with control-grid 
voltage as parameter. Vi2 ,.. 140 V. 
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ECC81 DOUBLE TRIODE 
Double tr;ode primarily intended for use as a frequency changer or r.J. 
amplifier a/ frequencies up to 300 Mc/s. 
Valve Data 

Heater (suitable for series or parallel operation, a.c. or d.e. The heater is centre
tapped and the two sections may be operated in series or in parallel with one 
another). 

9' 

k' 

180 

0' 0" 

•• •• 

Series 
Parallel 

9" 

h het h k" 

k" 

g" 

h 

0" 

V h applied between pins 4 and 5 
V h applied between pin 9 and pins 
4 and 5 connected together 

Series Parallel 
12 ·6  6 · 3  V 

150 300 mA 

h 

0 0 

0' 

9' 

k' 
het 

" 
" o 0 E E '" '" 

89A Bas' 
1 

j'" 

- - -

All dime.nsions In mm 

-c'-a 
·Cb 
c,.'-k'+h 
C."-k"+b 

·Ca_k 
·Ch_k 
• Ck-a+h 
Ca'-s'+h 
Ca" -s"+b 
ca'_a" 
c.-h 
eg'-a" 
Ca'-a" 
c...,-,' 

Capacitances 

-Each iCCtiOn. 

1 , 6 pF 
2 · 3  pF 
0·45 pF 
0 · 35 pF 
0 '2  pF 
2·5  pF 
4 ·7  pF 
1 ·9 pF 
1 ' 8 pF 

<0·4 pF 
<0·17 pF 
<0·005 pF 
<0·07 pF 
<0 · 04  pF 



Anode current plotted against anode voltage, with grid voltage as 
parameter (each section). 

Charactcristics (each section) 

V. 100 170 200 250 
I, 3 · 0  8 · 5  1 1 · 5  10 
V. - 1 ·0 -\ ·0 - \ ·0 -2·0 
gm 3'75 5 · 9  6 · 7  5 · 5  

I'- 62 66 70 60 
r. 1 6 · 5  1 1  10 ·5  1 1  

• ra-k 21 1 6  14 25 

·Measured at f _ so Mc/s. 

Limiting Values (each section) 

Va(b) max 550 
Va max. 300 
Pa max. 2 · 5  
I" max. 15 

-V, max. 50 
v. (I. = + 0·3 p.A) - \ · 3  
Ro-k max. (self-bias) 1 ·0 
Vh-k max. 150 
Rh_k max. 20 

V 
mA 

V 
mA/V 

kO 
kO 

V 
V 

W 
mA 

V 
V 

MO 
V 

ill 

ISI  



ECC82 
I tA�7 

DOUBLE TRIO DE 

Low p. double tr;ode having separate cathodes, primarily intended for use as 
an amplifier or oscillator_ 

Valve Data 

Healer (suitable for series or parallel operation, a.c. or d.e. The heater is centre
tapped and the two sections may be operated in series or in parallel with one 
another), 

9 

k' 

182 

a' 

Series 
Parallel 

a" 

·h het h 

g" k" 

g" 

k" 

h h 

a" 

Vb applied between pins 4 and 5 
V h applied between pin 9 and pins 
4 and 5 connected together 

Series 
1 2 - 6  

150 

a' 

g' 
0 

0 k' 
het 

� 0 E 
E E 

C> " 

L 

Parallel 
6 - 3  

300 
V 

mA 

max 
22 2mt=-

- -
.. I 

� 
0 
E 
E 
E -D on 

B9A Bcs« I 

Capacitances (measured without an external shield) 

·Ca_1 1 - 5 pF 
*Cin 1 - 8 pF 
coUt' 370 mpF 
cout" 250 mpF 

·Cg_h <135 mpF 
ca'_a" <1 - 1  pF 
CI\"_g' <60 mpF 

Ca'-s" < 1 10 mpF 
ca'-It' <10 mpF 

-Each section. 



V, 
I, 
V. 
gm 
fL r, 

Characteristics (each section) 

100 
1 1 · 8 
o 
3 · 1  

19 ·5  
6 ·25 

V. max. (I. � + 0 · 3  fLA) 

Operating Conditions (each sectioll) 

As an a.f. amplifier 

Vb R, I, Rk Vour, Vout • 

250 
10·5  

-8'5  
2 ·2  

17 
7 · 7  

- 1 · 3  

Dtot • 

(V) (ill) (mA) (ill) Vin (Vr.m.s) (%) 

400 47 5 · 0  l '  2 1 3 · 5  59 6 '7  
350 47 4 · 3  1 · 2  1 3 · 5  51  6 ·6  
300 47 3 ·7  1 · 2  1 3  · 5  43 6 ' 5  
250 47 3·0 1 · 2 1 3 · 5  34 6'4 
200 47 2·4 1 · 2  13 ·  5 26 6 · 3  
150 47 1 · 8  1 ·2 1 3 · 5  1 8  6 ' 1  
100 47 1 · 2  1 · 2  13 ·5  1 1  5 · 6  

400 100 2·6 2 · 2  14 57 6·2 
350 100 2 ' 3  2 · 2  14 49 6 · 1  
300 100 2·0 2·2 14 41 6·0 
250 100 1 · 6 2 ·2  14 32 5 · 9  
200 100 1 · 3  2 · 2  14 25 5 · 8  
150 100 1 ·0 2 · 2  14 17 5 · 6  
100 100 0 · 7  2 · 2  1 4  1 0  4 ·8  

400 220 1 · 3  3 · 9  14· 5 50 5 · 1  
350 220 1 · 2 3 ·9  14· 5 43 5 · 0  
300 220 1 ·0 3 ·9 1 4 ' 5  36 4·9 
250 220 0 ' 8  3 · 9  14·5 28 4 ·8  
200 220 0·7  3 ·9  14·5 22 4·7 
150 220 O' 5 3 · 9  14·5 1 5  4'4 
100 220 0·3 3 ' 9  14· 5 8 4·0 

V 
mA 

V 
mA/V 

kQ 
V 

R,t 
(kn) 

150 
150 
1 50 
150 
150 
150 
150 

330 
330 
330 
330 
330 
330 
330 

680 
680 
680 
680 
680 
680 
680 

*Output voltaijc and distortion at start of positive arid current. At lo ..... er output voltagc, the distonion is approximately I?roportional to the OUlpul voltage. tR, ... grid re.��tor orrollowlna va1ve. 

Limiting Values (each section) 

Va(b) max. 550 V 
Va max. 300 V 
Pa max. 2 ·75 W 
Ik max. 20 mA 
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Anode current plotted against anode voltage with grid voltage as 
parameter (each section). 

Limiting Values (cont'd) 
•• Ik(pk) max. 

-vi: max. 
-v g(Pk) max. 

Rg_k max . .  (fixed bias) 
Vh_k max. 

tRh_k max. 

150 
100 
250 

1 · 5  
180 
20 

mA 
V 
V 

MO 
V 

kO 

-Maximum pulse duration-2oo ILS. 
tWhen used as It phase inverter iounediately precedins the output stnac. Rh-It ma�, Illay be 

I�O kO. 

OPERATING NOTES 
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This valve can be used without special precautions against microphony 
in equipment where the input voltage is not less than 10 mV for an 
output of 50 mW (or 100 mV for 5 W output). 

With Vh applied between pin 9 and pins 4 and 5 connected together, 
and with the centre tap of the beater transformer earthed the section 
connected to pins 6. 7 and 8 is the most favourable with regard to 
hum. 



DOUBLE TRIODE 

r· 
ECC83 

High J.L double trjode, having separate cathodes, primarily imended for use 
as a resistance-coupled amplifier or phase inverter. 

Valve DOlo 

Heater (suitable for series or parallel operatioD, a.c. or d.e. The heater is centre
tapped and the two sections may be operated in series or in parallel with one 
another). 

k' 

Series 
Parallel 

-9" 

l 
h he! h k" 

k" 

9" 

Vh applied between pins 4 and 5 

V h applied between pin 9 and pins 
4 and 5 connected together 

Series 
12 ·6  

150 

h h a '  ----�� 
9' 

k' 

a" het 

B9A Ba .. 

Parallel 
6 ' 3  V 

300 mA 

All dim�n$ions in mm 

Capacitances 

Cout' 330 mpF 

COUt" 230 mpF 

·Cia 1 ·  6 pF 
• C"_I 1 ·6 pF 

ca'_a" < 1 · 2  pF 

Ca"-i' <100 mpF 
Ca'_I" <110 mpF 

cR'-a" <10 mpF 
·C._b <150 mpF 

-Each section. 
1 � 5  



Characteristics (each section) 

V. 100 250 Y 
1, 0 · 5  1 · 2 mA 
V, - 1 ·0 -2·0 V 
gm \ · 25 1 ·6  mA/V 
fL 100 100 
r. 80 62·5 kO 

Vg max. (I, = + 0·3 I'A) -0·9 V 

Operating Conditions as Resistance Coupled A.F. Amplifier 
with grid current bias (R, = 10 MO) 

Vb 
(V) 

400 
350 
300 
250 
200 

400 
350 
300 
250 
200 

400 
350 
300 
250 
200 

R. 

(kO) 

47 
47 
47 
47 
47 

100 
100 
100 
100 
100 

220 
220 
220 
220 
220 

R • • 
g . 

(kO) 

150 
150 
150 
150 
150 

330 
330 
330 
330 
330 

680 
680 
680 
680 
680 

I. 
(mA) 

3 · 5  
2 · 8  
2 · 2  
1 ·7 
1 · 2  

2 · 1  
1 ·7 
\ ·4 
I . I 
0 · 8  

1 · 2 
1 · 0 
0 ·8  
0 · 6  
0·4 

Z, = O kO Z, = 220 kQ 
r- .�----., r- ---------A.. ___ � 

Vout V out(r.m.s.) * Vout V out(t.m.s.) t 
Vi" (V) V in (V) 

48 
46 
45 
43 
40 
63 
62 
61 
59 
56 

75 
74 
72 
70 
66 

43 
35 
28 
21 
14 

58 
48 
38 
29 
20 

69 
57 
45 
34 
24 

33 
33 
32 
3 1  
30 

42 
42 
41 
41 
39 

49 
48 
47 
46 
44 

49 
41 
33 
25 
17  

68 
57 
46 
36 
25 

82 
70 
57 
44 
32 

-Output voltage measured at Dtot - $y'. v.:�t measured with Vin r.m ... - 100 mV. 
·-Grid resistor of followullII yalye. tWben operatina this valve with grid current biii..' and a hil:;h source impedance, the second 

harmonic distortion rises to a peak at quite low leyels of output (about 10 Vr.m .• J and thcn 
falls with increasing drive. The third harmonic then beains to rise, and Dtot finaJly reaches 5 y. 
at a much higher output level than with zero $Ource impedance. The maxjmum value of this 
distortion peak y.ries iOYCTi'ely with the anode load, being about 5·5Y. with Ra = 47 kn. 
4'5% with R.. - 100 kn and 4 %  with R.. _ 220 kO. 
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Anode current plotted against anode voltage with grid voltage as 
parameter (each section). 

Operating Conditions as Resistance Coupled A.F. Amplifier with 
Cathode Bias 

Vb R. I. R. 
(V) (feO) (mA) (ill) 

400 47 2 ·2 1 ·0 
350 47 1 ·7 1 ·2 
300 47 I '  3 I · 5  
250 47 0 '9  2 · 2  

400 100 1 '4 I ·  5 
350 100 I . I 1 · 8 
300 100 0-88 2·2  
250 100 0·6 3 ' 3  

400 220 0 · 88 2 · 2  
350 220 0· 7 2 ·7  
300 220 0·5  3 ·9 
250 220 0·38 4 ·7 

Vout 
Vi" 

43 
42 
40 
36 

59 
57 
55 
50 

71 
69 
65 
62 

V • out(r.m.s.} 
(V) 

40 · 5  
3 1  
22 
1 2 · 5  

59 
45 
32·5 
1 8 · 5  

63 
60 
38'5 
27 

DIOI • R.,t 
(%) (kO) 

5'0 1 50 
5 · 0  150 
5 · 0  150 
5 · 0  150 

5 · 0  330 
5 ·0 330 
5 ·0 330 
5 · 0  330 

3 ' 7  680 
5 · 0  680 
5 ·0 680 
5 · 0  680 

-Output voltaitc measured at Dtot - 5 � or at start or positive arid current. At lower output 
voltages the distMlion is 2pproltimate y proportional to the output volta,ge. 

t Grid resistor of followina vanoe. 
At lower values of Vb. arid current biu should be used. 
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Limiting Vallles (each section) 

Va max. 
Pa max. 
Jk max. 

-V, max. 
R._k max. (fixed bias) 
Vh_k max. 

*Rh_k max. 

300 
1 · 0 
8 ' 0  

50 
1 ·0 

180 
20 

v 
W 

mA 
Y 

MQ 
Y 

ill 

·When used as a phase inverter immediately preceding tbe outpUt nage, Rh _Il max. may be 
1.50 kO. 

OPERATING NOTES 

188 

I. Microphony 
This valve may be used without special precautions against 
microphony in equipment where the input voltage is Dot less 
than 5 mY for an output of 50 mW (or 50 mY for 5W output). 

2. Hum 
With Vb applied between pin 9 and pins 4 and 5 connected to· 
gether and the centre tap of the heater transformer earthed, the 
section connected to pins 6, 7 and 8 is the most favourable with 
regard to hum, and should be used for the input section 
when the two sections are used in cascade. 

When used as a normal voltage amplifier with Vb = 250 V, 
R. = 100 ill, R. = 330 ill, R. = I '  5 ill (suitably de
coupled), the maximum hum level of the input triode is 10 I-L V, 
the average value being 6 p.. V. If one side of the heater is earthed, 
rather than the centre tap, it is preferable to earth pins 4 and 5. 
The average value of hum under these conditions may be 
50 JLY. 



TRIODE PENTODE ECL86 

Combined high-fL triodc and output pentode for use in audio amplifier 
circuits. 

Valve Data 

9, 't 
0, 

l kp g.l� h h kt 

Cap_at 
Cat-Kt 
Cat-al 
Cal_ap 

Heater 

h 
h 0, 

, o 0 " Kp,g),$ 0 0 

" 0 0 
0 0 ., 

" 0 1  

89A Bc�e 

All dimens� in m-n 

Capacitances 

Pentode section 

Triode section 

x 
0 E 

� 
'-

6 · 3  
700 

r ·2'2·;?mo>< • 

I··-r\.- f - '  
, 

<6·0 
<200 

<20 
<150 

10 
<400 
<200 

2 · 3  
2 · 5  
1 '4 

<6'0 

x 
" , 
" 
" 
� 

V 
mA 

mpF 
mpF 
mpF 
mpF 

pF 
mpF 
mpF 

pF 
pF 
pF 

mpF 
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V, 
VB2 
V,I 
I, 
1,2 
gm 
r. 
JLllt-,2 

Characteristics 

Pentode section 

Triode section (sec ECC83) 

250 
250 
- 7 ' 0  

36 
6 · 0  

1 0  
48 
21 

250 
- 1 · 9  

1 · 2  
1 · 6  

1 00  
62 

Operating Conditions as Single Valve Amplifier 

Pentode section 

V, 250 250 250 
V,2 210 250 250 
Rk 130 270 170 
la 36 26 36 

1,2 5 · 6  4 · 4  6·0 

Ra 7 · 0  10 7 · 0  

Pout 4·0 2 ' 8  4 · 0  
Vin(r,m.s.) 3 ·  1 2 · 7  3 · 2  

Dtot 10 10 10 
V1n(r,nu.) (Pout = 50mW) 280 280 300 

Operating Conditions for Two Valves in Push-Pull 

190 

cathode bias 
Va(b) 
V 112(b) 
Rk (pcr valve) 
Ra_a. 
11.(0) 
Ig2(0) 
V in(lIt-,I)r,m,s, 
Pout 
Dtot 
Vin(r,m,s.) (Pout = 50 mW) 
I. (malt. sill,) 
(112 (malt, si,.) 

250 
250 
180 

8 · 0  
2 X 35 

2 X 5 ' 6  
10'2  
1 0  

4 ·  5 
480 

2 X 37 · 3  
2 X 9 · 0  

300 
300 
290 

9 · 0  
2 X 3 1  

2 X 5·0 
1 7 · 4  
1 4 · 3  

5 · 0 
520 

2 X 37 
2 X 10·6 

v 
V 
V 

mA 
mA 

mA/V 
kQ 

V 
V 

mA 
mA/V 

!ill 

V 
V 
Q 

mA 
mA 
kQ 
W 
V 
% 

mV 

A 
V 
V 

kQ 
mQ 
mA 

V 
W 

% 
mV 
mA 
mA 



Operating Conditions for Triode Section as Resistance Coupled 
A.F. Amplifier 

Cathode bias 

Vb R, I, R. VOUl Vout(r.m.s.) • Dtot • Ret 
(V) (kG) (mA) (kG) Vin (V) (%) (kG) 

300 47 1 ·  3 I ·5  40 22 5 · 0  150 
250 47 0·9 2·2  36 12 ·5  5 ·0  150 
300 100 0·88 2 · 2  55 32 ' 5  5 · 0  330 
250 100 0 ·6  3 · 3  50 18 ·5  5 · 0  330 
300 220 0 ·5  3 ·9  65 38·5  5 ·0  680 
250 220 0 ' 38 4 ·7  62 27 5 ·0 680 

-Output voltage measured lit Dtot _ '(; or at slatt of positive Slid current. At lower output voltages the distortion is approximate y proportioDai to the output voltaac. tGrid resistor of following valve. 
AI lower values of Vb. &rid current bias should be used, 

Grid current bias (Ra = 10 MO) 

Vb R, Rgt I. 
(V) (ill) (kG) (mA) 

300 47 150 2·2  
250 47 150 1 · 7  
200 47 150 1 · 2 
300 lOO 330 1 ·4 
250 100 330 1 · 1  
200 100 330 0 · 8  
300 220 680 0·8  
250 220 680 0 ·6  
200 220 680 0 ' 4  

·Output voltaie measured at Dtot _ '�. 
vvou� measured witb VLII(r,m,I,1 - lOO mV. 

" 

Z, = O kG  , 
Vout 
ViD 

45 
43 
40 
61 
59 
56 
72 
70 
66 

. , 
V • out(r.m.s.) 

(V) 

28 
21 
14 
38 
29 
20 
45 
34 
24 

Z, = 220 kG 
��--� 

Vout V out(T,m,J.)+ 
YjD (V) 

32 33 
31 25 
30 17 
41 46 
41 36 
39 25 
47 57 
46 44 
44 32 

tGrid resistor of followini valvc. 
tWhcn opcr�tini ,Ibis �alvc with grid cu""!nt bias and a h ab source impedance, the second harmoDlc dl�tortlon nse. to a peak at QUite low levels of output (about 10 Vr.m..J and then 
falls with increasing drive. The third harmouic then beiiru; to rise, and D",,� futany reaches 5 X at a much hiaher output level than wjth zero source impedance. The DJall.imum value of this distortion peak varies invencly with the anode load, beina about 5'5% with Ra _ 41kO. 4'5% with Ra - IOOkO and 4Y. with. R.a - 220kO. 
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I 
., 

Anode and screen-grid currents plotted against anode voltage with 
control-grid voltaGe as parameter. Pentode section. Vg2 = 250 V. 

Anode and screen-grid currents plotted against anode voltage with 
control-grid voltage as parameter. Pentode section. V&2 = 300 V. 
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Limiting Values 

Va(b) max. 
Va rnax. 
Pa max 
Va:2(b) rnax. 

YS2 max. 

PaZ rnax. 
Ik rnax. 
Ral-k max. 
Vb_k max. 
Rh_L" rnax. 

Va(b) max. 
Va max. 

Pa max. 
Ik max. 
Ra-k max. 
Vb_k rnax. 

*Rb_k rnax. 

.. , . 

Pentode section 

Triode section 

550 
300 

9 · 0  
550 
300 

1 · 8  
55 

1 ·0 
l OO  
20 

550 
300 
500 

4 · 0  
1 ·0 

l OO  
20 

v 
V 

W 
V 
V 

W 
mA 
MO 

V 
kO 

V 
V 

mW 
mA 

MO 
V 

ill 

·When used as a phase inverter immediately prccedint; the output stage, Rh_Jr. rna1t. may be 120kO. 

OPERATING NOTES 

I . Microphony 

This valve may be used without special precautions against 
micro phony in equipment where the input voltage is not less 
than 4 mY for an output of 50 mW. 

2. Hum 

To obtain the minimum value of hum, pin 4 should be earthed. 
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EL84 OUTPUT PENTODE 

Output pentode rated for 12 W arwde dissipation, prinuuily intended for 
use ill a.c, maillS operated equipment, 

Valve Data 

Cin 
Cout 
ca_cl 
Cgl_b 

Heater 

Capacitances 

6 · J  
76() 

10·8 
6·5 

<500 
<250 

V 
mA 

pF 
pF 

mpF 
mpF 



Operating Conditions as Single Valve Amplifier 

v, 
Vg2 
R, 
V" 
la 
1.2 

Pentode connection 

Vin(r.m.5.) (Pout = 50 roW) 
Vio(r.m.5.) (Dtot = 10%) 
Pout (Otot = 10%) 
D, 
D, 

2S0 
2S0 

S - 2  
-7 - 3  
48 

S O S  
300 

4-3 
5 - 7  
9 - S  
2 -0  

Triode connection (g2 connected to a) 

Va 
R, 
V., 
la(o) 
Vin(r,m,s.) (Pout = 50 mW) 
V in(r.m.!.) p .. " 
Dtot 
Ia(max. sig.) 

250 
2S0 

4 -5  
-7 - 3  
48 

S o S  
300 

4-4 
5 - 7  
8 -0 
5 -0 

250 
3 - 5  

-9 -0 
34 

1 -0 
6-0 
1 - S 
6-0 

39 

Operating Conditionsjor Two Valves in Push-Pull 

Pentode connection 

Va 
Vg2 
Rk (per valve) 
Ra_a 
Ia(o) 
i12{o) 
Vin(a:I-11) r.m.S. 
PoUt 
D .. , 
'a(malt. sill:.) 
112( ..... sig_) 

2S0 
2S0 
270 

8 - 0  
2 X 31 

2 X 3 - 5  
16 
1 J  
3 - 0  

2 X 37 - 5  
2 X 7 - S  

300 
300 
270 

8 -0 
2 X 36 

2 X 4-0 
20 
17 
4-0 

2 X 46 
2 X 1 1  

v 
V 

kn 
V 

rnA 
rnA 
mV 

V 
W 
% 
% 

V 
kn 

V 
rnA 

V 
V 

w 
% mA 

V 
V 
n 

kn 
rnA 
mA 

V 
W 
% 

rnA 
mA 
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voltage as parameter. Vg2 = 250 v. 
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Performance of two EL84 In push·pull with distributed load condi
tions. Screen-grid tapping at 20% of primary turns. Va = VlZ = 

300V. 
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tions. Screen-grid tapping .at 43% of primary turns. V. = VI2 -
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Performance of two EL84 triode connected in pusn-pull. 
Va+s: = 250 V. 
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Distributed load conditions for maximum output (screen-grid tapping at 20% 
of primary turns) 

V. 300 300 V 
V., 300 300 V 
Rk (per valve) 390 + 47 270 Q 
Ra_a 6·0 8 ·0  !ill 
Ik(o) 2 x 28 2 x 40 mA 
V iD(II-IOr.m.l. 17  18 · 3  V 
Pout 14 ·4 15 ·4 W 

Dtot 0·85 1 · 17 % 
Ik(max. s.ia·) 2 x 55 2 x 48·5 mA 

Distributed load conditions for minimwn distortion (screeD-grid tapping at 43 % 
of primary turns) 

V. 300 300 V 
V., 300 300 V 
Rk (per valve) 390 + 47 270 Q 
Ra_a 6·0 8 · 0  !ill 
ik(o) 2 x 28 2 x 40 mA 

V in(al-al)c.ro.,. 16 ·8  16  V 
Pout 10 · 1  I I  W 

D,O' 0·72 0·7 % 
Ik(mu. sia.) 2 X 47 2 X 45 mA 

Triode connection (82 connected to a) 

V. 250 300 V 
Rk (per valve) 560 560 Q 
Ra_a 10 10 !ill 
Ja(O) 2 x 20 2 x 24 mA 
Vin(gl-SI)r.nl.3. 16 · 5  20 V 
POUt 3 ·4  5 ·2  W 
Dtol 2 · 5  2 · 5  % 
la(max. �j.;.) 2 X 21 · 5 2 x 26 mA 

Operating Conditions with Continuous Sine Wave Drive 

Single valve 
_ .. _ ... • ... .• _ . .  _ .•• .. _ --------------

v , 

V g2(b) 
*R�2 

Rk 
R, 

250 250 V 
250 250 V 

4 ·7( ± 10%) 3 ·9(± 1O%) kO 
130 130 Q 

5 · 25 4·5  kO 
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la(o) 44 44 
Jg2(O) 5 · 1  5 · 2  
Vin(f.m..S.) 4·4 4 ·65 

PoUt 5 · 4  5 · 6  

D",. 12·5 13·9 

Ia(max . •  ia·) 40 42 

I&2(max. da;.) 8 · 6  8·4  

p., 1 ·  8 1 · 8 

·Deoouplcd by 8 l'F capacitor. 

Two valves in push-pull 

V. 300 
V g2(b) 300 

·Rg2 1 '8( ± 10YJ 
Rk (per valve) 270 
Ra __ 

8 · 0  

1.(0) 2 x 35 
la2(0) 2 x 4·0 
Vio(al-ll)t.m.s. 17·4 
Pout 15 
D ... 3 ·4 

I.(max. sia.) 2 x 42 

'a2(max. sia.) 2 x 7·0 

p., 1 · 93 

·Scrccn-;rid resistor common to both valves. 

Limiting Values 
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Va(b) max. 
Va max. 
Pa max. 
V�2(b) max. 
Va2 max. 
Pa2 max. 
lk 

-VI max. 
R,I_k max. 
Vh_k max. 
Rh_le max. 

550 
330 

12 
550 
300 

2·0 
65 

100 
300 
100 
20 

mA. 
- mA 

V 
W 

% 
mA 
mA 

W 

V 
V 

ill 
Q 

ill 
mA 
mA 

V 
W 

% 
mA 
mA 

W 

V 
V 
W 
V 
V 

W 
mA 

V 
kQ 

V 
Ul 



BEAM TETRODE KT66 

A beam le/rode will! an absolute maximum anode dissipation raling of 
30 W. 11 is designed for use in the output slage of an aJ amplifier, or as a 
series valve in a stabilized power supply. 

The KT66 is a commercial version of the CVI07S. 

Base Connections and Valve Dimensions 

" I1 

• 

h 

Base: B8� (Octal) 
Bulb: Dome top tubular 
Max. overall length: 135 mm 
Mu. seated length: 121 mm 
Mu. diameter: 53 mm 

IC -Jv,.�-- View from undersido of base. 

Valve Dala 

Heater 

Maximum ratings 

Design Max. 
V. 500 
V02 500 -VSI 200 
Ik 200 

Pa 25 
Pl2 3 · 5  

• 27 Pa+12 
Vh_k ISO 

TbUIb 2SO 
R"I-k (cathode bias): 

Pa+a2 < 27W 
p&+&2 >27W 

R"I-k (fixed bias) : 
Pa+&2 <27W 

P'+&2 >27W 

·Triode or ultralinear operation. 

6 · 3  V 
I . 3 (approx) A 

Absolute Max. 
5SO V 
5SO V 
200 V 
200 mA 

30 W 
4 · 5  W 

32 W 
ISO V 
2SO 'C 

1 ·0 MO 
500 kO 

2SO kO 
100 kO 
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capacitances (measured on a cold unscreened valve) 

Cal-all, leM a: 14 ' 5  pF c�_alI.1= SI : 10'0 pF Ca-si: 1 ' 1  pF 
--. 

Characteristics 

Tetrode connection 

V. 250 V 
VII2 250 V 

-VI/:l 1 5  V 
gm 7 mA/V 
r. 22' 5  Hl 

T riode connection 

V, 250 V 
-Vat 15 V 

gm 7 · 3  mA/V 
ra I · 3  kO 

Typical Operation 

Triode connection. Class A. Single valve. cathode bias. 

Va,g2(b) 270 440 V 
Va.82 250 400 V 

-V,I (approx) 20 38 V 
"in(pk) 20 38 V 
Rk 330 600 n 

la+.2(0) 60 63 mA 
Pa+.2(0) 1 5  25 W 
RL 2 · 75 4 · 5  k!1 
Pout 2 · 2  5 · 8  W 

Dtot 6 7 % 

Triode connection. Class ABl. Push-pull. Cathode bias 

Va.,,2(b) 270 440 V 
V �.1I2 250 400 V 

-V,I (approx) 19 38 V 
vill(gl-al)(pk) 38 76 V 

*Rk 2 X 345 2 X 6 1 5  n 

IHa2(0) 2 X 55 2 x 62 mA 
Pa+82(o) 2 x 1 4  2 x 25 W 

RL(a-a) 2 · 5  4 ' 0  kO 
20� 



-It is essentia.l to use two separate �athode bias resistors. 

4 - 5  
2 - 0  
3 - 0  
3 -5 

14-5 
3 - 5  
3 - 0  
3 - 5  

w 
% 
% 

kn 

flntermodulalton distortion; measured usinS two input sianaJs at 50 and 6000 C/S (ratio of amplitudes ": I). 

Tetrode connection. Class ABI. Push-pull. Cathode bias 

Va(b)(O) 450 V 
Va(bXmu. lis.) 425 V 
Va(o) 415 V 
Va(max. S>I.) 390 V 
V &2(0) 300 V 
V g2(max. lig.) 275 V 

-V'I (approx) 27 V 
la(o) 2 x 52 mA 
Ia(max. sig.) 2 x 62 mA 
la2(0) 2 x 2 -5  mA 
]�(mltX. slg.) 2 x 9 mA 
Pa(o) 2 x 21 W 

Pa(max. sig.) 2 x 9 -0  W 

Pg2(o) 2 x  0-75 W 

. Pa2(mu:. sig.) 2 x  2-5 W 
oR. 2 x 500 n 

RL(a-a) 8 kn 
Vin(al-sl)(pk) 70 V 
POUt 30 W 
D«>. 6 % 

-It is essential to use two separate cathode bias resistors. 

Ultralinear connection. PushapuU. 40% taps. Class ABl. Cathode bias, 

Va(b) 450 V 
Va,82(O) 425 V 
Va,a:2(max. sis·) 400 V 
la+&2(o) 2 x 62 -5 mA 
Ia-l·g2(maJI. sig.) 2 x 72-5 mA 

Pa+i2(o) 2 x 26 - 5  W 

Pa+&2(max, sig.) 2 x 13 -0  W 
oR. 2 x 560 n 

-V, (approx) 35 V 
POUI 32 W 
RL(a-a) 7 Hl 
Zout 9 kn 
0101 2 % 

tlM 4 % 
-It is essential to use two separate cathode biu lUistors. 
tlntcrmod\.lloniol'1 dislonion: measured using two input signals at SO and 6000 cjs (ratio of 
amplitudes 4:1). 
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Ultralinear connection. Class ABl. push-pun. 40% taps. Fixed bias 

Va,g2(0) 525 V 
V.,g2(rnaJ(. si&.) 500 V 
1.+12(0) 2 X 35 mA 
la+s2(m.a;l:. si&.) 2 X 80 mA 
Pa+g2(o) 2 X 1 8  W 
Pa+g2(max. sJ.a.) 2 X 15 W 

--V" (approx) 67 V 
RL(a_a) 8 ill 
vin(gt_gl)(pk) 127 V 
Pout 50 W 
Dtot 3 % 

tIM 1 5  % 
Zout 10 kQ 

• A negative bias range of ± 2S % of this value should be available fOT each valve. 
tIntumodulation distonion: measured usina two input signals at SO lInd 6000 cls (ratio of 

amplitudes 4:1). 

Installation 

210 

The valve may be mounted in any position but when horizontal it 
should be orientated as shown in the diagram below. No retaining 
device or external screening is normally necessary. 

2 

3 4 

8 7 

5 

eo"ecl orientation of the valve socket for horizontally mounting the 
KT66. 

Adequate ventilation should be provided. A pair of valves working 
at maximum ratings should be mounted at not less than 3 ·  5 in. (9 cm) 
between centres. 

For the prevention of parasitic oscillation, a series resistor of 100-
300 n should be connected close to the screen tag of the valve socket. 
When the valve is triode connected, this resistor should be connected 
between screen and anode. A control grid series resistor of 10--50 kn 
is also recommended. In push.pull applications having a large change 
in anode current between the quiescent and full output conditions, an 



o 

v, 

KT66. Anode current piotted againsCanode voltage with control
grid voltage as parameter when tdodo ·connected. 

100 200 ·V, 
lOO 

KT66, Anode and screen-grid currents plotted against anode voltage 
with control-grid voltage as parameter. VS2 = 300 V. 
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KT66. The above curves show power output, harmonic distortion 
and intermodulation plotted against load impedance. Ultra-linear 
operation at two values of V,,(b). 
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KT66. A comparison of ultra-lioear with trlode operation. 

kd.-.) (kQ) 

KT66. A comparison of pentode with triode operation. 
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inductance input filter circuit of good regulation should be used. A 
badly regulated supply will cause a fall in power output and/or exces
sive quiescent anode dissipation. 

INTERMODULATION IN ULTRALINEAR AMPLIFIERS 

The curves below illustrate the various degrees of iotermodulation with 
varying positions of the screen taps 00 the output transformer from 0 % 
(tetrode operation) to 100% (triode operation). The measurements were 
made under SMPE* conditions using frequencies of 50 and 6000 c/s at a 
ratio of 4:1. It will be noticed that the lowest level of intermodulation is 
obtained with taps of about 40%. A slight increase in intermodulation is 
produced at 33 % or 57 % and a significant increase at 25 % or 75 %. 

The triode performance (lOO%) is inferior to the ultralinear at all outputs 
except below IOW with 25 % taps. The high intermodulation of the tetrode 
arrangement (OYJ is to be expected). 

Theapplicatioo of negative feedback will reduce intermodulation roughly 
in proportion to the reduction in gain. For example, a 3:1  reduction in 
intermodulatioo is obtained with IOdb and a 5:1  reduction with 14 db 
feedback. It can be seen that it is not difficult to reduce intermodulation 
to below I % at 50W output by the use of feedback. 

20 

15 

3 

2 . . 

I o 

214 

·S.M.P.E. ,.. Society or Motion Picture Enaineers. 
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The various degrees ofiotermodulation with varying positions of the 
screen taps on the output transformer from og (tctrode operation) 
to 100% (triode operation). 
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Comparison of Operating Conditions 

V.(b) 
V, 
Vg, 
1.+82 
1&2(0) 
la+&2(mAx. sia.) 

Ja2(mu. si&.) 
Rk (per valve) 
Vk (app) 
Pineal 
Pin (max. sia.) 
POUI 

t'1 
D (maJl. sia.) 
RL(a-a) 
Zou. 
Vin(ll -al)(r.m.s.) 
Relative POUI for given Vin 

Triode 
450 

400 
400 
125 

5 
l3S 

8 
560 

36 
50 
54 
15 
28 

2 

6 
3 · 5  

52 { x l  

l 0 

Pentode· Ullralinear 
450 450 V 
400 400 V 
400- 400 V 
125 125 mA 

5 5 mA 
135 145 mA 
24- 1 5  mA 

560 560 !1 
36 36 V 
50 50 'W 
62 58 W 
32 32 W 
52 55 % 

:1- 6  2 % 
7 7 k!1 

35 9 k!1 
42 56 V 

x 5  x 2 · 5  

+7 +4 db 

·Suhable (or intermittent operation only. due to e.loessi .. e screen diuivation at full output. 
Whm continuous (ull output is require4. use tbe opecatina condition: • - 400, V 12 _ 300. tn = y'efficiency, i.e. Poat xl00/Plo.Pllt. 
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EL34 OUTPUT PENTODE 
Output pentode rated for 25 W anode dissipation. intended for use in a.c. 
mains operated equipment 

Valve Dala 

0 

03 
gl 

kh h 

216 

COUI 
Cin 
Ca-al 
Cal-h 
Ch_k 

g2 
0 

h 

Heater 

Capacitances 

g2 gl 

@@ @@ 
Ne 

@£@ h 

g3 k 

Odol eo�e 

All d i mensions i n  mm 

V. 
V.2 
V.] 
I, 
I., 
Vgl 
Srn 
r. 
fLrtl-g2 

Characteristics 

Vgl max_ (1., = + 0 - 3  "A) 

'" 
'" 

6- 3 
1 - 5 

8 -4  
1 5 - 2  

< 1 -0 
< 1 - 0 

1 1  

mox 

V 
A 

pF 
pF 
pF 
pF 
pF 

x 
o 
E 

I 
I 
I 

_____ l 
250 V 
250 V 

0 V 
100 mA 

I S  mA 
- 1 2 - 2  V 

1 1  mA/V 
I S  kQ 
1 1  

- 1 - 3 V 



Operating Conditions as Single Valve Class 'A' Amplifier 

Pentode connection 

V. 250 300 V 
V., 250 300 V 
Vg, 0 0 V 
Rk 106 190 n 
R, 2 - 0  3 - 5  kQ 
I. 100 83 mA 
I., 15  1 3  mA 
Vin(r.m.s.) (POUl = 50 mW) 500 450 mV 
Vin(r.m.s.) 8 - 0  8 - 2  V 

·pout 1 1  1 1  W 
·D1ot iO iO % 

·pou� and Dtot arc measured lit filled hillS and therefore represent the PO ..... er outpul available 
durinll the reproduction of speech and music. When a sustained sine wave is applied to the 
control-grid the bias across the cathode resistor will readjust itself as a result of the increased 
anode and screen-arid currents. This will result in a reduction in power output of approxi
mately IOX. 

Operating Conditions for Two Valves in Push-Pull 

Distributed load conditions for maximum output (screen-grid tapping at 20% of 
primary turns) 

Vb 
R., (per valve) 
Rk (per valve) 
Ra_a 
]a(o) 
Jg2(o) 
Vin(liIl-al)r,m.s. 
Pout 
Dlot 
I.(ntal!. sig.) 
1a:2(max. sI8.) 

450 
1 -0 

500 
7-0 

2 X 55 
2 X 9-0 

55 - 2  
40 
4 - 5  

2 X 74 
2 X 9-0 

V 
kn 

n 
kn 

mA 
mA 

V 
W 
% 

mA 
mA 

Distributed Joad conditions for minimum distortion (with screen-grid tapping 
at 43 % of primary turns) 

Vb 
R., (per valve) 
Rk (per valve) 
Ra_a 
1<1(0) 
192(0) 
Vin(gl-il)r.m.s. 
Pout 
Dtot 
la (max. sia.) 
'g2(rn,,_ sig_) 

430 
1 -0 

470 
6-0 

2 X 62-5 
2 X 10 

35 
20 

0-35 
2 X 65 
2 X 10-2 

430 
1 -0 

470 
6 -0  

2 X 62-5 
2 X iO 

50 
34 

2-5  
2 X 70 
2 X 14 

V 
kn 

n 
kn 
mA 
mA 

V 
W 
% mA 

mA 
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Performance of two EL34 in push-pull with distributed load condi
tions. Screen-grid tapping at 20% of primary turns. Vb = 430 V. 
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Performance of two EL34 in push-pull with cathode bias. 
Vb - 315 V . 
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Performance of two EL34 in push-pull when triode connected and 
the cathode bypassed. Va = 400 V. 
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Performance of two EL84 in push· pull. when triode connected and 
the cathode unbypassed. Vb = 430 V. 
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Operating Conditions for Two Valves in Push-Pull 

Fixed bias 

V. 375 400 
V.J 0 0 

*R1I2 600 800 
V,I -33 -36 
Ra_a 3 - 5  3 - 5  
la(o) 2 X 30 2 X 30 �.'(O) 2 X 4 -7  2 X 4 - 5  

46 - 7  50 m(gl-II l)r.Ol.s. 
Pout 48 54 
Otol 2 - 8  1 - 6 
Ia{max, sill.) 2 X 107-5 2 X 1 1 0 - 5  
Ig2(mAx, si,.) 2 X 23 - 5  

·Scrcen·grid n:l>istor common to both valves. 

Cathode bias 

V. 375 
V.J 0 

·Ra2 0-47 
Rk (per valve) 260 
Ra_a 3 - 5  
la(o) 2 X 75 
]g2(0) 2 X 12 -5  
Vin(gl-gl)r.m.s. 40 
POUI 34 
Dtol 1 - 7  
Ia(max. 5i&.) 2 X 94 
Ia2(max. sig.) 2 X 19-5  

·Scrcen-erid resi5toT common to both valves. 

2 X 23 

450 
0 
1 -0 

465 
6 - 5  

2 X 60 
2 X 10 

54 
40 

5 - I 
2 X 7 1 - 5  
2 X 22 

Operating Conditions for Two Valves in Push-Pull 

V 
V 
Q 
V 

kfl 
mA 
mA 

V 
W 
% 

mA 
mA 

V 
V 

kQ 
Q 

kQ 
mA 
mA 

V 
W 
% 

mA 
mA 

Triode connection (gz connected to a. 8J to k) with separate cathode bias resistors. 
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V. 
V, 
V., 

With Rk bypassed 

Rk (per valve) 

Ra_a 
la(o) 
Vin(gl-gl)f.m.s. 
POUI 
0101 
Ia(max. si,.) 

430 
400 

o 
440 

5 - 0  
2 X 70 

48 
19 

1 - 8  
2 X 75 

V 
V 
V 
Q 

kQ 
mA 

V 
W 
% 

mA 



Vb 
V. 
VS, 

With Rk unbypasse<l 

Rk (per valve) 
Ra_a 
1a(0) 
V iD(al -si)r.m.s. 
PoUt 
Dtat 
Ja(max. siS·) 

430 
400 

o 
440 

10 
2 x 70 

48 
14 
0 '4  

2 X 73 

Operating Conditions for Two Valves in Push·Pull with 
Continuous Sine Wave Drive 

Vb 
Vi' Ri' Vit 
Ra_a 
la(o) 
1"(0) 
Vin(81-al)r,m.t. 
POUI 
Dtat 
Ja(max. sill.) 
192(max. siB.) 

Fixed bias 

375 
o 
1 ·0 

-32 
3 ' 5  

2 X 30 
2 X 4'4 

45 
42 

3 ·0 
2 X 98 
2 X 19  

Cathode bias 

400 
o 
1 ·  5 

-35,5 
3 '5  

2 X 30 
2 X 4'4  

50 
51 

1 · 8 
2 X 106 

2 x 21 

V 
V 
V 
o 

kO 
mA 

V 
W 
% 

mA 

V 
V 

kO 
V 

kO 
mA 
mA 

V 
W 
% 

mA 
mA 

Any of the cathode bias conditions published in this data sheet are 
suitable for continuous sine wave drive. 

Design Centre Ratings 

P A 

Va(b) max. 
Va max. 
Pa max. 
VS2(b) max. 
Vg2 max. 
P&l max. 

]k max. 
R,I_k max. 
Vh_k max. 
Rh_k max. 

v. max. 

Triode connected 

Pa+s2 max. (V a = 500 V) 
P.ta2 mM. (V. = 600 V) 

2·0  
800 

25 
800 
500 

8 ·0  
150 
500 
100 
20 

600 
30 
15 

kV 
V 

W 
V 
V 

W 
mA 
kQ 

V 
kO 

V 
W 
W 
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KT88 BEAM TETRODE 

The KT88 has an absolute maximum anode dissipation rating of 42 W 
and is designed for use in the output slage of an af. amplifier. Two valves 
in Class AB1 give a continuous output of up to 100 W. The KT88 is also 
suitable for use as a series valve in a stabilised power supply. 

The KT88 is a commercial version of the CVS220 and is similar to the 
6550. 

Base connections and valve dimensions 

Base: Metal shell wafer octal 
Bulb: Tubular 

MaJ(. overall length: 
Max. seated length : 
Max. diameter: 

125 mm 
110 mm 

52 mm 

• 

h 

NP 

h 

, __ ./-'-�""" __ k, bp 
View from underside or base. 

Valve Data 

Heater 

Vb 6 · 3  V 
Ib 1 · 6  (approx) A 

Maximum ratings 

Absolute Design Maximum 
V. 800 800 V 
V" 600 600 V 
V.oK2 600 600 V 

-VgI 200 200 V 
P. 42 35 W 
P" 8 6 W 
Pa+a2 46 40 W 
Ik 230 230 mA 
Vb_k 250 200 V 
Tbu1b 250 250 °c 
R.,_k (cathode bias) 

kQ PH" < 35W 470 
PH" >35W 270 kO 

R.,_k (fixed bias) 
kO PH'" <35 W 220 

PH" >35 W 100 kO 
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KiSS. Anode and screen-grid current plotted against anode voltage 
with control-arid voltaee as parameter. Vg2 = 300 V. 

Capacitances (measured on a cold unscreened valve) 
Triode connection 

;. -ISV 

=-20 
r' , 

1S . 

I � ]IJ 
1 

1 
I 4 

_4SV 
SOO 

ca,a2-all less g l :  17pF 

V. 
V.2 
I, 
1.2 

-Val 
gm 
r. 
J.Lgl-S2 

Tetrode connection 

Characteristics 
Tetrode connected 

Triode connected 

Ca_all less 1 1 :  12pF 

250 
250 
140 

3 (approx) 
1 5  (approx) 
1 1 · 5 
12 
8 

250 
143 
1 5  (approx) 

v 
V 

mA 
mA 

V 
mA/V 

kQ 

V 
mA 

V 
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Typical Operation 

12 
670 

8 

Push-pull. Class ABl. Cathode bias. TClrode connection 

Va(b) 560 
Va(o) 521 
Vg, 300 
la(o) 2 X 64 
Ja(max. sill.) 2 x 73 
1&2(0) 2 x 1 · 7  
Jg2(max. sig.) 2 x 9 
RL(a-a) 9 

OR. 2 x 460 
-Vii 30 (approx) 

POUI SO 
Dlot 3 

tJ.M. I I  
Pa(a) 2 X 33 
Pa(tnaL sia..) 2 X 12 
Pg2(o) 2 X 0 · 5  
Pg2(mall. siB.) 2 X 2 · 7  
Vin(gI -SI)(pk) 60 

-It is essential Co use two separate cathode bias rMistars. 

mA{V 
n 

V 
V 
V 

mA 
mA 
mA 
mA 
kn 

n 
V 

W 
% 
% 
W 
W 
W 
W 
V 

tIntcrmodulation distortion; measured using two input signals at SO and 6000 c/s (ratio of 
amplitudes 4:1). 

Push-pull, Class ABI. Fixed bias. Tctrode connection 

Va(b) 560 V 
Va(o) 552 V 
V., 300 V 
Ia(o) 2 X 60 mA 
la(max. sig.) 2 X 145 mA 
J&2(O) 2 X 1 · 7 mA 
J&2(max. sig.} 2 x 15  mA 
RL(a-a) 4 · 5  kn 

· -Vgl 34 (approx) V 
Pout 100 W 
D,ot 2 · 5  % 

tI.M. 10 % 
Pa(o) 2 x 33 W 
Pa(m::u:. $ia;.) 2 x 28 W 
Pg2(o) 2 x 0 · 5  W 
Pg2(max. sig.) 2 x 4 · 5  W 
Vin(a:I-IIXpk) 67 V 

-It u essential to provide: two separate!)' adjustable bias voltagc: sources, baving a voltage 
adjustment taIlie: of ± 25 y.. 

tlntermodulation distortion; measured usina two input signa15 at SO and 6000 cl. (ratio of 
amplitudes 4:1). 
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V. (v) 
K"J'88. Anode current plotted against anode vollagc with control
grid as parameter when triode connected. 
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295 m m 

V,2 (v) 
KT88. Anode and screen-grid current ploued 4gainst voltage with 

control-grid as parameter when 40% ultralinear connected. 
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Push�pull. Class ABl. Cathode bias. Ultralinear connection (40 % Tapping 
points) 

Va.a:2(b) 500 375 V 
V ... 2(0} 436 328 V 
1.+&2(0) 2 X 87 2 X 87 mA 
1.+&2(0141. sia.) 2 X 99 2 X 96 mA 

Rua-a) 6 5 kG 
oR. 2 X 600 2 X 400 G 

-Vat 52 (approx) 35 (approx) V 
POUI 50 30 W 
Dlot I ' 5 I % 

tl.M. 4 3 % 
Pa+12(0) 2 X 38 2 X 28 · 5  W 
Pa+l2(max. sia.) 2 X 17 2 X 1 6  W 
vin(al-al)(pk) 104 71 V 
Zout 4 · 8  4 ' 5  kG 

·It is essential to use two 5eparatc cathode biaa resistors. 
tlntermodulation distortion: measured usinl two input signals at 50 and 6000cfs (ratio of 
amplitudes 4:1). 

Push�pull. Om ABl. Fixed bias. Ultralinear connection (40% Tapping points) 

Va •• 2(b) 560 460 V 
Va•12(0) 553 453 V 
1a+12(0) 2 X 50 2 X 50 mA 

la+&2(maJl. sis.) 2 X 157 2 X 140 mA 

RL(a_a) 4 ' 5  4 kG 

--V'I 75 (approx) 59 (approx) V 
Pout 100 70 W 
Dtot 2 2 % 

tI.M. II 10 % 
Pa+12(0) 2 X 27·5 2 X 22·5 W 
Pa+,2(max. siB.) 2 X 33 2 X 27 W 
vin(al-al)(pL:) 140 1 14 V 
Zout 7 6 · 5  ill 

4Tt is essential to provide two separatdy adjustable bias voltagc SOut0C5, havinl a voltage 
adjustment ranae of ± 25 y.. 

tlntermodulation dbtortion; measured using two input 'i�s at SO and 6000 cl' (ratio of 
amplitudes 4:1). 

Push�pull. Class ABl. Cathode bias. Triodc connection 

Va•a2(b) 400 485 V 
V",2(0) 349 422 V 
la+l2(o) 2 X 76 2 X 94 mA 

Ia+a2(maJI. sia·) 2 X 80 2 X 101 mA 

R1..(a-&) 4 4 kG 
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-Vgl 
Pout 
D,ot 

·I.M. 
Pa+a2(o) 
Pa+a2(max. sil.) 
Rk 
V in(gl-gl)(Pk.) 
Zout 

40 (approx) 
17 

l '  5 
5 · 6  

2 X 26·5 
2 x 19 

2 X 525 
78 

2 

50 (approx) V 
3 1  W 

1 ·5 % 
5 · 6  % 

2 X 40 W 
2 X 27 W 

2 X 525 n 
114 V 

1 ·9 kn 

-lntermodulation distortion; measured usina: two input sianal$ at 50 and 6OOO c/5 (ratio or 
amplitudes 4:1). 

INSTALLATION 
The valve may be mounted either vertically or horizontally. 

When a pair of valves is mounted vertically it is recommended that 
the centres of the valve sockets are not less than 4 in. apart and that 
pins 4 and 8 of each valve are in line. 

When a pair of valves is mounted horizontally it is recommended 
that the centres of the valve sockets are not less than 4 in. apart and that 
pins 4 and 8 of each valve are in the same vertical 1ine. 

Free air circulation around the valve is desirable. 
The KT88 may be used in pairs in either triode, tetrode, or ultralinear 

push-pull circuits for outputs of 30 to 400 watts in various conditions of 
operation. The ultralinear circuit is recommended for outputs up to lOOW 
when the maximum output coupled with the lowest distortion is required 
and it may also be used with multiple pairs, four pairs producing 400 W. 

The curves opposite show the output and approximate distortion 
obtained from push-pull KT88 valves with various positions of the 
screen grid taps on the output transformer. At the left-hand side (0% taps) 
the valves are, of course, tetrode-connected and on the right-hand side 
(100% taps) they are triode-connected. Generally speaking, the taps 
should be spaced at 20% to 50% of the turns on each half-primary from 
the centre, with 30% to 40% as the optimum. The dotted curve shows 
the reduction in output impedance obtained. 

Either cathode bias or fixed bias may be used. The former has the 
advantage of simplicity whereas the latter provides the normal maximum 
output of 100 W from a pair of valves and higher efficiency. 

The output power of the ultralinear circuit is not less than that of the 
tetrode at any given supply voltage and has the advantage that a low 
impedance screen supply is not required. The ultralinear circuit does, in 
fact, show a rather higher efficiency in that a lower current is required 
from the power supply. For example, with fixed bias and a supply voltage 
of 460 an output of 70W is obtained with an anode current of 280mA in 
both the tetrode and the ultralinear arrangements but the tetrode requires, 
in addition, a screen current of 35 mA. Furthermore, it is desirable that 
the tetrode screen supply be stabilised. The output impedance and distor
tion are both more favourable in the ultralinear circuit, the former being 
6 · 5  kO in this example, compared with 50 kO, and the distortion is almost 
entirely independent of load impedance above the rated value. 
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Screen tapping points). (% turns) 

The triode connection is sometimes preferred when a moderate power 
output with low distortion is required. An output of up to 31 W is obtain
able with an h.t. supply of 485 V and cathode bias and, even at lower 
voltages, the output is adequate for domestic amplifiers. The distortion 
will depend on the degree of matching between pairs but it is normal to ob
tain a distortion below 2 % without negative feedback by the selection of 
two out of any three valves since this procedure, at worst, halves the 
normal variation in characteristics. 

Due to the high mutual conductance of the K T88 some precautions have 
to be taken against parasitic oscillation whatever the circuit arrangement. 
Grid and screen series resistors of about to kn and 270 .0: respectively, 
are recommended. In the ultralinear circuit, resistance-capacitance net
works may be found necessary between the anode and screen taps on the 
output transformer. With some transformers they will not be needed and 
they become less necessary as the taps include a greater part of the primary 
due to the consequent reduction in leakage inductance. 

When an output exceeding 100 W is needed, the KT88 valve may be used 
in multiple pairs in parallel push-pull instead of a single pair of larger 
valves. One of the advantages of this method is the low cost of the powe r 
supply which is required to give an h.t. of only 550 V. Another advantage 
is that a valve failure in the output stage merely reduces the available 
output power with a probable increase in distortion. 

The bulb temperature rating of 250°C must not be exceeded and any 
cabinet used must provide adequate ventilation. Under free air conditions 
this temperature is not reached at maximum ratings, but where a valve is 
enclosed it is recommended to check that adequate air circulation exists. 
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Although the KT88 may be mounted in any desired position it is 
recommended that, when valves are mounted horizontally, pins 4 and 8 
should be in a vertical line as in fig. 2. 
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2 2 
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c �  Q 
-Q " (;' - , -8-

0 -- 0 t"" � 

7 5 7 

6 4" � 
- • 

Correct orientation and spacing of the valve sockets when the valves 
are mounted horizonally (top) and vertically (below). 

7 

3 
- - ,-

, 

When two valves are mounted vertically, in the more usual manner, on 
a horizontal chassis, there is a slight advantage obtained if pins 4 and 8 
of both valves are mounted in line, as in fig. 3. The coolest part of the bulbs 
then face each other whilst the hottest parts (nearest the anodes) are at 
right-angles. 

Power supply 
The type of power supply required will depend on the operating con

ditions but a capacitance input filter circuit is satisfactory for ultralinear 
cathode bias amplifiers. 

With fixed bias, the large change in anode current requires a low im
pedance power supply and an inductance input filter is essential. It is 
desirable for the smoothing capacitor to be of high value to prevent an 
instantaneous fall in voltage upon the occurrence of a transient. Satis
factory performance will be obtained with a single inductor and a capacit
ance of 50-150 fJ..F. Two 160 ,.,.,F. 450 V e1ectrolytic capacitors in series 
have been found very successful with the ultraJinear higher voltage work
ing conditions. 

The choice of a rectifier will depend on the power output required. The 
U52 or U54 are suitable for powers up to 50 W. but for amplifiers designed 
to cover the range 50--100 W. two U19 or two GXU50 rectifiers should be 
used 
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GZ34 FULL-WAVE RECTIFIER 

Indirectly heated full-wave rectifier primarily intended for use in a.c. mains 
operated equipment. 

Valve Data 

Limiting Values 

P.I.V. max. 
ia(Pk) max. 
C max. 

.' ." 

h,k h 
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Heater 

'.' N� 

NP 

h 

le h.k 

O�tol Ban 

0" 

NP 

5 · 0  V 
1 · 9 A 

1 · 5  kV 
750 mA 

60 ,...F 

-1-:r 
• 
0 E 
E • 

0 E E 
'" E .... 

j 
E ... .. 



. -,-:-- . " .. . : -:--;..+ : '.: i .. .!-L.. " 

" -oH ,!';�;� , " 
lOO J+:-:-i:' ,- - .� ;+: , 

I�� ; :IE-�:;�' : - - -�-'+- ��, - I 
-

- I (C� , t1ftttl- -<� r:-t-ml . ' -ct:lH Ci-c�t�:rl 
L. _--.� l ,--'-4-i71 :=r , . 1'-''-'" - - ,_r_Ll-- . - . . 1 -' I . ' . -;- , ' . . , , I ' . , �!t ------'.....L _ .  - ' "  .1 4 c -I..L!. I::c:L:.LL ' , ....-t . Lr I-lIT' . 1 " 1 _ ' 

�" . , : ; , I . 1 1- ' ,  
U-JI ' - ' , ,- -:i:h!.L' '-I-' ' -' '+ :1 H i:i.f , +!:;.r�J.:1tjt c' , . �: , I ' ' , ' I 

'OO' !li ' I ::':t! _Ij"Lp:'.L+' 1!±titJii:l- r:� . :I=H '" " 
, . � i-d�T..l ' �--! " ., . ; . : 1!7-' -i 

" 

t.J.J. . " ,  
, #tl:  �, H' -L �-'/0, '  _-, ' : '1+ : --ti" , :_ " �T L t$�' 

o IX:+" :-� . 1.7-+ I d�l , .-

, , 
, " , 

" 

Anode current plotted against anode voltage. 

Boundary of operation with capacitor or choke input filter. 
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Capacitor input filter regulation curves. 
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Choke input filter regulation curvcs. 



Va(r.m.s.) 2 x 300 2 x 350 2 x 400 2 x 450 2 x 500 2 x 550 

Capacitor input 

lout max. 250 250 250 250 200 160 mA 
Rlim min. 

(per anode) 50 75 100 125 150 175 0 

Choke input 

lout max. 250 250 250 250 250 225 mA 

Rlim min. 
(per anode) 0 0 0 0 0 0 0 

Typical Operating Conditions 

Capacitor input 

Va(r.m.s.) lout C Rllm Vout 
(per anode) 

(V) (mA) (/LF) (0) (V) 

2 x 300 250 60 75 330 
2 x 350 250 60 100 380 
2 x 400 250 60 125 430 
2 x 450 250 60 150 480 
2 x 500 200 60 175 560 
2 x 550 160 60 200 640 

Choke input 

V a(r.m.s.) lout L Rlim VoUt 
(per anode) 

(V) (mA) (H) (0) (V) 

2 x 300 250 10 0 250 
2 x 350 250 10 0 290 
2 x 400 250 10 0 330 
2 x 450 250 10 0 375 
2 x 500 250 10 0 420 
2 x 550 225 10 0 465 
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EZ80 (." ." FULL-WAVE RECTIFIER 

Indirectly-heated full-wave rectijier, primarily intended for use in a.c. 
mains·operated equipment 

Valve Data 

Heater 

6 · 3  V 
600 mA 

Limiting Values 

Va(l.m,s.) max. 
lout max. 
C max. 
ia(Pk) max. (per anode) 
Vh-k(pk) max. 

2 x 350 
90 
50 

270 
500 

V 
mA 
fJ-F 

mA 
V 

Operating Conditions 

238 

Vin(,.m .•. ) 2 x 250 2 x 275 2 x 300 2 x 350 V 
Rlim min. (per anode) 125 175 215  300 n 
C 50 50 50 50 fJ-F 
10"' 90 90 90 90 mA 
V 0"' 265 285 310 360 V 

All d imensions in mm 

x o 
E 

'" 
r'-<D 



Anode current plotted against anode voltage. 

Regulation curves. 
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EZ81 FULL-WAVE RECTIFIER 

Indirectly heated full-wave rectifier with 6, 3 V heater. 

Valve Data 

Limiting Values 
PJ.V. max. !a(pk) rnax. 

la(sUrac) rnax:. 

Heater 

6 · 3  
} ·o 

V 
A 

} · 3  kV 
500 mA 

1 · 8  A 
V h-k max. (cathode positive) 500 V 

0' 

lout max. 
Vin(r.m.s.) rnax. 
RUm min. 

lout rnax. 
Vin(f.m,s.) max. 
Lrn," <at 50 c/s) 

o' 

k 

le 

k h h 

Capacitor input 

} See rating chart } 
See rating charts 2 and 3 and capacitor input 
regulation curves. 

Choke input 

} See rating chart 1 
See choke regulation curves 

h 
h le 

0' 
0 le 0 

0" le 
89A 

No\'ol Base 

Characteristic 

1"'"n mOl( -

, - ,  f . I .I I E .  E U") ° E IIC 

T' 
Anode voltage drop Gout = 1 50 mAl 19 ·8  V 
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Anode current plotted against anode voltage. 

Boundary of operation with capacitor or choke input filter. 
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Operating Conditions 

Viu(r,m.s.) 
RUm (per anode) 
C 
lout 
Vout 

Vin(r.m.3.) 
L 
lout 
Vout 

Capacitor input 

2 x 250 
150 

50 
160 
24S 

2 x 350 
230 

50 
150 
352 

Choke input 

2 x 2SO 2 x 350 
10 10 

180 180 
199 288 

2 x 450 
310 

SO 
100 
497 

2 X 450 
10 

150 
378 

v 
Q 

J.LF 
mA 

V 

V 
H 

mA 
V 

OPERATING NOTES 
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The design of a power circuit starts with a knowledge of the 
output conditions and from this information the transformer 
and secondary or input voltage can be chosen. Reference to the 
rating charts will indicate whether a rectifier is suitable for a 
particular application. 

Rating chart 1 
This shows all the combinations of input voltage and output 
current considered safe for both capacitor and choke input filters. 

Rating chart 2 
This chart shows the minimum series resistor per anode nece54 
sary to restrict the maximum switching surge in a capacitor input 
filter, to its limiting value over the range of supply voltages. 

Rating chart 3 
This shows the relationship between the maximum rectification 
efficiency and output current. 

Capacitor input filter circuits 
Reference should be made to rating charts 2 and 3 and the regula
tion curves. The circuit is set up and the input and output voltage 
and output current are measured. If the operating conditions lie 
within the boundary lines of the regulation curves, an improve
ment in the rectification efficiency may be effected by reducing the 
value of the limiting resistance. Rating chan 2 gives the minimum 
value of the limiting resistance against open circuit secondary, 



voltage; this resistance will guard against excessive switching 
currents. 

Comparison of the calculated rectification efficiency V2X��ut 
1Il(r.m.5.) 

with rating chart 3 will show whether the limiting resistance 
must be increased to lower the rectification efficiency to the area 
of safe operation. Operation within this area indicates that the 
limiting value ia(Pk) has not been exceeded. 

Choke input circuit 

Reference should be made to rating chart 1. A suitable value of 
choke can be obtained from the choke regulation curves. 
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U54/GZ37 SI-PHASE HALF-WAVE RECTIFIER 

An indirectly heated rectifier capable of supplying up to 250 iliA for a 
500 V r.m,s. input to each anode in capacitance input /ilter circuits and up 
/0 350 mA for a similar input in inductance input ftlfer circuits. 

Base connections and valve dimensions 

Base: B8-0 (Octal) 
Bulb: Dome topped pear_ 
Max_ overall length: 142 mm 
Max_ seated length: 128 mm 
Max. diameter: 57,S  mm 

View from underside of base. 

Valve Data 

NP 

a,' NP 

h -'" 

le 

Heater 

," 

NP 

h,k 

5 -0 V 
2 - 8  (approx) A 

Maximum ratings (design centre) 

PlY 
ia(Pk) (each anode) 

lout 
Rsource (min) (each anode) 

Tbu1b 

Capacitance 
input filter 

1 - 6  
0 - 75 

250 
75 

225 

Inductance 
input filter 

1 - 85 

350 

225 

Typical Operation 
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Bi·Phase Half�Wave Rectifier. Capacitance Input Filter (Fig. 1) 

Va(r.m.s.) (each anode) 300 400 500 
Crescrvoir 4 - 0  4 - 0  4 - 0  
�ource (each anode) 75 75 75 

lout (full load) 250 250 250 
Vout (full load) 238 358 486 

Bi-Phase Half-Wave Rectifier. Inductance Input Filter (Fig. 2) 

(Inductor resistance 100 n) 
V.(,_m_._) (each anode) 
L 

lout (full load) 
Vou, (full load) 

300 
10 

350 
207 

400 500 
10 10 

350 350 
298 381 

kY 
A 

mA 
n 

°C 

V 
p.F 

n 
mA 

V 

V 
H 

mA 
V 



�,( .... ) 
Capacitan(;C input filter operation. 

Inductance input filter operation. 
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GLOSSARY OF TERMS 

A .  c./ D .  C .  - Equipment capable of 
operating from a.c. or d.e, mains 
supplies without circuit modification. 
A transformer cannot be :emp!oyed 
so that valve heaters are connected 
in series. 

AMPERE - One ampere is the current 
which, passing through a solution 
of nitrate of silver in water, deposits 
silver at the rate of 0 -001 11800 gram 
per second. This represents a flow 
of approximately 6 X 1Ol8 elec
trons. 

AMPLIFIER - Apparatus which pro
duces an electric output that is 
greater than, but in all other respects 
identical to, the signal applied to the 
input. 

AMPLITUDE - The maximum displace
ment of a moving particle from the 
mean position. Synonymous with 
'peak' (page 17). 

ANOULAR VELOCITY - If f revolu
tions occur in one second and each 
revolution represents 360° (or 21T 
radians), then 217 f radians are swept 
out in one second and this is called 
the angular velocity. Symbol Cl) (see 
Sine wave). 

ATTENU ATOR - A device for reducing 
voltage, current or power. The 
simplest forms are the resistor 
potential divider (fixed attenuator) 
and the potentiometer or volwne 
control (variable attenuator). The 
output resistance varies from zero 
to that of the control and thus 
depends upon the selling. By using 
mUltiple resistors the input and/or 
the output resistance can be made 
constant and popular arrange
ments are the T section and the 
7T section. 

AUTOMATIC BIAS - A means of 
producing the correct d.c. operating 
conditions in a valve or transistor 
circuit without the use of bias 
batteries. 

AUDIO FREQUENCIES - Sound waves 
of a pitch audible to the human ear. 
The lowest frequency which the ear 
will recognise as a continuous tone 
is about 1 6  c/s whilst the upper 
frequency limit is in the region of 
10,000 to 16,000 c/s. The upper 
limit varies from person to person 
usually dropping with increasing 
age. 

AUDIO POWER - The energy delivered 
into the air by a loudspeaker, 
measured in watts. Loudspeaker 
efficiency varies from unit to unit 
over a wide range; from about 3 % 
to 25 %. The power required from 
the amplifier driving a loudspeaker, 
to produce a given sound level, 
therefore, depends upon loudspeaker 
efficiency. To produce an audio 
power of 1 watt will require a 
driving power of 33 watts when the 
loudspeaker is 3 % efficient, and 
4 watts when the loudspeaker is 25 % 
efficient. It should be remembered 
that an increase of power of 3 dB 
produces the minimum change in 
sound level which the ear can detect 
and this represents a power increase 
of x2. To give a worthwhile 
increase on audio power, it is there· 
fore necessary at least to double 
the power output of the amplifier. 

CASCODE AMPLIFIER - An amplifier 
stage which employs two valves in 
series, so that one valve becomes a 
part of the anode load of the other. 
The effect is equiva1ent to a single 
valve with a high jl, capable of a 
high stage gain. Cascade triode 
amplifiers can provide a high signal
to·noise ratio, but the circuit is 
complex and must be used with 
care. 

DEClBEl. - Unit which expresses the 
ratio of two different levels of sound 
intensity or electrical power. 
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DECOUPLING - A eR or LR circuit 
used to prevent a portion of 
the signal developing in a 
part of the circuit where it IS 
not required. 

DE-EMPHASIS - See Pre-emphasis. 
DISTOR TION - Any difference between 

the input and output signals of an 
amplifier excepting amplication. 
Non-linearity distortion is mainly 
due to curvature of valve charac
teristics and can be measured in 
terms of harmonics. If a sine wave 
is passed through an amplifier with 
non-linearity distortion, harmonics 
are produced which are whole num
ber multiples of the sine wave 
frequency. The harmonics present 
in the output can be measured by 
a 'distortion meter' or calculated by 
a Fourier analysis of the output 
waveform. When distortion is small. 
total harmonic distortion can be 
expressed as a percentage of the 

fundamental by VH22+ Hl2 +H42 
etc., where H2o Hl, H4 etc. are the 
percentage distortions of the indi
vidual harmonics. 

Harmonics are present in nearly 
all sounds and account for the 
difference in tone of sounds of the 
same fundamental frequency. Their 
presence does not therefore 
explain the unpleasant nature of 
distortion which is due to inter
modulation distortion. Non-linearity 
causes intennodulation of simulta
neously amplified signals, producing 
difference and summation frequen
cies which are not whole number 
multiples of the fundamental fre
quencies. lntermodulation distor
tion measurement is therefore a 
more realistic approach to an 
assessment of amplifier perform
ance. 

EMITTER FOLLOWER - A transistor 
version of the cathode follower with 
very similar properties. 

EQUALISATION - The process of 
restoring a level frequency response, 
usuaUy after de-emphasis or pre
emphasis (q.v.) 
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FADER - A device for reducing 
volume, i.e. a volume control or 
atlenuator (q.v.). A centre-tapped 
volume control enables a fade to be 
made from one circuit to another. 

FREQUENCY - The rate of vibration 
of an electrical or mechanical 
oscillation. Measured by the number 
of complete cycles executed in one 
second. 

FREQUENCY RESPONSE - A graph of 
output voltage against frequency for 
an amplifier or atlenuator. The 
horizontal frequency scale is usually 
logarithmic. 

FUSE - A device for protecting appara
tus in the event of the failure of 
components or faults in wiring. It 
is usual to provide a fuse in series 
with the mains transformer primary 
and in the a.c. supply to the h.t. 
rectif.er. In the case of a fuU wave 
rectifier (Fig. 9.5, page 88), a fuse 
in the connection to the centre tap 
of the h.t. secondary winding will 
protect against a failure of the 
capacitors or the rectifier valve. A 
fme connccted in this way is shown 
in the amplifier circuit on page 101. 

GAIN - The increase in signal strength 
from input to output terminals of 
an amplifier. Loosely synonymous 
with amplification. 

HJGH FIDELITY - Reproduction of a 
signal without significant distortion 
by the apparatus employed - either 
from disc or tape or broadcast. 

IMPEDANCE - The ohmic value of 
combined. resistance and reactance. 
See vector Diagram. 

LOAD LINE - A straight line drawn 
on lAVA (or Ic Vc) characteristics 
representing the variation of anode 
(or collector) volts with valve (or 
transistor) current for a resistive 
load. Used to determine working 
point and signal handling capacity 
of the device. 

MIXER - A circuit which enables the 
signals from two or more circuits to 
be combined. each signal being 



continuously variable in the output. 
A common form of circuit employs 
two potentiometers, with resistors 
connected in series with the variable 
contacts, the ends of the resistors 
being joined to couple the circuits. 
Constant resistance atlentuators can 
be arranged for mixing. 

MONOPHONIC S O U N D  - Sound emer· 
ging from a single speaker and 
giving no impression of spatial 
distribution of the several sources of 
sound (musical instruments, voices, 
etc.) which comprise it. 

MUTUAL CONDUCTANCE (g,,;) - The 
change of anode current produced 
by a change of I volt on the grid 
of a valve. Unit mA/volt. 

NYQUIST DIAGRAM - It has been 
shown (page 71) that in a feedback 
amplifier, the amplifier will oscillate 
at a frequency for which the phase 
shift and gain round the whole 
amplifier are such as to make 
Afi = 1.  The mid·frequency gain 
can be measured, and at this fre
quency the phase shift will nonnally 
be zero. Al low and high frequencies 
gain will decrease and phase shift 
occur, and the value of AfJ can be 
determined and the phase angle 
measured for a number of fre
quencies over a wide range. These 
results may be plotted with polar 
co-ordinates in the form of a 
Nyquist diagram. When A{I closely 
approaches I at any frequency, the 
amplifier is stable but is in a condi
tion where any change in operating 
conditions might bring AfJ to unity 
causing instability, e.g. during warm
ing up or when driven beyond 
maximum output. The amplifier is 
then said to be 'conditionally stable'. 
An amplifier should be designed to 
be unconditionally stable. On the 
polar diagram, if the point 1 ,0. is 
enclosed by the curve, the amplifier 
is unstable. 

OHM - The resistance of a column of 
mercury at 0° C, 14·4521 grammes 
in mass, of constant cross-sectional 
area of 1 sq. mm. and 106·300 cms. 
in i<nglh. 

PARAPHASE - A circuit for pro .... iding 
two signals with a 1800 phase 
difference to feed a push-pull stage. 
This tenn was originally applied to 
a circuit in which an amplifier valve 
feeds one output valve direct, and 
also a second amplifier valve. The 
second amplifier introduces J 800 
phase shift and a potential divider 
is arranged to exactly offset this 
amplifier stage gain, its output being 
fed to the second output valve. 
This term is now almost synony
mous with phase inversion, and 
circuits employing negative feedback 
are preferred as distortion is reduced 
and a degree of self-balance can be 
obtained. 

PENTODE - A five electrode valve. 
k. gh g2. gl, anode, developed from 
the triode to reduce input to oUlput 
capacitance. This is achieved by the 
screen grid (gl) which is earthed to 
a.c. 

POTENTIOMETER - A network, the 
function of which is to provide an 
output at some level lower than that 
of the input. Composed of resistors, 
the attenuation is independent of 
frequency. 

POWER AMPLIFIER - An amplifier of 
sufficient power to drive a loud
speaker. 

PRE-AMPLIFIER - An amplifier to 
increase the small signals from a 
microphone, tape head, etc., suffici
ently to be able to apply them to a 
power amplifier. 

PRE-EMPHASIS - The boosting of a 
band of frequencies in accordance 
with a specified characteristic. It is 
convenient to arrange for this by 
means of a eR network, and the 
pre-emphasis can then be specified 
as a time constant. To achieve a 
level response an inverse charac
teristic is employed in another part 
of the circuit, called de-emphasis. 
This arrangement is normally used 
to increase the signal-to-noise ratio 
of a system, where the noise mainly 
occurs over a part of the frequency 
spectrum. An example is the Inter
national L.P. recording charac
teristic, in which frequencies above 
1,000 <I. arc emphasised during 
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recording to improve the signal to 
'record scratch' ratio. A de-emphasis 
circuit is then used in the reproducer. 

REACT A NCE - The 'resistance' of a coiL 
or capacitor to alternating current. 
Given by 2tr/L for a coil, l/2tr/C for 
a capacitor. The unit is the ohm. 

RECTIFICATION - The process by 
which a d.c. voltage is derived from 
an a.c. supply. Achieved by use of a 
rectifier (diode valve or junction) 
and usually followed by a smoothing 
circuit. 

REOULATED POWER SUPPLY - The 
rectified voltage of a power supply 
will fall as the current drawn is 
i ocreased. The regulation can be 
improved by using a 'choke input 
filter' (see page 90) or a 'series' or 
'shunt' valve regulator. A well 
designed vaJve regulated supply can 
be made to give Cl voltage which is 
virtually independent of current and 
this implies a power supply of very 
low internal impedance. 

RESONANCB - The condition where 
current and applied voltage arc in 
phase in a circuit including capaci
tance and inductance. Frequency 
at which this occurs given by 
f � 1/2 "YLC. Series resonance 
gives minimum impedance which 
is equal to R of circuit. Parallel 
resonance gives maximum impedance 
which is equal to L/CR. 

SIGNAL-TO-NOISE RATIO - The 
ratio between the amplitude of the 
required. signal and that of all other 
signals. The unwanted. signals in
clude hiss, hum. flicker and partition 
noise in pentodes. For comparison 
it is usual to state the ratio of the 
signal to tbe noise in decibels and 
with .a bandwid� of 50 to 10,000 c/s, 
a ratio of 40 dB IS acceptable, 50 dB 
good. 60 dB excellent and 70 dB 
near perfection. As the noise wiU 
increase as the lower and upper 
frequency limits are extended, the 
bandwidth in c/s should be Slated 
when a signal-to-noise ratio is 
specified. 

SINE WAVE - The &grapht of the 
voltage or current change in a 
ciJcuit connected to an alternator. 
The lnstantaenous voltage is peak 
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voltage x sin wt, where w is the 
angular velocity, and t the time. 

SPECIFIC RESISTANCE (P) - The 
resi�tance at opposite faces of a one 
centimetre cube of a substance. The 
resistance of a length I of a con
ductor of constant cross-sectional 
area A is then R = pi/A. At 20" C 
COpper has a specific resistance of 
J - 7  x 1O-12 0hms. 

STEREOPHONIC SOUND (stereo) -
Sound which appears to emanate 
from sources (violin, piano. etc.) 
which are spatially distributed. 
Achieved by the use of spaced 
speakers supplied from two or more 
separate microphones at the studio. 
or from multi-track tape or disk. 

SQUARE WAVE - See Transient. 
THERMIONIC BMISSION - The emis

sion of electrons (therm ions) from 
a solid surface by heat. In a ther
mionic valve this emission takes 
place from the heated cathode. 

TRA NSIENT - A transient is a complex 
waveform which does not repeat 
periodically as does a sine wave. It 
is characterised by sudden increases 
and decreases of amplitude, so that 
the petformance of an amplifier on 
square wave test is of considerable 
interest. Tbe rise and fall time of a 
square wave is theoretically zero 
and, in practice, square wave genera
tors am be made with extremely 
short rise and fall times. 

VECTOR DIAORAM - When resistance 
(in ohms) is combined with reactance 
(in ohms) the resultant can be found 
by a diagram in the form of a right
angled triangle. The length of the 
sides adjacent to the right angle, 
represent the ohmic va1ue of the 
resistance (R) and reactance (X). 
The resultant. called the impedance 
(Z), is represented by the hypo
tenuse, and can be found from 
Pythagoras, so that Z � y J(l + Xl. 
The resistance and reactance arc 900 
out of phase, and the relative phase 
angle of the resultant is shown by the 
diagram. 

VOLT - The electrical pressure which 
will cause a current of one ampere to 
flow through a circuit resistance of 
one ohm. 



Alternating current, 16 
Amp,,,,, 12, 247 
Amplification, 29, 31 

triode, 34 
pentode, 44 

Amplifiers-
3 watt, 93 
10 watt, 98 
30 watt, 105 
transistor, 147-8 

Amplification factor, 32 
Amplitude, 17, 247 
Angular velocity. 247 
Anode, 30 

characteristic, 32, 36 
follower, 80 
impedance, 32 

Application Reports, 1 n 
EF86, 174 
ECC81 (I2AT7), 180 
ECC82 (12AU7), 182 
ECC83 (12AX7), 185 
ECL86, I89 
EL84, 196 
KT66, 207 
EL34, 216 
KT88, 226 
GZ34, 234 
EZ80, 238 
EZ81 , 240 
GZ37 (U54), 244 

Attenuator, 247 
Audio frequencics. 247 
Audio power, 247 

Balance-stereo, 157-8 
Balancing push-pull, 103 
Bass resonance, 134 
Bass tone control, 124 
Battery, 12 
Bel, 21  
Bias-

cathode. 34 
grid, 31 
working point, 37 

Bridge rectifier. 86 

Capacitance, 11 
Capacitor, 11 

INDEX 

Capacitor, parallel, 19 
reactance, 19, 163 
series, 19 
working voltage, 18 

Cascode, 247 
Cathode, 30 

bias, 34 
bypass, 35, 41 
follower, 73 
rectifier, 172 

Cathode follower phase splitter, 78, 80 
C.C.I.R. characteristic, 217 
Chassis fonns, 152 
Choke (see inductor), 22 

filter, 87 
regulator, 90, 250 

Class ABI, 62 
Class B, 62 
Common base, 140 
Common cathode resistor, 62 
Common collector, 141 
Common emitter, 141 
Components, 153 
Conductor, 1 1  
Control grid, 30, J 72 
Control unit (see pre-amplifier). 130 
Construction, 1 S 1 
Current, 12 

alternating. 16 
Current feedback, 3S 
Cut-off, 31 

Damping, 26, 134 
factor, 134 
ratio, 134 

Decibel, 21, 160 
Decoupling, 50 

cathode, 35 
double, 121 
screen, 45 

De-emphasis. 248 
Design

considerations, 91 
development, 92 

Designs, 93, 98, J05 
Diode, 29 

rectifier. 84 
Direct coupling, 19 
Direct current, 16 
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Distortion. 35. 41. 248 
intermodulation, 214, 248 
oscillographs, 1 1 4-15 
second harmonic, 39, 41 
third harmonic, 47 

Driver stage, 82 
Dummy load, 1 14 
Dynamic characteristic-

triode, 38 
pentode, 46 

Dynamic load, 39 

Earth loop, 1 19, 155 
Electrons, 1 1  

space charge, 30 
Electronics, 1 1  
EUiptica1 load line, 58 
Equivalent circuit-

loudspeaker, 131  
transistor, 144 
valve, 33 

Equalisation, 248 

Fader, 248 
Farad, 17 
Feedback-see Negative voltage feed

back 
Filter-

high pass, 128 
low pass, 128 

Finish, 156 
Fourier analysis, 248 
Frequency, 16. 248 

discrimination. 122 
range, 27, 247 
resonant, 27 
scale, 21 

Frequency response, 16, 1 13 
high, 51 
low, SO 
measurement, 1 1 2  
output transformer. 58 

Full wave rectifier, 66 
Fuse, 248 

Gain reduction factor, 67 
Graphical analysis-

pentode, 45 
push-pull pentodes, 60 
output pentode, SS 
triode, 36 

Grid, 30 
bias, 31, 172 
blocking, 95 
current, 172 
resistor, 49 
stopper, 61, 63, 210 
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Half wave rectifier, 86 
Hannonics, 248 
Hcater�thode resistance, 172 
Healer.cathode voltage, 112 
Henry, 23 
High frequency response, 51  
High pass filter, 1 28 
Hwn, liS, 1 1 9  

electromagnetic, 120 
electrostatic, 120 
loop, 120 

Impedance, 23, 248 250 
lnductor, 22 

parallel, 22 
reactance of, 23, 171 
series, 23 

lntermodulation, 214, 248 

Junction, 138 

Layout, 152 
Lea.kage inductance, 59 
Load line, 36, 248 

composite, 60 
elliptical, 58 

Load resistor, 31,  34 
Logarithmic scale, 21, 161 
Loudspeaker-

as load, 54, 133 
bass resonance, 134 
cross over filter, 122 
damping, 134 
dwnmy load, 114 
equivalent circuit, 131 
frequency response, 135 
impedance, 132 

Low-pass filter, 128 
Low'frequency response, SO 
L.P. characteristic, 126 

Magnetic field, 23 
Microfarad, 18 
Microphone, 27. 118 
Miller effect, 51  
MiUihenry, 23 
Mixer, 248 
Mutual conductance, 32 

Negative voltage feedback
basic formula, 66 
benefits, 64 
current, 35 
distortion, 69 
frequency correction, 76 
frequency response, 65 



Negative voltage feedback (conrd.)
gain reduction factor, 67 
humps, 71 
input impedance, 69 
measurements, 1 12 
oscillation, 71,  249 
output impedance, 69 
parallel, 75 
phase shift, 71,  249 
series, 72 
single stage, 74 
step circuits, 74 
two stage, 74 

Noise, l l S, l l 8  
factor, 173 

Nyquist diagram, 249 

Ohm, 12, 249 
Ohms Law, 12 
Optimum load, 56 
Oscillation, 71, 249 
Oscilloscope, I l l ,  1 1 7  
Output measurement, 1 1 1  
Output stage. 54 
Output transformer, 25. 27. 55, 59 

Paraphase, 249 
Parallel connection

capacitors, 19 
inductors, 23 
resistors, 1 5  

Partition noise, 1 t 8  
Peak (A. C.), 1 7  
Peak anode current, 87 
Pentode, 44 

amplifier, 54 
power, 55 

Phase, 19 
anslo, 249, 2S0 
difference, 20, 31 
lag, 24 
lead, 1 8  
shift, 3 1 ,  70 

Phasing stereo, 158 
Phase splitter, 73, 77 

anode follower, 80 
cathode coupled, 81 
cathode follower, 77 
paraphase, 249 

Pickup correction, 126 
Picofarad, 1 8  
P./.V., 87 
Positive feedback, 67 
Potential divider, 14, 19, 24 
Potentiometer, 1 5  

Power, 14, 17, 247 

Power output, 57 
measurement, I l l ,  161 

Power supply, 84 
Pre·amplifier

transistorised, 149, 150 
valve, 129 

Pre-emphasis, 249 
Primary, 24 
Push-pull, 59 

balancing, 103 
ultralinear, 61 

'Q', 25 

Ratio of transformer. 25 
Reactance-

capacitor, 19, 163 
inductor, 23, 171 

Reactive load, 58 
Rectifier-

bridge, 86 
cathode, 172 
directly heated, 86 
full wave, 85 
half wave, 85 
indirectly heated, 86 
peak current, 87 
P.I.V., 87 
regulation, 89, 250 
selenium, 86 
silicon, 86 

Resistance-specific, 12, 250 
Resistance capacity coupling, 49 
Resistor, 12 

colour code, 13  
load, 31  
noise, 1 1 8  
parallel, 15  
series, 14 
variable, 15 
wattage, 162 

RcsonaDt
circuit, 25 
frequency, 25 

r.m.s. (A.C), 1 7  
Ripple current, 89 
Rumble filter, 128 

Saturation, 30 
&reen-grid, 43 
Secondary, 24 
Semiconductor, 137 
Series connection-

capacitors, 1 9  
inductors, 23 
resistors, 14 
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Series connection (conld.}
resistor and capacitor, 19 
resistor and inductor, 24 

Shunt capacitance, 51 
Signal generator. 27 
Signal·to·noise ratio, I 18, 250 
Sine-

law, 16 
wave, 16, 27, 250 

Smoothing, 87 
Soak test, J 17  
Sound, 27 
Space charge, 30 
Specific resistance, 12, 250 
Square wave test, 1 13, 250 
Stability margin, 1 13  
Steep cut filter. 128 
Step circuits, 1 1 2  
Stereophony, 157 
Stoppers, 61, 63, 210 
Stray capacitance, 63 
Suppressor grid, 44-
Supply unit, 84 
Symbols, 173 

Tape correction, J 27 
Testing-

distortion, 1 1  5 
feedback, 1 1 2  
frequency response, 112 
power output, 1 1 1  
soak, 117 

Tetrode, 43 
Thennionic valve, 29 
Time constant, 1 27 
Tone control, 22 

bass, 123 
bass and treble, 124, 125, 128 

Transfonner, 24 
ratio, 25 
output, 25, 55, 59 

254 

Transient, 250 
Transistor, 129 

amplifier, 147-8 
COmmon base, 140 
common collector, 141 
common emitter, 141 
distortion, 146 
equivalent circuit, 144 
frequency response, 144 
gain, 143 
noise, 146 
pre.-amplifier, 149-50 
working point, 142 

Triode, 30 

Ultralinear, 61,  214, 232 

Valve, 29 
application reports, 172 
characteristics, 33 
diode, 29 
equivalent circuit, 33 
nomenclature, 173 
pentode, 44 
tetrode, 43 
triade, 30 

Valve voltmeter, 1 1 1  
Variable resistor, IS  
Vector diagram, 250 
Volume control, IS, 130 
Volt, 12, 250 

Watt, 15, 25, 57 
Waveforms, 1 14, l iS, 1 1 6  
Wiring, 1 54 
Working point-

pentode, 45 
transistor, 142 
Triode, 37 

.. 
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