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Nautilus™ is our touchstone: the result of 
a groundbreaking, five-year research and 
development mission to achieve, as near as 
possible, the perfect loudspeaker. The things 
we learnt by developing something so new, 
so different and so uncompromised have 
become our own rules for speaker design, 
and have informed every range we’ve created 
since. That’s down to advances in materials, 
crossover components and cabling, and to its 
pioneering use of tapering tubes in place of 
the conventional box cabinet.

Nautilus™
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What you hear from Nautilus™ 
is as different from ordinary 
speakers as what you see. Its 
shape and sound were created 
by straight and spiralling 
tapered tubes filled with 
absorbent wadding, designed 
to soak up wayward sound 
waves from the back of each 
drive unit and allow the sound 
from the front to reach you 
in as pure a state as you’re 
ever likely to hear. In form and 
performance, Nautilus™ was 
and still is revolutionary. 

Midnight Blue SilverBlack
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Nautilus™

Model

Features 

Description

Drive units

Frequency range

Dispersion

Crossover frequency

Power amplifier 
requirements

Dimensions

Net weight

Standard finishes

Nautilus™

Nautilus™ tube loading 
Active crossover

4-way tube-loaded loudspeaker system

1x 300mm (12 in) aluminium cone bass
1x 100mm (4 in) aluminium/polymer sandwich cone 
lower midrange
1x 50mm (2 in) aluminium dome upper midrange
1x 25mm (1 in) aluminium dome high-frequency 

-6dB at 10Hz and 25kHz

Within 2dB of response on reference axis
Horizontal: over 60° arc
Vertical:  over 10° arc

220Hz, 880Hz, 3.5kHz

4 channels per speaker, rated
100W-300W continous into 
8� on unclipped programme
(each channel to have identical gain and phase)

Height: 1210mm (47.6 in)
Width: 430mm (16.9 in)
Depth: 1105mm (43.5 in)

Speaker: 44.5kg (98 lb)
Plinth: 42kg (92 lb)
Total: 86.5kg (190 lb)

Midnight Blue, Black, Silver 

Specifications
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